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INTRODUCTION TO 
COMPUTING 


The 8051 Microcontrol/er and Ernbedded 
Systems: Using Assembly and C 
Mazidi, Mazidi and McKinlay 


Chung-Ping Young 
aie 


Q Numbering and coding systems 


OUTLINES 


Qo Digital primer 
QO Inside the computer 


g Human beings use base 10 (dgecqmea/ 
NUMBERING 


AND CODING arithmetic 
SYSTEMS > There are 10 distinct symbols, O, 1, 2, ..., 


9 


plas \-lalely 4 Computers use base 2 (binary) system 
Binary Number 


Systems 


> There are only O and 1 


> These two binary digits are commonly 
referred to as bits 


Qo Divide the decimal number by 2 
NUMBERING 


Welessives  ‘epeatedly 
SYSTEMS QO Keep track of the remainders 


Q Continue this process until the quotient 
Converting becomes zero 


ron ae Oo Write the remainders in reverse order 
to Binary :; 
to obtain the binary number 
Ex. Convert 25,, to binary 
Quotient Remainder 
25/2 — 12 1 LSB (least significant bit) 
12/2 O 
6/2 O 
3/2 1 
1 


2 MSB (most significant bit) 


Therefore 25,, = 11001, 


HANEL 


Q Know the weight of each bit in a binary 
NUMBERING number 
AND CODING 


og Add them together to get its decimal 
SYSTEMS 


equivalent 
Converting 


from Binary to 
Decimal 


Ex. Convert 11001, to decimal 
Weight: 2* 23 


Digits: 1 1 O 
Sum: 14+ 8+ O+ O+ 2556 


og Use the concept of weight to convert a 
decimal number to a binary directly 


Ex. Convert 39,, to binary 
32470 +0474 +24 1 = 39 


Therefore, 39,, = 100111, 


HANEL 


Oo Base 16, the 


NUMBERING h Weal / ee 
AND CODING ! exadeciMmal system, —_ Binary _ 
SYSTEMS IS used aS a ; — = 

convenient 3 0010 2 

Hexadecimal representation of Si ee 
4 0100 4 

system binary numbers 5 o10l. 5 
> eX. 6 0110 6 

. . 7 0111 7 

It is much easier to 8 1000 8 

represent a string of Os 9 1001 9 

and 1s such as 10 1010 A 

100010010110 as Its 11 1011 B 

hexadecimal equivalent of 12 1100 C 

S96H 13 1101 D 

14 1110 E 

15 1111 F 


o To represent a binary number as its 
NUMBERI NG equivalent hexadecimal number 
AND CODING 


SYSTEMS > Start from the right and group 4 bits ata 


time, replacing each 4-bit binary number 


with its hex equivalent 
Converting 


between Binary 
and Hex 


Ex. Represent binary 100111110101 in hex 


1001 1111 #=O101 
F 5 


o To convert from hex to binary 


> Each hex digit is replaced with its 4-bit 
binary equivalent 
Ex. Convert hex 29B to binary 

2 9 B 


= 0010 1001 £1011 


QO Convert to binary first and then 


NUMBERING 
convert to hex 


AND CODING 
SYSTEMS Q Convert directly from decimal to hex 
by repeated division, keeping track of 


Converting the remainders 
from Decimal 


to Hex Ex. Convert 45,, to hex 
32 16 8 4 2 1 
1 O 1 1 O 1 32-60-44 1=45 
45,59 = 0010 1101, = 2D,, 
Ex. Convert 629,, to hex 


5912 256 128 64 32 16 8 4 2 1 
1 O O 1 212 1 01 0 1 
629,, = 512+64+32+16+4+4+1 = 0010 0111 0101, = 275,, 


HANEL 


Q Convert from hex to binary and then to 


NUMBERING 
decimal 


AND CODING 
SYSTEMS QO Convert directly from hex to decimal 
by summing the weight of all digits 


Converting 
from Hex to Ex. 6B2,, = 0110 1011 0010, 


1 1 O iL 20> A 0. 0 0 
1024 + 512 + 128 + 32 +16+2=17/14,, 


Di=elaa’s) 


ag Adding the digits together from the 
NUMBERING | panini  dicit 
AND CODING east significant digits 
SYSTEMS > If the result is less than 16, write that digit 
as the sum for that position 
Addition of Hex > If it is greater than 16, subtract 16 from it 
Numbers to get the digit and carry 1 to the next 
digit 
Ex. Perform hex addition: 23D9 + 94BE 


23D9 LSD: 9+14= 23 23- 16= 7 Ww/ carry 
+ 94BE 1+134+11=25 25-16=9WwW/ carry 
B897 l+r3s+t4—=6 


MSD: 2+9=B 


o If the second digit is greater than the 
NUMBERING . 
AND CODING first, borrow 16 from the preceding 
SYSTEMS digit 
Ex. Perform hex subtraction: 59F - 2B8 
Subtraction of 
Hex Numbers 


59F LSD: 15-8=/7 


- 2B8 
2E7 


94+16-11=14=E, 
5-1-2=2 


g The ASCII (pronounced “ask-E’) code 
NUMBERI NG assigns binary patterns for 
AND CODING > Numbers 0 to 9 


SYSTEMS > All the letters of English alphabet, 
uppercase and lowercase 


> Many control codes and punctuation 
marks 


ASCII Code 


o The ASCII system uses 7 bits to 
represent each code 


Hex Symbol 
Selected ASCII codes 61 a 

62 b 

63 C 

64 d 


79 
TA 


o Two voltage levels can be represented 
as the two digits O and 1 


DIGITAL 
PRIMER 


Q Signals in digital electronics have two 
Binary Logic distinct voltage levels with built-in 
tolerances for variations in the voltage 


Q A valid digital signal should be within 
either of the two shaded areas 


Logic 1 


CS i NO -Gov a Ol 


Logic 0 


Oo AND gate 
DIGITAL 


PRIMER Boolean Expression Logic Diagram Symbol Truth Table 


Logic Gates 


Boolean Expression Logic Diagram Symbol Truth Table 


AZA™@= ATE’ 


Computer Science Illuminated, Dale and Lewis 


HANEL 


oO Tri-state buffer 
DIGITAL 


PRIMER QO Inverter 


Boolean Expression Logic Diagram Symbol Truth Table 


Logic Gates 
(cont’) 


x= At Ay x 


Computer Science Illuminated, Dale and Lewis 


o XOR gate 


Boolean Expression Logic Diagram Symbol Truth Table 


x =A OB 


Computer Science Illuminated, Dale and Lewis 


HANEL 


O NAND gate 
DIGITAL 


PRIMER Boolean Expression Logic Diagram Symbol Truth Table 


Logic Gates 
(cont’) 


Boolean Expression Logic Diagram Symbol Truth Table 


(A FB)" 


Computer Science Illuminated, Dale and Lewis 


HANEL 


DIGITAL 


PRIMER ; 


S 


Logic Design 4 


Using Gates ‘ | )——__—— c c 


(a)S=xy' +x'y (b)S=x@y 
C=xy b 


C=xy 
Full adder 


Digital Design, Mano 


DIGITAL 
PRIMER 


Logic Design 
Using Gates 
(cont’) 


4-bit adder 


Bz A3 By A? By, Ay By Ag 


: ks : : : Digital Design, Mano 
ra e S S Syl 


DIGITAL 
PRIMER 


Logic Design 
Using Gates 
(cont’) 


oO Decoders 


> Decoders are widely used for address 
decoding in computer design 


Address Decoders 


LSB LSB 


Address decoder for 9 (1001,) Address decoder for 5 (0101,) 


The output will be | if and The output will be 1 if and 
only if the input is 1001, only if the input is 0101, 


Q Flip-flops 
DI GI TAL . 
PRIMER > Flip-flops are frequently used to store data 


D 
Q 
Log IC Desig N . CD | Nextstate of 0 
: 0 X | Nochange 
Usl ale Gates 10 | Q=0; Reset state 
(cont’) Q’ 4 O = 1; Set state 
Digital Design, Mano 
(a) Logic diagram (b) Function table 


Ba Department of Computer Science and Information Engineering 
HANEL National Cheng Kung University, TAIWAN 


go The unit of data size 


I NSI DE THE _ | - 
COMPUTER > Bit: a binary digit that can have the value 
Oorl 
| mportant > Byte: 8 bits 
Terminology > Nibble: half of a bye, or 4 bits 


> Word: two bytes, or 16 bits 


4 The terms used to describe amounts of 
memory in |BM PCs and compatibles 
> Kilobyte (K): 21° bytes 
> Megabyte (M) : 27° bytes, over 1 million 
> Gigabyte (G) : 27° bytes, over 1 billion 
> Terabyte (T) : 2% bytes, over 1 trillion 


a CPU (Central Processing Unit) 
INSIDE THE > Execute information stored in memory 
oO I/O (Input/output) devices 


> Provide a means of communicating with 
Internal CPU 


Organization of 4 Memory 
Computers 


COMPUTER 


> RAM (Random Access Memory) — 
temporary storage of programs that 
computer is running 
= The data is lost when computer is off 
> ROM (Read Only Memory) — contains 
programs and information essential to 
operation of the computer 


=" The information cannot be changed by use, 
and is not lost when power is off 


— It is called nonvolatile memory 


HANEL 


INS! DE THE 
COMPUTER 


Internal 
Organization of 


Computers 
(cont’) 


Address bus 


Peripherals 


(monitor, 
printer, etc.) 


Data bus 


Q The CPU is connected to memory and 
|/O through strips of wire called a bus 
> Carries information from place to place 
Internal =" Address bus 


= Data bus 
#® Control bus 


INS! DE THE 
COMPUTER 


Organization of 


Computers 
(cont’) 


Address bus 


| RAM | ROM | Printer a Disk 3 Monitor a! Keyboard 


CEL 


Control bus 


o Address bus 


> For a device (memory or I/O) to be 
recognized by the CPU, it must be 
assigned an address 
Internal = The address assigned to a given device must 
Organization of be unique 


Computers = The CPU puts the address on the address bus, 
and the decoding circuitry finds the device 


o Data bus 
> The CPU either gets data from the device 
or sends data to it 
Q Control bus 


> Provides read or write signals to the 
device to indicate if the CPU Is asking for 
Information or sending it information 


INS! DE THE 
COMPUTER 


(cont’) 


HANEL 


oO The more data buses available, the 
better the CPU 


> Think of data buses as highway lanes 


INS! DE THE 
COMPUTER 


Wielts-leeiaae 4 More data buses mean a more 
Data Bus expensive CPU and computer 


> The average size of data buses in CPUs 
varies between 8 and 64 


o Data buses are bidirectional 


> To receive or send data 


Q The processing power of a computer is 
related to the size of its buses 


o The more address buses available, the 
larger the number of devices that can 
be addressed 


Veet o The number of locations with which a 
Address Bus CPU can communicate is always equal 
to 2%, where xis the address lines, 
regardless of the size of the data bus 
> ex. a CPU with 24 address lines and 16 


data lines can provide a total of 224 or 16M 
bytes of addressable memory 


> Each location can have a maximum of 1 
byte of data, since all general-purpose 
CPUs are byte adaoressable 


o The address bus ts unidirectional 


INS! DE THE 
COMPUTER 


Qo For the CPU to process information, 


INSIDE THE the data must be stored in RAM or 
COMPUTER ROM, which are referred to as primary 
memory 
SR 2 ROM provides information that is fixed 
to RAM and and permanent 
ROM > Tables or initialization program 


Q RAM stores information that is not 
permanent and can change with time 
> Various versions of OS and application 
packages 
> CPU gets information to be processed 
# first form RAM (or ROM) 


# if it is not there, then seeks it from a mass 
storage device, called secondary memory, and 
transfers the information to RAM 


oO Registers 


INSIDE THE | 

COMPUTER > The CPU USeS registers to store 
information temporarily 

Inside CPUs =" Values to be processed 


= Address of value to be fetched from memory 
> In general, the more and bigger the 
registers, the better the CPU 
= Registers can be 8-, 16-, 32-, or 64-bit 


= The disadvantage of more and bigger registers 
is the increased cost of such a CPU 


INS! DE THE 
COMPUTER 


Inside CPUs 
(cont’) 


Internal 
buses 


Program Counter 


Instruction Register 


Instruction decoder, 
timing, and control 


Register A 


Register B 


Register C 


Register D 


sng ssoIppy 


sng Jomuod 


sng ejeq 


INS! DE THE 
COMPUTER 


Inside CPUs 


(cont’) 


HANEL 


Q ALU (arithmetic/logic unit) 
> Performs arithmetic functions such as add, 


subtract, multiply, and divide, and logic 
functions such as AND, OR, and NOT 


g Program counter 


> Points to the address of the next 
instruction to be executed 


® As each instruction is executed, the program 
counter is incremented to point to the address 
of the next instruction to be executed 


g Instruction decoder 
> Interprets the instruction fetched into the 
CPU 


=" A CPU capable of understanding more 
Instructions requires more transistors to design 


INS! DE THE 
COMPUTER 


| nternal 


Working of 
Computers 


HANEL 


Ex. A CPU has registers A, B, C, and D and it has an 8-bit 
data bus and a 16-bit address bus. The CPU can access 
memory from addresses OOOO to FFFFH 

Assume that the code for the CPU to move a value to 
register A is BOH and the code for adding a value to 
register A is O4H 

The action to be performed by the CPU is to put 21H into 
register A, and then add to register A values 42H and 12H 


INS! DE THE 
COMPUTER 


Internal 
Working of 


Computers 
(cont’) 


HANEL 


Ex. (cont’) 
Action 


Code 


Move value 21H into reg. A BOH 
Add value 42H to reg. A 04H 
Add value 12H to reg. A 04H 


Mem. ador. 
1400 
1401 
1402 
1403 
1404 
1405 
1406 


Contents of memory address 

(BO) code for moving a value to register A 
(21) value to be moved 

(04) code for adding a value to register A 
(42) value to be added 

(04) code for adding a value to register A 
(12) value to be added 

(F4) code for halt 


INS! DE THE 
COMPUTER 


Internal 
Working of 


Computers 
(cont’) 


DABS 


HANEL 


Ex. (cont’) 

The actions performed by CPU are as follows: 

1. The program counter is set to the value 1400H, 
indicating the address of the first instruction code to 
be executed 


The CPU puts 1400H on address bus and sends it 
out 

. The memory circuitry finds the location 

The CPU activates the READ signal, indicating to 

memory that it wants the byte at location 1400H 


7 This causes the contents of memory location 
1400H, which is BO, to be put on the data bus and 
brought into the CPU 


Ex. (cont’) 


INS! DE THE 


COMPUTER The CPU decodes the instruction BO 


The CPU commands its controller circuitry to bring 
Internal into register A of the CPU the byte in the next 
Working of memory location 


Computers = The value 21H goes into register A 


(cont’) The program counter points to the address of the 
next instruction to be executed, which is 1402H 


7 Address 1402 is sent out on the address bus to 
fetch the next instruction 


HANEL 


Ex. (cont’) 


INS! DE THE | 
COMPUTER From memory location 1402H it fetches code 04H 


After decoding, the CPU knows that it must add to 
Internal the contents of register A the byte sitting at the 
Working of next address (1403) 
Computers After the CPU brings the value (42H), it provides 
the contents of register A along with this value to 
the ALU to perform the addition 
7 It then takes the result of the addition from the 
ALU’s output and puts it in register A 
The program counter becomes 1404, the address 
of the next instruction 


(cont’) 


HANEL 


INS! DE THE 
COMPUTER 


Internal 
Working of 


Computers 
(cont’) 


HANEL 


Ex. (cont’) 


3h 


Address 1404H is put on the address bus and the 
code is fetched into the CPU, decoded, and 
executed 

. This code is again adding a value to register A 

“ The program counter is updated to 1406H 


The contents of address 1406 are fetched in and 
executed 

This HALT instruction tells the CPU to stop 
incrementing the program counter and asking for 
the next instruction 


8051 MI CROCONTROLLERS 


The 8051 Microcontrol/er and Ernbedded 
Systems: Using Assembly and C 
Mazidi, Mazidi and McKinlay 


Chung-Ping Young 
aie 


go Microcontrollers and embedded 
processors 


OUTLINES 


Oo Overview of the 8051 family 


4 General-purpose microprocessors 


MI CRO- tai 
CONTROLLERS [aeons 
AND > No RAM 
EMBEDDED > No ROM 
Q Microcontroller has 
Microcontroller 
vs. General- > CPU (microprocessor) 
Purpose > RAM 
Microprocessor > ROM 
> I/O ports 
> Timer 


> ADC and other peripherals 


MI CRO- 
CONTROLLERS 
AND 
EMBEDDED 
PROCESSORS 


Microcontroller 


vs. General- 
Purpose 


Microprocessor 
(cont’) 


neat Data bus 


purpose 

Micro- 

Processor 1/O 
RAM ROM Pa 


Address bus 


Microcontroller 


ROM 


Serial 


COM 
Port 


a General-purpose microprocessors 


oe > Must add RAM, ROM, I/O ports, and 
CONTROLLERS timers externally to make them functional 


AND >» Make the system bulkier and much more 
EMBEDDED expensive 


PROCESSORS > Have the advantage of versatility on the 
amount of RAM, ROM, and |/O ports 


Miveigeleelaitgeli(a 4 Microcontroller 


vs. General- > The fixed amount of on-chip ROM, RAM, 
Purpose and number of |/O ports makes them ideal 
Microprocessor for many applications in which cost and 
(cont’) space are critical 


> In many applications, the space it takes, 
the power it consumes, and the price per 
unit are much more critical considerations 
than the computing power 


HANEL 


g An embedded product uses a 
microprocessor (or microcontroller) to 
do one task and one task only 

> There is only one application software that 
Is typically burned into ROM 
OQ A PC, in contrast with the embedded 
Ninneeeelene system, can be used for any number of 


eaessceccem applications 


Systems > It has RAM memory and an operating 
system that loads a variety of applications 
into RAM and lets the CPU run them 

> APC contains or is connected to various 
embedded products 


= Each one peripheral has a microcontroller inside 
it that performs only one task 


MI CRO- 
CONTROLLERS 
AND 
EMBEDDED 
PROCESSORS 


Oo Home 


MI CRO- > Appliances, intercom, telephones, security systems, 
CONTROLLERS garage door openers, answering machines, fax 
AND machines, home computers, TVs, cable TV tuner, 
VCR, camcorder, remote controls, video games, 
EMBEDDED cellular phones, musical instruments, sewing 
PROCESSORS machines, lighting control, paging, camera, pinball 


machines, toys, exercise equipment 


Nitegeyecjauceiisas O Office 


for Embedded > Telephones, computers, security systems, fax 
Systems machines, microwave, copier, laser printer, color 
(cont’) printer, paging 
a Auto 


> Trip computer, engine control, air bag, ABS, 
instrumentation, security system, transmission 
control, entertainment, climate control, cellular 
phone, keyless entry 


HANEL 


Q Many manufactures of general-purpose 


HSS s microprocessors have targeted their 
SOIR SENS. microprocessor for the high end of the 
ae embedded market 
EMBEDDED , | | 
PROCESSORS > There are times that a microcontroller is 
inadequate for the task 
x86 PC g When a company targets a general- 
Embedded purpose microprocessor for the 
Applications embedded market, it optimizes the 


processor used for embedded systems 


O Very often the terms embedded 
processor and recrocontro/er are used 
interchangeably 


Q One of the most critical needs of an 
embedded system is to decrease 
ANG power consumption and space 


=SVissppaeee 2 'n high-performance embedded 
PROCESSORS processors, the trend is to integrate 
more functions on the CPU chip and let 

x86 PC designer decide which features he/she 
Embedded wants to use 


meee o 1M many cases using x86 PCs for the 
om? high-end embedded applications 
> Saves money and shortens development 
time 
#" A vast library of software already written 


=" Windows is a widely used and well understood 
platform 


MI CRO- 
CONTROLLERS 


ag 8-bit microcontrollers 
MI CRO- | 
CONTROLLERS > Motorola’s 6811 
AND > Intel’s 8051 


EMBEDDED > Zilog’s Z8 
PROCESSORS > Microchip’s PIC 


a There are also 16-bit and 32-bit 
Microcontroller microcontrollers made by various chip 
makers 


Choosing a 


MI CRO- 
CONTROLLERS 
AND 
EMBEDDED 
PROCESSORS 


Criteria for 


Choosing a 
Microcontroller 


4 Meeting the computing needs of the 
task at hand efficiently and cost 
effectively 

> Speed 

> Packaging 

> Power consumption 

> The amount of RAM and ROM on chip 

> The number of I/O pins and the timer on 
chip 

> How easy to upgrade to higher- 


performance or lower power-consumption 
versions 


> Cost per unit 


OQ Availability of software development 
tools, such as compilers, assemblers, 
Sah te and debuggers 


=Vissppsaeee - Wide availability and reliable sources 
PROCESSORS of the microcontroller 
> The 8051 family has the largest number of 


MI CRO- 


Criteria for diversified (multiple source) suppliers 
Choosing 2 = |ntel (original) 
Microcontroller * Atmel 
(cont’) # Philips/Signetics 
»# AMD 
# Infineon (formerly Siemens) 
=" Matra 


= Dallas Semiconductor/Maxim 


a Intel introduced 8051, referred as MCS- 
OVERVIEW OF 51, in 1981 


8051 FAMILY > The 8051 is an 8-bit processor 
=" The CPU can work on only 8 bits of data ata 


Microcontroller >» The 8051 had 

=» 128 bytes of RAM 

=" AK bytes of on-chip ROM 

=" Two timers 

=" One serial port 

"= Four I/O ports, each 8 bits wide 
= 6 interrupt sources 


Oo The 8051 became widely popular after 
allowing other manufactures to make 
and market any flavor of the 8051, but 
remaining code-compatible 


External 
Interrupts 


OVERVIEW OF | | 
8051 FAMILY 


On-chip 
Interrupt pay ROM 
Control 


= 
= 
oO 
= 
S 


8051 for code 


Microcontroller 
(cont’) 


Serial 
Port 


Bus 
Control 


I T PO P1P2 P3 TXD RXD 


LY 
Address/Data 


sjnduy Jayunod 


OVERVIEW OF 


> Add external ROM to it 


uo The 8051 is a subset of the 8052 
SOsea\Vinal 2 | he 8031 is a ROM-less 8051 


8051 Family > You lose two ports, and leave only 2 ports 


for |/O operations 


| nterrupt sources 


Feature 8051 8052 8031 
eh tn eal = oo = 
RAM (bytes) 128 256 128 
Timers 2 3 2 
I/O pins 32 32 32 
Serial port 1 1 1 


QO 8751 microcontroller 


OVERVIEW OF 


8051 FAMILY » UV-EPROM 
= PROM burner 
Various 3051 =» UV-EPROM eraser takes 20 min to erase 


Mifelxeleclaiueeiioey O ATS89C51 from Atme/ Corporation 
> Flash (erase before write) 
= ROM burner that supports flash 
= A separate eraser is not needed 
o DS89C4x0 from Dallas Sernconductor, 
now part of Maxim Corp. 
> Flash 


= Comes with on-chip loader, loading program to 
on-chip flash via PC COM port 


QO DS5000 from Dallas Semconductor 


> NV-RAM (changed one byte at a time), 
RTC (real-time clock) 
= Also comes with on-chip loader 


OVERVIEW OF 


8051 FAMILY 


Various 8051 
MV ifelxeleclaiuge)iisey QO OTP (One-time-programmable) version 


(cont’ of 8051 


Q 8051 family from Phi/ios 


> ADC, DAC, extended I/O, and both OTP 
and flash 


8051 ASSEMBLY 
LANGUAGE 
PROGRAMMING 


The 8051 Microcontrol/er and Ernbedded 
Systems: Using Assembly and C 
Mazidi, Mazidi and McKinlay 


Chung-Ping Young 
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o Register are used to store information 


= Ae temporarily, while the information 
could be 
Registers > a byte of data to be processed, or 
> an address pointing to the data to be 
fetched 


o The vast majority of 8051 register are 
8-bit registers 
> There is only one data type, 8 bits 


Qo The 8 bits of a register are shown from 
MSB D7 to the LSB DO 


> With an 8-bit data type, any data larger 
Registers than 8 bits must be broken into 8-bit 
(cont’) chunks before it is processed 


most least 
significant bit significant bit 


INS! DE THE 
8051 


ole [e[elel@la| oe 


8 bit Registers 


o The most widely used registers 
INSIDE THE 
8051 > A (Accumulator) 


=" For all arithmetic and logic instructions 
Registers > B, RO, R1, R2, R3, R4, R5, R6, R7 
(cont’) > DPTR (data pointer), and PC (program 


counter) 


DPH 


PC PC (Program counter) 


INS! DE THE 
8051 


MOV 
Instruction 


HANEL 


MOV destination, source ;copy source to dest. 


> The instruction tells the CPU to move (in reality, 
COPY) the source operand to the destination 


“#° signifies that it is a value 


operand 


; load 
, COPY 
; (now 
, COPY 
; (now 
, COPY 
; (now 
; load 
; (now 
, COPY 


value 55H into reg. 
contents of A into 
A=R0=55H) 

contents of A into 
A=RO=R1=55H) 

contents of A into 
A=RO=R1=R2=55H) 

value 95H into R3 
R3=95H) 

Gontents of RS into A 


snow A=R3=95H 


INSIDE THE 
8051 


MOV 


Instruction 
(cont’) 


a Notes on programming 


> Value (proceeded with #) can be loaded 
directly to registers A, B, or RO - R/ 

"MOV A, #23H 

VO \VA Cope s0hmolseee = If it’s not preceded with #, 


it means to load from a 
memory location 


Add a 0 to indicate that 


F is a hex number and 
not a letter 


> If values O to F moved into an 8-bit 
register, the rest of the bits are assumed 
all zeros 
=» ‘MOV A, #5”, the result will be A=O5; ie, A 
= 00000101 in binary 
> Moving a value that is too large into a 
register will cause an error 
= MOV A, #7F2H ; ILLEGAL: 7F2H>8 bits (FFH) 


ADD A, source ;ADD the source operand 
INSIDE THE ;to the accumulator 


8051 > The ADD instruction tells the CPU to add the source 
byte to register A and put the result in register A 


yAND)D) > Source operand can be either a register or 
Instruction immediate data, but the destination must always 
be register A 
=» “ADD R4, A” and“ADD R2, #12H” are invalid 
since A must be the destination of any arithmetic 
operation 


MOV A, #25H ;load 25H into A 
MOV R2, #34H load 34H into-R2 
ADD A, R2 ;add R2 to Accumulator 


There are always ; Pett RZ) 
many ways to write 
the same program, MOV A, #25H ;load one operand 
depending on the pinto: A (A=258) 

registers used ADD A, #34H ;add the second 
;operand 34H to A 


HANEL 


a Inthe early days of the computer, 
programmers coded in machine language, 
consisting of Os and 1s 

> Tedious, slow and prone to error 


8051 
ASSEMBLY 
PROGRAMMING 


ao Assembly languages, which provided 
mnemonics for the machine code instructions, 
plus other features, were developed 


> An Assembly language program consist of a series 
of lines of Assembly language instructions 


Structure of 
Assembly 
Language 


a Assembly language Is referred to as a /ov- 
level language 


> It deals directly with the internal structure of the 
CPU 


o Assembly language instruction includes 


8051 > a mnemonic (abbreviation easy to remember) 
ASSEMBLY = the commands to the CPU, telling it what those 
PROGRAMMING to do with those items 
> optionally followed by one or two operands 
Structure of = the data items being manipulated 


Assembly 
Language 


og Agiven Assembly language program is 
a series of statements, or lines 


> Assembly language instructions 
= Tell the CPU what to do 


> Directives (or pseudo-instructions) 
= Give directions to the assembler 


8051 a An Assembly language instruction 


ASSEMBLY consists of four fields: 
~eEVNMEe] [(label:] Mnemonic [operands] [; comment] 


,Start (origin) at Jocation 
Structure of 
Assembly MOV RT, 


Language MOV \A, #0 
ADD/ A, 


eload 25h aro. RS 


7TOGES ' Directives do not 


Mnemonics ADD A, 
produce 
opcodes 


b contents of R/ to A 
ow A = A+ Ri 
add to A value 12H 

; A + 12H 


ADD A, 


Comments may be at the end of a 
The label field allows line or on a line by themselves 
the program to refer to a | The assembler ignores comments 


line of code by name 


ve HANEL 


a The step of Assembly language 
ASSEMBLING 
AND RUNNING program are outlines as follows: 


AN 8051 1) First we use an editor to type a program, 

PROGRAM many excellent editors or word 

processors are available that can be used 

to create and/or edit the program 

=» Notice that the editor must be able to produce 
an ASCII file 


= For many assemblers, the file names follow 
the usual DOS conventions, but the source file 
has the extension “asm* or “src’, depending 
on which assembly you are using 


2) 
ASSEMBLI NG 
AND RUNNING 
AN 8051 
PROGRAM 
(cont’) 
3) 


HANEL 


The “asm source file containing the 

program code created in step 1 is fed to 

an 8051 assembler 

=» The assembler converts the instructions into 
machine code 

=» The assembler will produce an object file and 
a list file 

=» The extension for the object file is “obj” while 
the extension for the list file is “Ist” 

Assembler require a third step called 

linking 

=» The linker program takes one or more object 


code files and produce an absolute object file 
with the extension “abs” 


= This abs file is used by 8051 trainers that 
have a monitor program 


ASSEMBLING 
AND RUNNING 
AN 8051 
PROGRAM 


(cont’) 


4) Next the “abs” file is fed into a program 
called “OH” (object to hex converter) 
which creates a file with extension “hex” 
that is ready to burn into ROM 
# This program comes with all 8051 assemblers 


# Recent Windows-based assemblers combine 
step 2 through 4 into one step 


Department of Computer Science and Information Engineering 
National Cheng Kung University, TAIWAN 


ASSEMBLING 
AND RUNNING 
AN 8051 
PROGRAM 


Steps to Create 
a Program 


EDITOR 


PROGRAM 


myfile.asm 


ASSEMBLER 
PROGRAM 


myfile.Ist 


myfile.obj Other obj files 


LINKER 
PROGRAM 


myfile.abs 


OH 


PROGRAM 


myfile.hex 


ASSEMBLING 
AND RUNNING 


AN 8051 


PROGRAM 


Ist File 


HANEL 


Q The Ist (list) file, which is optional, is 
very useful to the programmer 


> It lists all the opcodes and addresses as 
well as errors that the assembler detected 


> The programmer uses the Ist file to find 
the syntax errors or debug 


ORG OH fstart (origin) at. 0 
1D25 MOV R5,#25H ;load 25H into RD 
7TE34 MOV R7,#34H ;load 34H into R7 
7400 MOV_A, #0 ;load 0 into A 


210 ADD A,RQ ;add contents of R5 to A 


snow A = A + RD 


2 ADD A,R/7 ;add contents of R7/ to A 
= A + R/7 


;now = 


;now = A + 12H 
SOEF HERE: SJMP HERS; Stay in this loop 
END ;end of asm source file 


241 CADD_ANG12H) ;add to A value 12H 


address 


PROGRAM 
COUNTER AND 
ROM SPACE 


Program 
Counter 


ao The program counter points to the 
address of the next instruction to be 
executed 


> As the CPU fetches the opcode from the 
program ROM, the program counter is 
increasing to point to the next instruction 


4 The program counter is 16 bits wide 


> This means that it can access program 
addresses OOOO to FFFFH, a total of 64K 
bytes of code 


QO All 8051 members start at memory 


PROGRAM ; 
COUNTER AND address OOOO when they're powered 
ROM SPACE Up 
> Program Counter has the value of OOOO 
Power up > The first opcode is burned into ROM 


address OOOOH, since this is where the 
8051 looks for the first instruction when it 
IS booted 

> We achieve this by the ORG statement in 
the source program 


PROGRAM 
COUNTER AND 
ROM SPACE 


Placing Code in 
ROM 


Oo Examine the list file and how the code 
IS placed in ROM 


Oo. © ©. eC) 


ROM Address 
0000 
0002 
0004 
0006 
0007 
0008 
OO0A 


HERE? 
END 


PStart: (Origin) ac 0 
, Load 25H into: R5 
,load 34H aneo Ry 
;load 0 into A 


sada 
;now 
Pada 
;now 


A,#12H ;add 


;now 


contents of R5 to A 
A= A+ R5 
contents of R7 to A 
A= A+ R/7/ 
to A value 12H 

= A + 12H 


SJMP HERE Stay in this Loop 


;end 


Machine Language 
7D25 

7F34 

7400 

2D 

2F 

2412 

SOEF 


of asm source file 


Assembly Language 
MOV R5, #25H 

MOV R7, #34H 
MOV A, #0 

ADD A, R5 

ADD A, R7 

ADD A, #12H 

HERE: SJ MP HERE 


og After the program is burned into ROM, 

AneReey th de and d are placed i 
COUNTER AND e opcode an operan are placed in 
ROM SPACE ROM memory location starting at OOOO 


Placing Code in 


0000 7D 
ROM 0001 25 
on 0002 7F 
0003 34 
0004 74 
0005 00 
0006 2D 
0007 2F 
0008 24 
0009 a2 
OO0A 80 


OO0OB FE 


PROGRAM 
COUNTER AND 
ROM SPACE 


Executing 
Program 


Qo A step-by-step description of the 
action of the 8051 upon applying 
power on it 


i 


When 8051 is powered up, the PC has 
OOOO and starts to fetch the first opcode 
from location OOOO of program ROM 


=» Upon executing the opcode 7D, the CPU 
fetches the value 25 and places it in R5 


# Now one instruction is finished, and then the 
PC is incremented to point to 0002, containing 
opcode 7F 

Upon executing the opcode 7F, the value 

34H is moved into R7 

=» The PC is incremented to 0004 


(cont’) 


PROGRAM 
COUNTER AND 3. The instruction at location 0004 is 
ROM SPACE executed and now PC = 0006 
4. After the execution of the 1-byte 
Executing instruction at location 0006, PC = 0007 
Program 5. Upon execution of this 1-byte instruction 
(cont’) at 0007, PC is incremented to 0008 


= This process goes on until all the instructions 
are fetched and executed 


=» The fact that program counter points at the 
next instruction to be executed explains some 
microprocessors call it the /nstruction pointer 


HANEL 


PROGRAM 
COUNTER AND 
ROM SPACE 


ROM Memory 
Map in 8051 
Family 


QO No member of 8051 family can access 
more than 64K bytes of opcode 
> The program counter is a 16-bit register 


Byte 


8751 
AT89C51 


Byte Byte 


0000 0000 


3FFF 


DS89C420/30 


7FFF 


DS5000-32 


Q 8051 microcontroller has only one data 
8051 DATA . 
TYPES AND type - 8 bits 
DIRECTIVES > The size of each register is also 8 bits 


> It is the job of the programmer to break 
Data Type down data larger than 8 bits (OO to FFH, 
or O to 255 in decimal) 


> The data types can be positive or negative 


o The DB directive is the most widely 
8051 DATA Acai died ath malar 
TYPES AND used data directive in the assemble 


DIRECTIVES > It is used to define the 8-bit data 
> When DB Is used to define data, the 


Assembler Numbers can be in decimal. binary, hex, 
e bD aiter decima 


Directives ASCI| formats number is optional, but using 
“B” (binary) and “H” 
(hexadecimal) for the others is 


ORG  500H oie 
DATA1: DB 8 ;DECIMAL (1C in Hex) 
DATA2: DB VOLLOLOLS ;BINARY (35 in Hex) 
DATA3 > DB 39H Hg oll ip, 6 


ORG 510H Place ASCII in quotation marks 
DATA4: DB es 5S aillas The Assembler will assign ASCH 
ORG 518H code for the numbers or characters 


DATA6: DB “My name is Joe” 
,;ASCII CHARACTERS 


The Assembler will 
convert the numbers 
into hex 


Define ASCII strings larger 
than two characters 


8051 DATA 
TYPES AND 
DIRECTIVES 


Assembler 


Directives 
(cont’) 


HANEL 


QO ORG (origin) 
> The ORG directive is used to indicate the 
beginning of the address 
> The number that comes after ORG can be 
either in hex and decimal 


= If the number is not followed by H, it is decimal 
and the assembler will convert it to hex 


oO END 


> This indicates to the assembler the end of 
the source (asm) file 

> The END directive is the last line of an 
8051 program 


=» Mean that in the code anything after the END 
directive is ignored by the assembler 


8051 DATA 
TYPES AND 
DIRECTIVES 


Assembler 


directives 
(cont’) 


O EQU (equate) 
> This is used to define a constant without 
occupying a memory location 
> The EQU directive does not set aside 
storage for a data item but associates a 
constant value with a data label 


=" When the label appears in the program, its 
constant value will be substituted for the label 


QO EQU (equate) (cont’) 
8051 DATA . . 
TYPES AND > Assume that there is a constant used in 


DIRECTIVES many different places in the program, and 
the programmer wants to change its value 
throughout 


= By the use of EQU, one can change it once and 
the assembler will change all of its occurrences 


Use EQU for the 
counter constant 


MOV R3, #COUNT 


Assembler 


directives 
(cont’) 


COUNT “HOU..25 


The constant is used to 
load the R3 register 


Q The program status word (PSW) 
FLAG BITS AND ct | f dt the ff 
PSV REGISTER regis er, also re erre 0 as the flag 

register, is an 8 bit register 
> Only 6 bits are used 


Program Status 
Word 


= These four are CY (carry), AC (auxiliary Carry), 
(parity, and OV (overflow 
— They are called conditional flags, meaning 
that they indicate some conditions that 
resulted after an instruction was executed 
= The PSW3 and PSW4 are designed as RSO and 
RS1, and are used to change the bank 


> The two unused bits are user-definable 


x | ag | Fo | Rsi| RSO| ov) — | P_ 
AC PSW.6 Auxiliary carry flag. 


-- PSW.5 Available to the user for general purpose 


Program Status RS1 PSW.4 _ Register Bank selector bit 1. 
Word (cont’) RSO PSW.3 


FLAG BITS AND 
PSW REGISTER 


Register Bank selector bit 0. 
go VW Fete —_Overllow ag. wm Reflect the number of Is 
PSW.1 User definable bit. Bititutsmwn 


PSW.0 Parity flag. Set/cleared by hardware each 
instruction cycle to indicate an odd/even 
number of | bits in the accumulator. 


The result of 


signed number 
operation is too 
large, causing 
the high-order 


bit to overflow RS1 RSO~ RegisterBank Address 
into the sign bit — 
O O O OOH — 07H 
0 1 1 O8H — OFH 
1 0 2 10H — 17H 
i 1 3 18H — 1FH 


Instructions that affect flag bits 


OV AC 
x x 
x 
x 


FLAG BITS AND 
Instruction 
PSW REGISTER ADD 


ADDC 


ADD SUBB 


. MUL 
Instruction And i) 


PSW DA 

RPC 

PLC 

SETB C 
CLRC 

CPL C 

ANL C, bit 
ANL C, /bit 
ORL C, bit 
ORL C, /bit 
MOV C, bit 
C)NE 


Qa 
~< 


x |x| x | xX 


<x| KI xKIxKXIKITxKIxXx/O;/RPIxK|xXIx|/O!1OIlx|x|x 
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FLAG BITS AND 
PSW REGISTER 


yAND)D) 
Instruction And 
PSW 


(cont’) 


Qo The flag bits affected by the ADD 


instruction are CY, P, AC, and OV 


Example 2-2 


Show the status of the CY, AC and P flag after the addition of 38H 
and 2FH in the following instructions. 


MOV A, #38H 
ADD A, #2FH ;after the addition A=67H, CY=0 
Solution: 
38 00111000 
+2F OO101111 
67 01100111 
CY =0 since there is no carry beyond the D7 bit 


AC = I since there is a carry from the D3 to the D4 bi 


P = 1 since the accumulator has an odd number of Is (it has five 1s) 


FLAG BITS AND 
PSW REGISTER 


yAND)D) 
Instruction And 
PSW 


(cont’) 


Example 2-3 


Show the status of the CY, AC and P flag after the addition of 9CH 
and 64H in the following instructions. 


MOV. Ay 49CH 
ADD A, #64H ;after the addition A=00H, CY=1 
Solution: 
9C 10011100 
+ 64 01100100 
100 00000000 
CY = 1 since there is a carry beyond the D7 bit 
AC = I since there is a carry from the D3 to the D4 bi 


P = 0 since the accumulator has an even number of Is (it has zero Is) 


Example 2-4 
FLAG BITS AND 
how the status of the CY, A P flag after th iti f 88H 
PSW REGISTER Show e status 0 eC F C and ag after the addition of 88 
and 93H in the following instructions. 


MOV A, #88H 
ADD 


Instruction And 


PSW Solution: 
(cont’) 88 10001000 


+ 93 10010011 
11B 00011011 


ADD A, #93H ;after the addition A=1BH, CY=1 


CY = 1 since there is a carry beyond the D7 bit 
AC = 0 since there is no carry from the D3 to the D4 bi 


P = 0 since the accumulator has an even number of Is (it has four Is) 


REGISTER 
BANKS AND 
STACK 


RAM Memory 
Space 
Allocation 


There are 128 bytes of RAM in the 
8051 
> Assigned addresses OO to 7FH 


The 128 bytes are divided into three 

different groups as follows: 

1) A total of 32 bytes from locations OO to 
1F hex are set aside for register banks 
and the stack 

2) Atotal of 16 bytes from locations 20H to 
2FH are set aside for bit-addressable 
read/write memory 

3) A total of 80 bytes from locations 30H to 
7FH are used for read and write storage, 
called scratch pad! 


8051 
REGISTER 
BANKS AND 
STACK 


RAM Memory 
Space 


Allocation 
(cont’) 


RAM Allocation in 8051 


7F 


30 
2F 


00 


Scratch pad RAM 


Bit-Addressable RAM 


Register Bank 3 


Register Bank 2 


Register Bank 1 (stack) 


Register Bank 0 


o These 32 bytes are divided into 4 


8051 ; 
REGISTER banks of registers in which each bank 
BANKS AND has 8 registers, RO-R7 
STACK > RAM location from O to 7 are set aside for 
bank O of RO-R7 where RO is RAM location 
Register Banks O, R1 is RAM location 1, R2 is RAM 


location 2, and so on, until memory 
location 7 which belongs to R7 of bank O 


> It is much easier to refer to these RAM 
locations with names such as RO, R1, and 
so on, than by their memory locations 
4g Register bank O is the default when 
8051 is powered up 


8051 Register banks and their RAM address 


REGISTER 


ee] 
S 
=} 
~ 
—) 


BANKS AND 
STACK 


n 
NI 


~ 
oT) 


Register Banks 
(cont’) 


en no) ee nS | i | 


y<) 
jan 
oo FP BPA SF Ss = 


Og We can switch to other banks by use 


8051 
REGISTER of the PSW register 
BANKS AND > Bits D4 and D3 of the PSW are used to 
STACK select the desired register bank 
> Use the bit-addressable instructions SETB 
Register Banks and CLR to access PSW.4 and PSW.3 


(cont’) 


PSW bank selection 


RS1(PSW.4) RSO(PSW.3) 


Bank O O O 
Bank 1 O 1 
Bank 2 1 O 
Bank 3 1 1 


8051 Example 2-5 


MOV RO, ;load RO with 
REGISTER MOV RI, ;load Rl with 
BANKS AND 
STACK 
Example 2-6 


Register Banks MOV 00, ;RAM location 
(cont’) MOV O1, ;RAM location 


Example 2-7 


SETB PSW.4 ,;select bank 2 
MOV RO, #99H ;RAM location 10H has 
MOV Rl, #85H ;RAM location 11H has 
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8051 
REGISTER 
BANKS AND 
STACK 


Stack 


uo The stack is a section of RAM used by 
the CPU to store information 
temporarily 
> This information could be data or an 
address 
o The register used to access the stack 
is called the SP (stack pointer) register 
> The stack pointer in the 8051 is only 8 bit 


wide, which means that It can take value 
of OO to FFH 


> When the 8051 is powered up, the SP 
register contains value 07 


= RAM location 08 is the first location begin used 
for the stack by the 8051 


8051 
REGISTER 
BANKS AND 
STACK 


Stack 


(cont’) 


a The storing of a CPU register in the 
Stack is called a PUSH 
> SP is pointing to the last used location of 
the stack 
> As we push data onto the stack, the SP is 
incremented by one 


= This is different from many microprocessors 


0 Loading the contents of the stack back 
into a CPU register is called a POP 


> With every pop, the top byte of the stack 
iS copied to the register specified by the 
instruction and the stack pointer is 
decremented once 


8051 Example 2-8 


Show the stack and stack pointer from the following. Assume the 
REGISTER ’ . 


default stack area. 
BANKS AND MOV R6, #25H 
STACK MOV R1, #12H 


MOV R4, #0F3H 
PUSH: © 
Pushing onto PUSH 1 


Stack PUSH 4 


Solution: 
After PUSH 6 After PUSH 1 After PUSH 4 
6) 5) OB OB 
eyAN OA OA 
09 09 09 
08 08 Ms 08 
Start SP = O07 SP =08 


HANEL 


Example 2-9 
8051 


Examining the stack, show the contents of the register and SP after 
REGISTER execution of the following instructions. All value are in hex. 
BANKS AND POP S ; POP stack anbo RS 
STACK POP 5 ; POP stack into R5 


POP Z * POP stack into R2 


Popping From 
Stack 


Solution: 


After POP 3 After POP 5 After POP 2 
6) 5) OB 
OA OA 
09 09 
08 
Start SP =OB SP=OA 


Because locations 20-2FH of RAM are reserved 
for bit-addressable memory, so we can change the 


SP to other RAM location by using the instruction 
“MOV SP, #XX” 


HANEL 


8051 
REGISTER 
BANKS AND 
STACK 


CALL 
Instruction And 


Stack 


4 The CPU also uses the stack to save 
the address of the instruction just 
below the CALL Instruction 

> This is how the CPU knows where to 


resume when it returns from the called 
subroutine 


8051 
REGISTER 
BANKS AND 
STACK 


| ncrementing 
Stack Pointer 


g The reason of incrementing SP after 
push is 
> Make sure that the stack is growing 
toward RAM location 7FH, from lower to 
upper addresses 


> Ensure that the stack will not reach the 
bottom of RAM and consequently run out 
of stack space 


> If the stack pointer were decremented 
after push 


=" We would be using RAM locations 7, 6, 5, etc. 
which belong to R7 to RO of bank O, the default 
register bank 


Q When 8051 Is powered up, register 
ate bank 1 and the stack ing th 
REGISTER an an e stack are using the 

BANKS AND same memory space 


STACK > We can reallocate another section of RAM 
to the stack 


Stack and Bank 
1 Conflict 


Example 2-10 
8051 Examining the stack, show the contents of the register and SP after 
REGISTER execution of the following instructions. All value are in hex. 
BANKS AND MOV SP, #5FH  ;make RAM location 60H 
STACK plirst: stack location 


MOV R2, #25H 
MOV R1, #12H 


MOV R4, #0F3H 
Stack And Bank a 


1 Conflict PUSH 1 
(cont’) PUSH 4 


Solution: 
After PUSH 2. After PUSH 1 After PUSH 4 
63 63 63 
62 62 62 
61 61 61 
60 60 fs) 60 
Start SP = 5F SP =60 
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J) UMP, LOOP AND CALL 
INSTRUCTIONS 


The 8051 Microcontrol/er and Ernbedded 
Systems: Using Assembly and C 
Mazidi, Mazidi and McKinlay 


Chung-Ping Young 
aie 


o Repeating a sequence of instructions a 
certain number of times is called a 
loop 


> Loop action is performed by 
DJNZ reg, Label 


= The register is decremented 


= If it is not zero, it jumps to the target address 
referred to by the label 


#\Prior to the start of loop the register is loaded 
ith the counter for the number of repetitions 


=" Cgunter can be RO— R7 or RAM location 
;This program adds value 3 to the ACC ten times 
;A=0, clear ACC 
;load counter R2=10 
ADD A,#03 ;add 03 to ACC 


LOOP AND 
J UMP 
INSTRUCTIONS 


Looping 


A loop can be repeated a 
maximum of 255 times, if 
R2 is FFH 


DJNZ R2,AGAIN ;repeat until R2=0,10 times 
MOV R5,A ;save A in RD5 


o If we want to repeat an action more 
LOOP AND : a 
J UMP times than 256, we use a loop inside a 
Wess-\Wlemte loop, which is called nested /oop 


> We use multiple registers to hold the 
Nested Loop count 


Write a program to (a) load the accumulator with the value 55H, and 
(b) complement the ACC 700 times 


MOV A,#55H ,; A=55H 

MOV R3,#10 7>R3=L0, outer Loop count 
MOV R2,#70 sR2=70,; inner loop count 
CPL A ,;complement A register 


DJNZ R2,AGAIN ;repeat it 70 times 
DJNZ R3,NEXT 


OQ Jump only tf a certain condition is met 


LOOP AND JZ label ;jump if A=0 


J UMP 


; A=RO 
INSTRUCTIONS 


;jump if A 
;A=R1 
_ jump 16 A 
Conditional 

J umps Can be used only for register A, 
not any other register 


Determine if R5 contains the value 0. If so, put 55H in it. 


MOV A,R5 pCOpy RS To A 
JNZ NEXT ;jump if A is not zero 
MOV R5,#55H 

NEXT: 


LOOP AND 
J UMP 
INSTRUCTIONS 


Conditional 
J umps 
(cont’) 


HANEL 


LJ (cont’) 
JNC label 


> If CY = 


;jump if no carry, CY=0 
O, the CPU starts to fetch and execute 


instruction from the address of the label 


> If CY =1, it will not jump but will execute the next 


instruction below J NC 


Find the sum of the values 79H, FSH, E2H. Put the sum in registers 
RO (low byte) and R5 (high byte). 


MOV 
MOV 
ADD 
JNC 
TING 
ADD 
JNC 
INC 
ADD 
JNC 
ING 
MOV 


A, #07 A=0 


R5;A ‘clear R5 

A,#79H  ;A=0+79H=79H 

N 1 ,;if CY=0, add next number 
R5 ,;1f CY=1, increment Rd 
A,#0F5H ;A=79+F5=6E and CY=1 

N 2 pjume af. CY=0 

R5 “af (CY=1,anerement: RS {R5=1) 
A, #0E2H ;A=6E+E2=50 and CY=1 

OVER FJD ar CY=0 

RS rit CY=l, anerement: ‘5 
RO,A ;now RO=50H, and R5=02 


LOOP AND 
J UMP 
INSTRUCTIONS 


Conditional 
J umps 
(cont’) 


8051 conditional jump instructions 


Instructions Actions 

JZ Jump if A = 0 

JNZ Jump if A # 0 

DJNZ Decrement and Jump if A + 0 
CJNE A,byte Jump if A + byte 

CJNE reg,#data Jump if byte # #data 

JC Jump if CY = 1 

JNC Jump if CY = 0 

JB Jump if bit = 1 

JNB Jump if bit = O 

JBC Jump if bit = 1 and clear bit 


Q All conditional jumps are short jumps 


> The address of the target must within 
-128 to +127 bytes of the contents of PC 


a The unconditional jump is a jump in 
which control is transferred 
unconditionally to the target location 


LgMP (long jump) 


Unconditional > 3-byte instruction 
J umps = First byte is the opcode 


=" Second and third bytes represent the 16-bit 
target address 


— Any memory location from OOOO to FFFFH 
sump (short jump) 


> 2-byte instruction 
= First byte is the opcode 
=" Second byte is the relative target address 


— OO to FFH (forward +127 and backward 
-128 bytes from the current PC) 


LOOP AND 
J UMP 
INSTRUCTIONS 


4 To calculate the target address of a 
LOOP AND 
JUMP Short jump (some, JNC, JZ, DJINZ, etc.) 


INSTRUCTIONS > The second byte is added to the PC of the 
instruction immediately below the jump 


e-letll\sialeay 4 If the target address is more than -128 
Short J ump 


Address 


to +127 bytes from the address below 
the short jump instruction 


> The assembler will generate an error 
Stating the jump is out of range 


Mnemonic Operand 
LOOP AND ae aio 


J UMP MOV RO, #0 


INSTRUCTIONS _ ees 


INC RO 
Calculating : INC A 


INC A 
Short J ump ADD A,#77H 


Address a oe 
(cont’) CLR A 

MOV RO,A 
MOV RI1,A 
MOV R2,A 
MOV R3,A 
ADD A,R3 
JNC AGAIN 
SJMP HERE 
END 


ve HANEL 


a Call instruction is used to call subroutine 
> Subroutines are often used to perform tasks 
that need to be performed frequently 
> This makes a program more structured in 
addition to saving memory space 
LCALL (long Call) 


> 3-byte instruction 
= First byte is the opcode 


=" Second and third bytes are used for address of 
target subroutine 


— Subroutine is located anywhere within 64K 
byte address space 


acau.L (absolute call) 


> 2-byte instruction 
= 11 bits are used for address within 2K-byte range 


CALL 
INSTRUCTIONS 


oO When a subroutine ts called, control is 


CALL 
INSTRUCTIONS transferred to that subroutine, the 
Drocessor 
LCALL >» Saves on the stack the the address of the 


Instruction immediately below the LCALL 
> Begins to fetch instructions form the new 
location 
ag After finishing execution of the 
Subroutine 
> The instruction RET transfers control back 
to the caller 


=" Every subroutine needs RET as the last 
Instruction 


CALL 
INSTRUCTIONS 


LCALL 


(cont’) 


The counter R5 is set to 
FFH; so loop is repeated 
255 times. 


CaS) a 
ORG 300H 
MOV 
DJINZ 


RE'T 


END N.{__ 


The amount of time delay depends 
on the frequency of the 8051 


R5,#0FFH 
R5,AGAIN 


A with 55H 

Son to: perce 
delay 

A with AA (in hex) 
AAH to port 1 


doing this indefinitely 
Upon executing “LCALL DELAY”, 


the address of instruction below it, 
“MOV A, #0AAH” is pushed onto 


stack, and the 8051 starts to execute 
at 300H. 
delay subroutine 
;put DELAY at address 300H 
*R5=255 (FF in hex), counter 
;stay here until R5 become 0 
;return to caller (when R5 =0) 


When R5 becomes 0, control falls to the 
RET which pops the address from the stack 
into the PC and resumes executing the 
instructions after the CALL. 


ORG 0 
7455 BACK: MOV A,#55H ;load A with 55H 
CALL F590 MOV P1,A ;send 55H to pl 


120300 LCALL DELAY ;time dela 
CTION y 
INSTRUCTIONS ©007 74AA MOV A,#0AAH ;load A with AAH 
F590 MOV P1,A ;send AAH to pl 
CALL L20200 LCALL DELAY | | 
SOFO SJMP BACK ;keep doing this 


Instruction and 
Stack Dee cee A Tee oa OU ee 


ORG 300H 


DELAY : 


7TDEF MOV R5,#0OFFH ;R5=255 

DDFE AGAIN: DJNZ R5,AGAIN ;stay here 

22 RET ;return to caller 
END ;end of asm file 


Low byte goes first 
and high byte is last 


0000 0 

0000 7455 : M A,#55H ;load 
00027 F590 (| P1,A ;send 

CALL 0004 7c99 ( R4,#99H 
0006 7D67 R5,#67H 

INSTRUCTIONS 0008 120300 LCALL DELAY ;time delay 

OOOB 74AA MOV A,#0OAAH ;load A with AA 
0OUD FS90 MOV P1,A ;send AAH to pl 


Use PUSH/POP OOOF 120300 LCALL DELAY 
, 10 0012 80EC SJMP BACK  ;keepi doi 
in Subroutine i aa 


0300 C004 DELAY: 
0302. CO0S 


Normally, the R4, #0FFH; R4=FFH 

number of PUSH 0306 7DFF NEX®, R5, #O0FFH; R5=FFH 

and POP 0308 DDFE AGAIN R5,AGAIN 

O30A DCFA R4,NEXT 

O30C. DOVS ;POP into R5 
;POP into R4 


instructions must 
always match in any 
called subroutine 


O31) After first LCALL 


;MAIN program calling subroutines 


ORG 0 
CALL LCALL It is common to have one 


INSTRUCTIONS LCALL main program and many 


LCALL subroutines that are called 
from the main program 


Calling 
Subroutines 


This allows you to make 
each subroutine into a 
subroutinel  [Rxgoeretromeneeute 


- Each module can be 

tested separately and then 

brought together with 
subroutine2 main program 

- Ina large program, the 

module can be assigned to 

different programmers 


subroutine3 
send of the asm file 


o The only difference between ACALL 
and LCALL is 
> The target address for LCALL can be 
ACALL anywhere within the 64K byte address 
> The target address of ACALL must be 
within a 2K-byte range 
o The use of ACALL instead of LCALL 
can save a number of bytes of 
program ROM space 


CALL 
INSTRUCTIONS 


CALL A, #55H ;load A with 55H 
P1,A send 55H. to port 1 
INSTRUCTIONS DELAY ;time delay 
A, #OAAH ;load A with AA (in hex) 
P1,A ;send AAH to port 1 


ACALL DELAY 


(cont’) BACK ;keep doing this indefinitely 


send of asm file 


A, #55H ,;load A with 55H 
P1,A ;send 55H to port 1 
ACALL DELAY ;time delay 
CPi A ;complement reg A 
SJMP BACK ;keep doing this indefinitely 


END send of asm file 


g CPU executing an instruction takes a 


TIME DELAY . 
certain number of clock cycles 


FOR VARIOUS 
8051 CHIPS >» These are referred as to as machine cycles 


Q The length of machine cycle depends 
on the frequency of the crystal 
oscillator connected to 8051 


QO In original 8051, one machine cycle 
lasts 12 oscillator periods 


Find the period of the machine cycle for 11.0592 MHz crystal 
frequency 


Solution: 
11,0592/712 = 921.6 kHz: 


machine cycle is 1/921.6 kHz = 1.085yus 


For 8051 system of 11.0592 MHz, find how long it takes to execute 
TIME DELAY each instruction. 
(a) MOV R3,#55 (b) DEC R3 (c) DJNZ R2 target 
FOR VARIOUS (d) LUMP (e) SJMP (f£) NOP (g) MUL AB 
8051 CHIPS 
(cont’) Solution: 
Machine cycles Time to execute 
1x1.085Us 
Lee Ss 
241.085 us 
241.085 05 
241085 US 
il silemn O sey ies 
Ax 1086S 2s 


HANEL 


TIME DELAY 
FOR VARIOUS 
8051 CHIPS 


Delay 
Calculation 


HANEL 


Find the size of the delay in following program, if the crystal 


frequency is 11.0592MHz. 


MOV A,#55H 

MOV P1,A 

ACALL DELAY 

CPL A 

SJMP AGAIN 
;---time delay 
DELAY: MOV R3,#200 
HERE : DJNZ R3, HERE 

RET 


Solution: 


DELAY: MOV R3,#200 
HERE: DJNZ R3, HERE 
RET 


A simple way to short jump 
to itself in order to keep the 
microcontroller busy 
eee SUMP HERE 


We can use the following: 
SJMP S$ 


Machine cycle 


al 
; 
2 


Therefore, [(200x2)+1+2]xl.085us = 436.255us. 


Find the size of the delay in following program, if the crystal 
TIME DELAY frequency is 11.0592MHz. 


FOR VARIOUS 


8051 CHIPS Machine Cycle 
MOV R3,#250 


NOP 
| ncreasing NOP 


Delay Using _ 


NOP DJNZ R3, HERE 
RET 


Solution: 
The time delay inside HERE loop is 


[Zo Cb rieelala2) | xlaCSoi se = L627 sous. 
Adding the two instructions outside loop we 
have. L627.5.0s- + 32 eM 1085s = 1630.,75575 


HANEL 


Find the size of the delay in following program, if the crystal 
TIME DELAY frequency is 11.0592MHz. 


FOR VARIOUS 


8051 CHIPS R2, #200 
R3, #250 


Machine Cycle 


Notice in nested loop, 
as in all other time 


Large Delay delay loops, the time 
Using Nested is approximate since 


Loop 


we have ignored the 
first and last 
instructions in the 


Solution: subroutine. 


For HERE loop, we have (4x250)x1.085us=1085us. 
For AGAIN loop repeats HERE loop 200 times, so 
we have 200x1085uws=217000Us. But “MOV 
R3,#250” and “DJNZ R2,AGAIN” at the start and 
end of the AGAIN loop add (3x200x1.805)=65lus. 
As a result we have 217000+651=217651lus. 


HANEL 


Q Two factors can affect the accuracy of 
the delay 


> Crystal frequency 
=" The duration of the clock period of the machine 
cycle is a function of this crystal frequency 


ay > 8051 design 


Calculation for = The original machine cycle duration was set at 
Other 8051 12 clocks 

=" Advances in both IC technology and CPU 
design in recent years have made the 1-clock 

machine cycle a common feature 

Clocks per machine cycle for various 8051 versions 


TIME DELAY 
FOR VARIOUS 
8051 CHIPS 


Find the period of the machine cycle (MC) for various versions of 
8051, if XTAL=11.0592 MHz. 
TIME DELAY (a) AT89C51 (b) P89C54X2 (c) DS5000 (d) DS89C4x0 


FOR VARIOUS 
Solution: 
8051 CHIPS O592MHZ/12 =. 921.6kHz; 
is 1/921.6kHz = 1.085us = 1085ns 
Delay .0592MHz/6 = 1.8432MHz; 


aidan is 1/1.8432MHz = 0.542548 = 542ns 
Calculation for .0592MHz/4 = 2.7648MHz ; 
Other 8051 is 1/2.7648MHz = 0.3648 = 360ns 
; .0592MHzZ/1 = 11.0592MHz; 
oo is 1/11.0592MHz = 0.0904u4s = 90ns 


TIME DELAY 
FOR VARIOUS 
8051 CHIPS 


Delay 
Calculation for 
Other 8051 


(cont’) (a): Lome (6) 


Solution: 


AT8051 


1X1085ns 
LALOSSnsS 
2X1085ns 
Z2A1L085ns 
24% 1L085ns 
1X1085ns 
4X1085ns 


HANEL 


(1) 
SJMP (f) 


1085ns 
1085ns 
2170ns 
Z1L7Ons 
2170ns 
1085ns 
4340ns 


DEC RS (GC) 


(g) 


For an AT8051 and DSC89C4x0 system of 11.0592 MHz, find how 
long it takes to execute each instruction. 
(a) MOV R3,#55 DIJNZ R2 target 


MUL AB 


DS89C4x0 


2X90ns = 
1xX90ns = 


4x90ns 
3%90ns 
3X90ns 
1X90ns 


9xX90ns = 


180ns 
90ns 

360ns 
270ns 
Z70nS 
90ns 

810ns 
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Provides 
+5V supply 


voltage to 
the chip 


8051 Pin Diagram 


‘ 
x total of 32 - (ADO) 
pins are set (ADI) 
aside for the (aD 3 
four ports PO, (AD4) 
Pl, P2, P3 ioe 
Z ’ ’ 805 ] (AD6) 
where each RST (803 1) (AD7) 
port takes 8 (RXD) pied 
pins (TXD) ( Q9 420) ALE/PROG 
(-INTO) -PSEN 
(-INT1) a 
(TO) 
‘au (A13) 
(-WR) (A12) 
(RD) (All) 
XTAL2 (A10) 
XTALI (A9) 
GND (A8) 


The four 8-bit |/O ports PO, P1, P2 and 
P3 each uses 8 pins 


All the ports upon RESET are 
configured as input, ready to be used 
as input ports 
When the first O is written to a port, it 
becomes an output 
To reconfigure it as an input, a 1 must be 
sent to the port 


To use any of these ports as an input port, it 
must be programmed 


It can be used for input or output, 
each pin must be connected externally 
to a 10K ohm pull-up resistor 

This is due to the fact that PO is an open 


drain, unlike P1, P2, and P3 


Open grain is a term used for MOS chips in the 
Same Way that open collector is used for TTL 


chips 


10K 


0) WOg 


The following code will continuously send out to port 0 the 
alternating value 55H and AAH 


BACK: MOV 
MOV 
ACALL 
MOV 
MOV 
ACALL 
DUMP 


P0.0(ADO) 


P0.7(AD7) 


ve HANEL 


A, #55H 
PO,A 
DELAY 
A, #0AAH 
PO,A 
DELAY 
BACK 


In order to make port O an input, the 
port must be programmed by writing 1 
to all the bits 


Port 0 is configured first as an input port by writing Is to it, and then 
data is received from that port and sent to P1 


MOV 
MOV 


MOV 
MOV 
SJMP 


A, #OFFH 
PO,A 


A,PO 
P1,A 
BACK 


,;A=FF hex 

;make PO an i/p port 
poy Wrating 1c all is 
;get data from PO 
Send. 1 to port -1. 
;keep doing it 


I/O 
PROGRAMMING 


Dual Role of 


PO.6(AD6) 
PO.7(AD7) 


QO Port O Is also designated as ADO-AD/7, 
allowing it to be used for both address 
and data 


> When connecting an 8051/31 to an 
external memory, port O provides both 
address and data 


Port 1 can be used as input or output 


ln contrast to port O, this port does not 
need any pull-up resistors since it already 
has pull-up resistors internally 


Upon reset, port 1 is configured as an 
input port 


The following code will continuously send out to port 0 the 
alternating value 55H and AAH 


BACK: 


A, #55H 
P1,A 
DELAY 
A 

BACK 


To make port 1 an input port, it must 
be programmed as such by writing 1 
to all its bits 


Port | is configured first as an input port by writing Is to it, then data 
is received from that port and saved in R7 and R5 


MOV 
MOV 


MOV 
MOV 
ACALL 
MOV 
MOV 


A,#0FFH 
Pl,A 


A, Pl 
Rak 
DELAY 
A,Pl 
R5,A 


,;A=FF hex 

;make Pl an input port 
by writing tt all is 
;get data from Pl 
;save it to in reg R7 
ywait 

panother data from Pl 
;save it to in reg Rd 


og Port 2 can be used as input or output 
> Just like P1, port 2 does not need any pull- 
up resistors since it already has pull-up 
resistors internally 
> Upon reset, port 2 is configured as an input 
port 


To make port 2 an input port, it must 
be programmed as such by writing 1 to 
all its bits 


In many 8051-based system, P2 is used 
as simple I/O 

ln 8031-based systems, port 2 must be 
used along with PO to provide the 16- 
bit address for the external memory 


Port 2 is also designated as A8 — A15, 
indicating its dual function 


Port O provides the lower 8 bits via AO — A7/ 


og Port 3 can be used as input or output 
> Port 3 does not need any pull-up resistors 


> Port 3 is configured as an input port upon 
reset, this is not the way it is most 
commonly used 


(RXD)P3.0 


Port 3 has the additional function of 
providing some extremely important 
Signals 


a ar Serial 
P3.0 RxD 10 communications 


P31 TxD 11 
ee External 

RB e2 INTO a2 interrupts 

Ress INTL 13 


P3.5 Teal 15 ; ; 
————_— SS Read/Write signals 
WR 16 of external memories 


RD ay 


In systems based on 8751, 89C51 or 
DS89C4x0, pins 3.6 and 3.7 are used for I/O 


while the rest of the pins in port 3 are 
normally used in the alternate function role 


Write a program for the DS89C420 to toggle all the bits of PO, P1, 
and P2 every 1/4 of a second 


ORG 
BACKS MOV 
MOV 
MOV 
MOV 
ACALL 
MOV 
MOV 
MOV 
MOV 
ACALL 
SJUMP 
OSDELAY: 
MOV 
H3: MOV 
HZ? MOV 
Hie DJNZ 
DJNZ 
DJNZ 
RET 
END 


0 
A,#55H 
PO,A 
PLA 
P2,A 
QSDELAY 
A, #0AAH 
PO,A 
P1,A 
P2,A 
QSDELAY 
BACK 


R5,#11 
R4, #248 
R3,#255 
R3,H1 
R4,H2 
Ro; 


;Quarter of a second 


Delay 
= 11 x 248 x 255 x 4 MC x 90 ns 
= 250,430 us 


4 MC. for DSS9C4x0 


The entire 8 bits of Port 1 are accessed 


BACK: MOV 
MOV 
ACALL 
MOV 
MOV 
ACALL 


oJMP 


A, #55H 
P1,A 
DELAY 
A, #OAAH 
P1,A 
DELAY 
BACK 


Rewrite the code in a more efficient manner by accessing the port 
directly without going through the accumulator 


BACK: MOV 
ACALL 
MOV 
ACALIL 


DUMP 


Pl, #55H 
DELAY 
P1, #O0AAH 
DELAY 
BACK 


Another way of doing the same thing 


MOV 
MOV 
ACALL 
CPL 
SJMP 


BACK: 


A,#55H 
P1,A 
DELAY 
A 

BACK 


Sometimes we need to access only 1 
or 2 bits of the port 


;complement P1.2 
ACALL DELAY 
SJMP BACK 


;another variation of the above program 
AGAIN: rset only Pl.2 
ACALL DELAY 
Jcolear only PlsZ 
ACALL DELAY 
SJMP AGAIN 
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Example 4-2 


Write the following programs. 
Create a square wave of 50% duty cycle on bit 0 of port 1. 


Solution: 


The 50% duty cycle means that the “on” and “off” state (or the high 
and low portion of the pulse) have the same length. Therefore, 
we toggle P1.0 with a time delay in between each state. 

HERE: SETB Pla. -ser to hagh Die. O-of pore 2 

LCALL DELAY ;call the delay subroutine 
CLR P1..0 ,;P1.0=0 

LCALL DELAY 

SJMP HERE ;keep doing it 


Another way to write the above program is: 


HERE? CPT Pi.@ @86C..7O. high Dit) or port A 
LCALL DELAY ;call the delay subroutine 
SJMP HERE ;keep doing it 


8051 


a a co 


Q Instructions that are used for signal-bit 


1/O BIT 
Operations are as following 


MANIPULATION 
PROGRAMMING 


Instruction Function 


I/O Ports SETB bit Set the bit (bit = 1) 
and Bit CLR bit Clear the bit (bit = 0) 
Addressability CPL bit Complement the bit (bit = NOT bit) 
(cont’) JB bit, target Jump to target if bit = 1 (jump if bit) 
JNB bit, target Jump to target if bit = O (jump if no bit) 
JBC bit, target Jump to target if bit = 1, clear bit 


(jump if bit, then clear) 


The J NB and JB instructions are widely 
used single-bit operations 
They allow you to monitor a bit and make 
a decision depending on whether it’s O or 1 


These two instructions can be used for any 
bits of 1/O ports O, 1, 2, and 3 


Port 3 is typically not used for any I/O, either 
single-bit or byte-wise 


Instructions for Reading an Input Port 


Mnemonic Examples Description 

MOV A,PX MOV A,P2 Bring into A the data at P2 pins 
JNB PXY,..  JNBP2.1,TARGET = Jump if pin P2.1 is low 

JB PXY,.. JB P1.3,TARGET Jump if pin P1.3 is high 


MOV C,PX.Y MOV C,P2.4 Copy status of pin P2.4 to CY 


Example 4-3 


ue Writ t form the followi 
rite a program to perform the following: 
NSS OLN ER@)N) | (2) Keep monitoring the P1.2 bit until it becomes high 
(b) When P1.2 becomes high, write value 45H to port 0 
PROGRAMMING (c) Send a high-to-low (H-to-L) pulse to P2.3 
Solution: 
Sn UB Page ;make P1.2 an input 
Input Bit MOV A, #45H ;A=45H 
(cont’) JNB P1.2,AGAIN ; get out when P1.2=1 
MOV PO,A pissue A to. PO 
SH EB 224.3 MMake P2.3 Nagh 
CUR -PLad make: PZ.3 low for H-to-L 


Checking an 


HANEL 


I/O BIT 
MANIPULATION 
PROGRAMMING 


Checking an 
Input Bit 
(cont’) 


HANEL 


Example 4-4 


Assume that bit P2.3 is an input and represents the condition of an 
oven. If it goes high, it means that the oven is hot. Monitor the bit 
continuously. Whenever it goes high, send a high-to-low pulse to port 
P1.5 to turn on a buzzer. 


Solution: 


HERE: wJNB °§P2Z.3,HERE ;keep monitoring for high 
SEITB Pls Pser. bat Pil.5=L 
CUR .Ple®S ;make high-to-low 
SJMP HERE ;keep repeating 


Example 4-5 


1/O BIT 
A switch is connected to pin P1.7. Write a program to check the status 
UE OUR ROIN! | of SW and perform the following: 


(a) If SW=0, send letter ‘N’ to P2 
PROGRAMMING (b) If SW=1, send letter “Y’ to P2 
Checking an Solution: 
Input Bit 
(cont’) 


SETB: PL4 7 ;make P1l.7 an input 
AGAIN: GB °P1.2;OVER “jump if Pl.7=1 

MOV P2,#’N’ ;SW=0, issue ‘N’ to P2 

SJMP AGAIN ;keep monitoring 

MOV P2,#'Y’ eSW=l, 1ssue °Y" to P2 

SJMP AGAIN ; keep monitoring 
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Example 4-6 


A switch is connected to pin P1.7. Write a program to check the status 
of SW and perform the following: 

(a) If SW=0, send letter ‘N’ to P2 

(b) If SW=1, send letter “Y’ to P2 

Use the carry flag to check the switch status. 


Solution: 
Pg *make Pls7 an: input 
AGAIN: Cyc ad ;read SW status into CF 
OVER ;jyump if SW=1 
P2,#'N’ ;SW=0, issue ‘N’ to P2 
AGAIN ;keep monitoring 
PA; < ;SW=1, issue ‘Y’ to P2 
AGAIN ;keep monitoring 


Example 4-7 


A switch is connected to pin P1.0 and an LED to pin P2.7. Write a 
program to get the status of the switch and send it to the LED 


Solution: 
Pais d emake Pl.y an input 
AGAIN: Cy Pla 0 ;read SW status into CF 
P2« 4g ;send SW status to LED 
AGAIN ;keep repeating 


The instruction 

‘MOV 

P2e7,Pl.0’ is 

wrong , since such 
However “MOV an instruction does 
P2,P1’ isa valid not exist 
instruction 


In reading a port 
Some instructions read the status of port 
pins 
Others read the status of an internal port 
latch 
Therefore, when reading ports there 
are two possibilities: 
Read the status of the input pin 
Read the internal latch of the output port 
Confusion between them is a major 
source of errors in 8051 programming 


Especially where external hardware is 
concerned 


Some instructions read the contents of 
an internal port latch instead of 
reading the status of an external pin 
For example, look at the ANL P1,A 
instruction and the sequence of actions is 
executed as follow 
It reads the internal latch of the port and 
brings that data into the CPU 
This data is ANDed with the contents of 
register A 
The result is rewritten back to the port latch 


The port pin data is changed and now has the 
same value as port latch 


Q Reaad-Modlify- Write 


READING The j h —. 
INPUT PINS VS. > The instructions read the port latc 
normally read a value, perform an 
PORT LATCH operation then rewrite it back to the port 
latch 
Reading Latch 
for Output Port Mnemonics Example 
(cont’) ANL PX ANL P1,A 
ORL PX ORL P2,A 
ARLE PX XRL PO,A 
JBC PX.Y,TARGET JBC P1.1, TARGET 
GP ePxay GPE “Pa.2 
INC PX INC Pl 
DEC PX DEC P2 
DJ NZ PX.Y,TARGET DJ NZ P1, TARGET 
MOV PX.Y,C MOV P1.2,C 
CERT Pxey CLR, (P2.3 Note: x is 0, 1, 2, 
SEIB PXLY SEIB-PZ:3 or 3 for PO — P3 


HANEL 


The ports tn 8051 can be accessed by 
the Read-modify-write technique 
This feature saves many lines of code by 
combining in a single instruction all three 
actions 
Reading the port 
Modifying it 
Writing to the port 


P1l,#55H ;P1=01010101 
PlL,#0FFH ;EX-OR Pl with L111 i111 


DELAY 
BACK 


ADDRESSI NG MODES 
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g The CPU can access data In various 
ways, which are called addressing 
modes 

> Immediate 


ADDRESSI NG 
MODES 


> Register 


> Direct Accessing 
/ memories 


> Register indirect 
> Indexed 


o The source operand is a constant 
IMMEDIATE 


ADDRESSI NG > The immediate data must be preceded by 
MODE the pound sign, “#” 


> Can load information into any registers, 
including 16-bit DPTR register 


= DPTR can also be accessed as two 8-bit 
registers, the high byte DPH and low byte DPL 


MOV A, #25H ;load 25H into A 

MOV R4, #62 ;load 62 into R4 

MOV B, #40H ;load 40H into B 

MOV DPTR, #4521H ;DPTR=4512H 

MOV DPL, #21H ;This is the same 
MOV DPH, #45H jas above 


illegal!!! Value > 65535. (FFFFH} 
MOV DPTR, #68975 


Oo We can use EQU directive to access 
immediate data 
Count EOU 30 


IMMEDIATE 
ADDRESSI NG 
MODE 


(cont’) MOV R4, COUNT + R4=1EH 


MOV DPTR, #MYDATA ; DPTR=200H 


ORG Z00H 
MYDATA: DB “America” 


Oo We can also use immediate addressing 
mode to send data to 8051 ports 


MOV P1,#55H 


og Use registers to hold the data to be 
manipulated 


REGISTER 
ADDRESSI NG 
MODE 


scopy contents of RO into A 
scopy contents of A into RZ 
;add contents of R5 to A 


sadd contents of R/ to A 
ssave accumulator in R6 


g The source and destination registers 
must match in size 
> MOV DPTR,A will give an error 


MOV DPTR, #25F5H 
MOV R7,DPL 


MOV K6,;DPH 


o The movement of data between Rn 
registers is not allowed 
> MOV R4,R7 IS Invalid 


ACCESSI NG 
MEMORY 


Direct 
Addressing 
Mode 


Qo It is most often used the direct 
addressing mode to access RAM 
locations 30 — 7FH 


> The entire 128 bytes of RAM can be 


> The register bank locations are accessed 


MOV A, 4 ;is same as 
MOV A,R4 ;which means copy R4 into A 


oO Contrast this with immediate 


addressing mods 


> There is no “#” sign in the operand 


MOV RO,40H ;save content of 40H in RO 
MOV 56H,A ;save content of A in 56H 


O The SFR (S0eca/ Function Register) 
can be accessed by their names or by 
their addresses 


ACCESSI NG 
MEMORY 


SFR Registers 
and Their 
Addresses 


MOV OEOH, #55H ;is the same as 
MOV A,#55h ;load 55H into A 


MOV OFOH, RO ;is the same as 
MOV B, RO pCOopy RO. anto B 


O The SFR registers have addresses 
between 80H and FFH 
> Not all the address space of 80 to FF is 
used by SFR 
> The unused locations 80H to FFH are 


reserved and must not be used by the 
8051 programmer 


Special Function Register (SFR) Addresses 


Symbol Name Address 
ACCESSING ACC* Accumulator OEOH 
M EMORY B* B register OFOH 
PSW* Program status word ODOH 
SFR Registers SP Stack pointer 81H 
and Their DPTR Data pointer 2 bytes 
Add resses DPL Low byte 82H 
(cont’) DPH High byte 83H 
PO* Port O 80H 
Pit Port 1 90H 
P2* Port 2 OAOH 
P3t Port 3 OBOH 
| P* Interrupt priority control OB8H 


[E* Interrupt enable control OA8H 


Special Function Register (SFR) Addresses 


Symbol Name Address 

ACCESSI NG TMOD Timer/counter mode control 89H 
MEMORY TCON* Timer/counter control 88H 

T2CON* Timer/counter 2 control OC8H 

SFR Registers T2MOD Timer/counter mode control OC9H 
and Their THO Timer/counter O high byte 8CH 
Add resses TLO Timer/counter O low byte 8AH 
(cont’) TH1 Timer/counter 1 high byte 8DH 
pg leat Timer/counter 1 low byte 8BH 

TH2 Timer/counter 2 high byte OCDH 

TL2 Timer/counter 2 low byte OCCH 

RCAP2H T/C 2 capture register high byte OCBH 

RCAP2L T/C 2 capture register low byte OCAH 
SCON* Serial control 98H 
SBUF Serial data buffer 2)S) rl 
PCON Power ontrol 87H 


* Bit addressable 


ACCESSING [ieee 


MEMORY Write code to send 55H to ports Pl and P2, using 
(a) their names (b) their addresses 


SFR Registers |ieauunaul . 
; MOV A, #55H -A=55H 
and Their 


Add MOV P1,A ;P1=55H 
resses do oe pee 
(cont’) 


From Table 5-1, Pl address=80H; P2 address=AOH 
MOV A, #55H pete re ila! 

MOV 80H,A 7 Pl=S5H 

MOV OAOH,A ;P2=55H 


HANEL 


ACCESSI NG 
MEMORY 


Stack and 
Direct 
Addressing 
Mode 


Q Only direct addressing mode is allowed 
for pushing or popping the stack 
> PUSH A Is invalid 


> Pushing the accumulator onto the stack 
must be coded as PUSH OEOH 


Example 5-2 


Show the code to push R5 and A onto the stack and then pop them 
back them into R2 and B, where B = A and R2 = R5 


Solution: 


PUSH US 
PUSH OEOH 
POP OFOH 


POP Q2 


push RS onto stack 

;push register A onto stack 
;pop top of Stack into B 
;now register B = register A 
;DOD: Lop Of Stack ante RZ 
snow R2=R6 


o A register is used as a pointer to the 
data 
> Only register RO and R1 are used for this 
Register purpose 


Indirect > R2— R7 cannot be used to hold the 
Addressing address of an operand located in RAM 
Mode g When RO and R1 hold the addresses of 
RAM locations, they must be preceded 
by the “@” sign 
MOV A, @RO ;move contents of RAM whose 
;address is held by RO into A 


MOV @R1,B ;move contents of B into RAM 
;whose address is held by Rl 


ACCESSI NG 
MEMORY 


ACCESSI NG 
MEMORY 


Register 
| ndirect 
Addressing 


Mode 
(cont’) 


Example 5-3 


Write a program to copy the value 55H into RAM memory locations 
40H to 41H using 

(a) direct addressing mode, (b) register indirect addressing mode 
without a loop, and (c) with a loop 


Solution: 


MOV A,#55H ;load A with value 55H 
MOV 40H,A ;copy A to RAM location 40H 
MOV 41H.A ;copy A to RAM location 41H 


MOV A,#55H ;load A with value 55H 

MOV RO,#40H ;load the pointer. RO=40H 

MOV ;copy A to RAM RO points to 
INC ;increment pointer. Now RO=41h 
MOV ;copy A to RAM RO points to 


A, #55H ;A=55H 
RO, #40H ;load pointer.RO=40H, 
R2, #02 load counter, R2=3 
@RO,A POoDyY 55 Oo RAM RO points: “Co 
RO ;increment RO pointer 
DJNZ R2,AGAIN ;loop until counter = zero 


o The advantage is that it makes 
accessing data dynamic rather than 
Static as in direct addressing mode 


Register > Looping is not possible in direct 
| ndirect addressing mode 
Addressing Example 5-4 


Mode Write a program to clear 16 RAM locations starting at RAM address 
(cont’) 60H 


ACCESSI NG 
MEMORY 


Solution: 


CLR A ; A=0 
MOV R1,#60H ;load pointer. R1=60H 


MOV R7,#16 ;load counter, R7=16 
AGAIN: MOV @R1,A ;clear RAM RI. points to 

ENG Bit ;increment Rl pointer 

DJNZ R7,AGAIN; loop until counter=zero 


Example 5-5 
ACCESSING [i 
MEMORY Write a program to copy a block of 10 bytes of data from 35H to 60H 


Solution: 


Register MOV. RO, #39, 7SOUrCe pointer 
. MOV R1,#60H ;destination pointer 
Indirect MOV R3,#10 counter 
Addressing MOV A, @RO ;get a byte from source 
Mode MOV @R1,A PCOpy Lt to destination 
(cont’) INC RO ;increment source pointer 
INC Rl ;increment destination pointer 
DJNZ R3,BACK ;keep doing for ten bytes 


HANEL 


ACCESSI NG 
MEMORY 


Register 
| ndirect 
Addressing 
Mode 


(cont’) 


Q RO and R11 are the only registers that 
can be used for pointers in register 
Indirect addressing mode 

g Since RO and R11 are 8 bits wide, their 
use Is limited to access any 
Information in the internal RAM 

og Whether accessing externally 
connected RAM or on-chip ROM, we 
need 16-bit pointer 

> In such case, the DPTR register is used 


Q Indexed addressing mode is widely 
used in accessing data elements of 
look-up table entries located in the 

|ndexed program ROM 

Brie 4 The instruction used for this purpose is 

Mode and MOVC A, @A+DPTR 


On-chip ROM > Use instruction MOVC, “C” means code 
Access 


ACCESSI NG 
MEMORY 


> The contents of A are added to the 16-bit 
register DPTR to form the 16-bit address 
of the needed data 


Example 5-6 


ACCESSI NG In this program, assume that the word “USA” is burned into ROM 
locations starting at 200H. And that the program is burned into ROM 
MEMORY locations starting at 0. Analyze how the program works and state 
where “USA” is stored after this program is run. 


Indexed Solution: 
ORG OOOOH burn, Into ROM starting at. 0 
DPTR=200H, A=0 MOV DPTR,#200H ;DPTR=200H look-up table addr 
eZ ' a A ;clear A(A=0) 
eo or —“MOVC A,@A+DPTR j;get the char from code space 


rhain DONNA RO,A 


7 ;save it in RO 
DETR —_DPTR=201 point to next char 
A : = 
ACCESS: a C RO=55H 


DPTR=201H, A=0 A,@A+DPTR ;get the next char 
= MOV R1,A ;save it in Rl 
rik 01H, A=53H INC DPTR ;DPTR=202 point to next char 
= CLR A > cTear_A(A=0) 
DPTR=202H. A=53H a A,@A+DPTR ;get the next char R1=53H 
: MOV R2,A save it in R2 


Ul 7 
Here: SJMP HERE ;stay here 
;Data is burned into c Space starting at 200H 
R2=41H 


ORG: 2008 
MYDATA:DB “USA” 
END ;end of program 


HANEL 


ACCESSI NG 
MEMORY 


Look-up Table Exam le 5-8 
Write a program to get the x value from P1 and send x’ to P2, 


(cont’) 
continuously 


Solution: 
ORG 
MOV 
MOV 
MOV 
MOV 


MOV 
MOV 
SJMP 


ORG 


o The look-up table allows access to 
elements of a frequently used table 
with minimum operations 


0 

DPTR, #300H ;LOAD TABLE ADDRESS 

A, #0FFH ;A=FF 

Pl ;CONFIGURE Pl INPUT PORT 
A,Pl ;GET X 

A, @A+DPTR ;GET X SQAURE FROM TABLE 
Po A ; ISSUE IT TO P2 

BACK ;KEEP DOING IT 


300H 


XSQR TABLE: 


DB 
END 


Up lyAg oy LO, 257507497 04, ol 


ACCESSI NG 
MEMORY 


Indexed 
Addressing 
Mode and 
MOVX 


Q In many applications, the size of 
program code does not leave any 
room to share the 64K-byte code 
Space with data 


> The 8051 has another 64K bytes of 
memory space set aside exclusively for 
data storage 


=» This data memory space is referred to as 
external memory and it is accessed only by the 
MOVX instruction 


Q The 8051 has a total of 128K bytes of 
memory space 
> 64K bytes of code and 64K bytes of data 


> The data space cannot be shared between 
code and data 


ACCESSI NG 
MEMORY 


RAM Locations 
30 — 7FH as 
Scratch Pad 


Oo In many applications we use RAM 
locations 30 — 7FH as scratch pad 
> We use RO — R7 of bank O 
>» Leave addresses 8 — 1FH for stack usage 


> If we need more registers, we simply use 


RAM locations 30 — 


Example 5-10 


7FH 


Write a program to toggle P1 a total of 200 times. Use RAM 
location 32H to hold your counter value instead of registers RO — 


R7 


Solution: 
MOV P1,#55H 
MOV 32H, #200 


Oa cal Pl 
ACALL DELAY 
DJNZ S2Hy GOP 


;P1=55H 
;load counter value 


e1nto RAM Joc 37H 
rPcroggle Pl 


;repeat 200 times 


g Many microprocessors allow program 


BIT to access registers and I/O ports In 
ADDRESSES 


byte size only 


> However, in many applications we need to 
check a single bit 


Q One unique and powerful feature of 
the 8051 is single-bit operation 

> Single-bit instructions allow the 
programmer to set, clear, move, and 
complement individual bits of a port, 
memory, or register 

> It is registers, RAM, and |/O ports that 
need to be bit-addressable 


= ROM, holding program code for execution, is 
not bit-addressable 


BIT 
ADDRESSES 


Bit- 
Addressable 
RAM 


Qo The bit-addressable RAM location are 
20H to 2FH 
> These 16 bytes provide 128 bits of RAM 
bit-addressability, since 16 x 8 = 128 
® Oto 127 (in decimal) or OO to 7FH 
> The first byte of internal RAM location 20H 
has bit address O to 7H 
> The last byte of 2FH has bit address 78H 
to 7FH 
og Internal RAM locations 20-2FH are 
both byte-addressable and bit- 
addressable 
> Bit address OO-7FH belong to RAM byte 
addresses 20-2FH 


> Bit address 80-F7H belong to SFR PO, 
PL) sa 


General purpose RAM 


7F 7E 7D UE 7B 7A 79 78 


BIT 
ADDRESSES 


77 76 US 74 73 72 71 70 
6F 6E 6D 6C 6B 6A 69 68 
67 66 65 64 63 62 onl 60 


. Bit-addressable 5F 5E 5D 5C 5B 5A 59° 58 
Bit- locations 57 | 56/55 | 54 | ss |) sos \s0 
Addressable 


RAM 


(cont’) Byte address 37 36 35 34 33 32 31 30 


2F 2E 2D 2C 2B 2A 29 28 


4F 4E 4D 4c 4B 4A 49 48 
47 46 45 44 43 42 4l 40 
3F 3E 3D 3C 3B 3A 39 38 


27 26 25 24 23 22 21 20 
1F 1E 1D 1c 1B 1A 19 18 
17 16 15 14 13 12 11 10 
OF OE (0) B) OC OB OA 09 08 


07 06 05 04 03 02 01 00 


HANEL 


BIT 
ADDRESSES 


Bit- 
Addressable 
RAM 


(cont’) 


HANEL 


Example 5-11 
Find out to which by each of the following bits belongs. Give the 


address of the RAM byte in hex 
(a) SETB 42H,(b)CLR 67H,(c)CLR OFH 
(d) SETB 28H,(e)CLR 12,(f)SETB 05 


D7 D6 
Solution: 


(a) D2 of RAM location 28H 
(b) D7 of RAM location 2CH 


(c) D7 of RAM location 21H 


(d) DO of RAM location 25H 


(ec) D4 of RAM location 21H 


(f) D5 of RAM location 20H 


BIT 
ADDRESSES 


Bit- 
Addressable 
RAM 


(cont’) 


Q To avoid confusion regarding the 
addresses 00 — 7FH 


> The 128 bytes of RAM have the byte 
addresses of OO — 7FH can be accessed in 
byte size using various addressing modes 
= Direct and register-indirect 


> The 16 bytes of RAM locations 20 — 2FH 
have bit address of OO — 7FH 


=" We can use only the single-bit instructions and 
these instructions use only direct addressing 
mode 


Q Instructions that are used for signal-bit 


pripaceace operations are as following 
Single-Bit Instructions 
Bit- Instruction Function 
Addressable SETB bit Set the bit (bit = 1) 
RAM CLR bit Clear the bit (bit = O) 
ont) CPL bit Complement the bit (bit = NOT bit) 


JB bit, target Jump to target if bit = 1 (jump if bit) 
JNB bit, target Jump to target if bit = O (jump if no bit) 


JBC bit, target Jump to target if bit = 1, clear bit 
(jump if bit, then clear) 


HANEL 


Q While all of the SFR registers are byte- 
BIT addressable, some of them are also bit- 
ADDRESSES addressable 


> The PO — P3 are bit addressable 
Sait o We can access either the entire 8 bits 
or any single bit of |/O ports PO, P1, P2, 
and P3 without altering the rest 
g When accessing a port in a single-bit 
manner, we use the syntax SETB X.Y 
> X is the port number PO, P1, P2, or P3 


> Y is the desired bit number from O to 7 for 
data bits DO to D7 


> ex. SETB P1.5 Sets bit 5 of port 1 high 


o Notice that when code such as 


BIT SETB P1.0 iS assembled, tt becomes 


> The bit address for |/O ports 
I/O Port = PO are 80H to 87H 
Bit Addresses = P1 are 90H to 97H 
(cont’) = P2 are AOH to A7H 


= P3 are BOH to B/7H 


Single-Bit Addressability of Ports 


Department of Computer Science and Information Engineering 
National Cheng Kung University, TAIWAN 


y i | 
. 
) 
») C( NI PI et 


address Bit address Bit address 
ADDRESSES 
FF SCON 
FO 
1/O Port a 
Bit Addresses fz 
, 8D TH1 
(cont’) 7 ae -_ 
8B TL1 
8A TLO 
= IP 89 TMOD 
88 TCON 
- ee 87 PCON 
A8 IE 
83 DPH 
AO P2 82 DPL 
81 SP 
99 | SBUF 0 PO 


Special Function Register 


HANEL 


g Only registers A, B, PSW, IP, IE, ACC, 
BIT SCON, and TCON are bit-addressable 
ADDRESSES > While all |/O ports are bit-addressable 
. o In PSW register, two bits are set aside 
Registers 
Bit for the selection of the register banks 
Addressability > Upon RESET, bank O is selected 


> We can select any other banks using the 
bit-addressability of the PSW 


RS1 RSO Register Bank Address 


O O O OOH - O7H 
O 1 1 O8H - OFH 
1 O 2 10H - 17H 
1 1 3 18H - 1FH 


BIT 
ADDRESSES 


Registers 
Bit- 
Addressability 


(cont’) 


HANEL 


Example 5-13 
Write a program to save the accumulator in R7 of bank 2. 


Solution: 
CLR PSW.3 
SETB PSw.4 
MOV R7,A 
Example 5-14 


While there are instructions such as JNC and JC to check the carry flag 
bit (CY), there are no such instructions for the overflow flag bit (OV). 
How would you write code to check OV? 
Solution: 

JB PSW.2,TARGET ;jump if OV=1 


Example 5-18 
While a program to save the status of bit P1.7 on RAM address bit 05. 


Solution: 
MOV CP ia7 
MOV 05,¢ 


Example 5-15 


BIT Write a program to see if the RAM location 37H contains an even 
ADDRESSES value. If so, send it to P2. If not, make it even and then send it to P2. 


Solution: 
MOV A,37H ;load RAM 37H into ACC 
Registers JNB ACC.0,YES ;if DO of ACC 0? If so jump 
Bit- LNG A ;it’s odd, make it even 


nae MOV P2,A ;send it to P2 
Addressability 


(cont’) Example 5-17 


The status of bits P1.2 and P1.3 of I/O port P1 must be saved before 


they are changed. Write a program to save the status of P1.2 1n bit 
location 06 and the status of P1.3 in bit location 07 


Solution: 
CLR 06 yclear bit addr. 06 
CLR O07 folear bat addr. 07 
JNB Pl.2,OVER check Pl.2, 125.0 then: jump 
SETB 06 fit PL.2=1,ser bit 06 to 1 


JNB Pl.i3;NBXT check P1l.3, 12£ 0 then Jump 
SETB 07 fit Pleseleser bie O07 “co 


HANEL 


BIT 
ADDRESSES 


Using BIT 


o The BIT directive is a widely used 


directive to assign the bit-addressable 
|/O and RAM locations 


> Allow a program to assign the |/O or RAM 
bit at the beginning of the program, 
making it easier to modify them 


Example 5-22 

A switch is connected to pin P1.7 and an LED to pin P2.0. Write a 
program to get the status of the switch and send it to the LED. 
Solution: 


LED fassionm DLE 
SW Facsiom DLe 


HERE: ;get the bit from the port 
;send the bit to the port 
;repeat forever 


BIT 
ADDRESSES 


Using BIT 


(cont’) 


HANEL 


Example 5-20 


Assume that bit P2.3 is an input and represents the condition of an 
oven. If it goes high, it means that the oven is hot. Monitor the bit 
continuously. Whenever it goes high, send a high-to-low pulse to port 
P1.5 to turn on a buzzer. 


Solution: 


OVEN HOT Bil F253 

BUZZER Bi Pies 

HERE : JNB OVEN HOT,HERE ; keep monitoring 
ACALL DELAY 
Cel BUZZER rsound the buzzer 
ACALL DELAY 
SUMP HERE 


BIT 
ADDRESSES 


Using EQU 


o Use the EQU to assign addresses 

> Defined by names, like P1.7 or P2 

> Defined by addresses, like 97H or OAOQH 
Example 5-24 


A switch is connected to pin P1.7. Write a program to check the status 
of the switch and make the following decision. 

(a) If SW = 0, send “0” to P2 

(b) If SW = 1, send “1“ to P2 


Solution: EQU 97H 


Cw FOU P1.7 MYDATA EQU OAOH 
MYDATA 


HERE: Cc, SW 
OVER 
MYDATA, #'0° 
HERE 
MYDATA, #'1° 
HERE 


ee o The 8052 has another 128 bytes of on- 
BYTE ON-CHIP chip RAM with addresses 80 — FFH 


RAM IN 8052 > It is often called upper memory 


= Use indirect addressing mode, which uses RO 
and R1 registers as pointers with values of 80H 
or higher 


~MOV @RO, AandMOV @R1, A 


> The same address space assigned to the 
SFRs 
= Use direct addressing mode 
— MOV 90H, #55H is the same as 
MOV Pl, #55H 


Example 5-27 


EXTRA 128 . 
Assume that the on-chip ROM has a message. Write a program to 
BYTE ON-CHIP copy it from code space into the upper memory space starting at 


RAM IN 8052 address 80H. Also, as you place a byte in upper RAM, give a copy to 
PO. 


(cont’) 


Solution: 


0 

DPTR, #MYDATA 

R1,#80H ;access the upper memory 

A 

A, GA+DPTR ;copy from code ROM 

@R1,A ;store in upper memory 

PO,A ;give a copy to PO 

EXIT ;exit if last byte 

DPTR ;increment DPTR 
;increment R1 
;repeat until last byte 
;stay here when finished 


MYDATA: “The Promise of World Peace”,0 


ARITHMETIC & LOGIC 
INSTRUCTIONS AND 
PROGRAMS 


The 8051 Microcontroller and Ernbedded 
Systems: Using Assembly and C 
Mazidi, Mazidi and McKinlay 


Chung-Ping Young 
wR 


ADD A,source ;A = A + source 


The instruction ADD is used to add two 
Operands 
Destination operand is always in register A 


Source operand can be a register, 
immediate data, or in memory 
Memory-to-memory arithmetic operations 
are never allowed in 8051 Assembly 
language 

Show how the flag register is affected by the following instruction. 


MOV A, #0F5H ;A=F5 hex CY =1, since there is a 


ADD A, #0BH ;A=F5+0B=00 carry out from D7 


PF =1, because the number 
of ls is zero (an even 


POH 111i 0101 number), PF is set to 1. 
rh OBH * ODO) 0ET AC =1, since there is a 


100H 0000 0000 carry from D3 to D4 


Solution: 


Assume that RAM locations 40 — 44H have the following values. 
Write a program to find the sum of the values. At the end of the 
program, register A should contain the low byte and R7 the high byte. 

40 =(7D) 

41 = (EB) 

42 =(CS) 

43 = (5B) 

44 = (30) 


Solution: 


MOV RO,#40H ;load pointer 

MOV R2,#5 ;load counter 

CLR A ; A=0 

MOV R7/,A rClear R/ 

ADD A, @RO yadd the byte ptr to by RO 
JNC NEXT sit CY=0 don’t. ad@d carry 
INC: Ri ,keep track of carry 

INC RO ;increment pointer 

DJNZ R2,AGAIN ;repeat until R2 is zero 


When adding two 16-bit data operands, 
the propagation of a carry from lower 
byte to higher byte is concerned 


When the first byte is added 
(E7+8D=74, CY=1). 

The carry is propagated to the 
higher byte, which result in 3C 
+ 3B + 1 =78 (all in hex) 


Write a program to add two 16-bit numbers. Place the sum in R7 and 
R6; R6 should have the lower byte. 


Solution: 
;make CY=0 
;load the low byte now A=E7H 
;add the low byte 
;save the low byte sum in R6 
;load the high byte 
;add with the carry 


;save the high byte sum 


The binary representation of the digits 
O to 9 is called BCD (Binary Coded 


Decimal ) Digit BCD 
Unpacked BCD Ee 

1 0001 

In unpacked BCD, the lower 4 Z 0010 
bits of the number represent the 3 0011 
BCD number, and the rest of the 4 0100 
bits are O 2 Orv? 

6 0110 

Ex. 00001001 and 00000101 are = er 
unpacked BCD for 9 and 5 8 1000 

9 1001 


Packed BCD 


In packed BCD, a single byte has 
two BCD number in it, one in the 
lower 4 bits, and one in the 
upper 4 bits 


Ex. 0101 1001 is packed BCD for 
59H 


Adding two BCD numbers must give a 
BCD result 


Adding these two 

numbers gives 
MOV A, #17H 0011 1111B (3FH), 
ADD A, #28H Which is not BCD! 


The result above should have been 17 + 28 = 45 (0100 0101). 
To correct this problem, the programmer must add 6 (0110) to the 
low digit: 3F + 06 = 45H. 


DA works only 


after an ADD, 
but not after INC 


DA A ;decimal adjust for addition 


The DA instruction is provided to 
correct the aforementioned problem 
associated with BCD addition 


The DA instruction will add 6 to the lower 
nibble or higher nibble if need 


Example: 6CH 


MOV A,f#t47H ;A=47H first BCD operand 
MOV B/#25H ;B=25H second BCD operand 
ADD A,B ;hex(binary) addition (A=6CH) 
DA A fad ust Lor BCD addition 
A=72H 
e272 ( 
The “DA” instruction works only on A. In other word, while the source 
can be an operand of any addressing mode, the destination must be in 
register A in order for DA to work. 


Summary of DA instruction 


After an ADD or ADDC instruction 


If the lower nibble (4 bits) is greater than 9, or 
if AC=1, add 0110 to the lower 4 bits 


If the upper nibble is greater than 9, or if 
CY=1, add 0110 to the upper 4 bits 


Example: 
HEX 
29 
+ 18 
41 
6 


4°] 


Since AC=1 after the 

addition, *>DA A” will add 6 to the 
lower nibble. 

The final result is in BCD format. 


Assume that 5 BCD data items are stored in RAM locations starting 
at 40H, as shown below. Write a program to find the sum of all the 
numbers. The result must be in BCD. 


40=(71) 
41=(11) 
42=(65) 
43=(59) 
44=(37) 
Solution: 
MOV 
MOV 
CLR 
MOV 
ADD 


DA 


RO, #40H 
R2,#5 

A 

R7,A 

A, @RO 


A 
By 


RO 
R2, AGAIN 


shoad pointer 

,;Load counter 

;A=0 

;Clear R/7/ 

;add the byte pointer 
$tO- by RO 

Pad USt: Lor BCD 

fat Cy=0-don’ t 
;accumulate carry 
;keep track of carries 
;increment pointer 
;repeat until R2 is 0 


In many microprocessor there are two 

different instructions for subtraction: 

SUB and SUBB (subtract with borrow) 
In the 8051 we have only SUBB 


The 8051 uses adder circuitry to perform 
the subtraction 


SUBB: A, source ~A = A = Source — CY 
TO make SUB out of SUBB, we have to 
make CY=O prior to the execution of 
the instruction 


Notice that we use the CY flag for the 
borrow 


Q SUBB when CY =O 
1. Take the 2’s complement of the 
subtrahend (source operand) 
2. Add it to the minuend (A) 
3. Invert the carry 


ARITHMETIC 
INSTRUCTIONS 


Subtraction of 
Unsigned 


Numbers A,#4C ;load A with value 4CH 
(cont’) SUBB A,#6EH ;subtract 6E from A 


JNC NEXT put CY=0 jJumo to NEXT 
PIs A ;1if CY=1, take 1’s complement 
TG A ;and increment to get 2’s comp 
NEXT: MOV R1,A ;save A in Rl : 
ar2’s 
Solution: J 
AC 0100: 1106 O100° LLO0 
CY=0, the result is positive; OT: LG 1001 0010 


CY=1, the result is negative 


S 
and the destination has the 


2’s complement of the result @ Invert carry 


Owe 0 


SUBB when CY = 1 


This instruction is used for multi-byte 
numbers and will take care of the borrow 


of the lower operand 
Joa =A = 62H — 96H -0=CCH 
C CY =1 
A,#62H ;A=62H 
A,#96H ;62H-96H=CCH with CY=1 
R/,A ;save the result 
A #270. #A=078 


A,#12H ;27H-12H-1=14H 
R6,A ;save the result 


Sci tina: A = 27H - 12H-1= 14H 
olution: CY =0 


We have 2762H - 1296H = 14CCH. 


The 8051 supports byte by byte 
multiplication only 


The byte are assumed to be unsigned data 
MUL AB 3AKB, LO=bat result: an By; A 


MOV A, #25H ;load 25H to reg. <A 
MOV B, #65H load 65H to reg. 6B 


MUL AB 7;25H * 65H = E99 where 
7B = OEH and 99H 


Unsigned Multiplication Summary (MUL AB) 


Multiplication Operand! | Operand2 


Byte x byte |A B = high byte 
A = low byte 


The 8051 supports byte over byte 
division only 
The byte are assumed to be unsigned data 
DIV AB ;divide A by B, A/B 


MOV A, #95 pieed. 95-to reg... A 
MOV B, #10 rload 10 to req, EB 


MUL AB ;A = O09(guotient) and 
,;B = 05 (remainder) 


Unsigned Division Summary (DIV AB) 


CY is always 0 


IfB #0, OV =0 
If B = 0, OV = 1 indicates error 


(a) Write a program to get hex data in the range of 00 — FFH from 
port 1 and convert it to decimal. Save it in R7, R6 and RS. 
(b) Assuming that P1 has a value of FDH for data, analyze program. 


Solution: 
(a) 
MOV A, #OFFH 
MOV P1,A ;make Pl an input port 
MOV A,Pl ;read data from Pl 
MOV B,#10 ;B=0OA hex 
DIV AB ;divide by 10 
MOV -R/,;B ;save lower digit 
MOV B, #10 
DIV AB ;divide by 10 once more 
MOV R6,B ;save the next digit 
MOV R5,A ;save the last digit 


(b) To convert a binary (hex) value to decimal, we divide it by 10 
repeatedly until the quotient is less than 10. After each division the 
remainder is saves. 

Q R 
FD/OA 19 3 (low digit) 
19/0A = 5 (middle digit) 

2. (haath. aga) 

Therefore, we have FDH=253. 


D7 (MSB) is the sign and DO to D6 are 
the magnitude of the number 


lf D7=0, the operand is positive, and If 
D7=1, it is negative 


D7 D6 D5 D4 D3 D2 D1 ODO 


Sign Magnitude 
Positive numbers are O to +127 


Negative number representation (2’s 
complement) 


Write the magnitude of the number in 8-bit 
binary (no sign) 


Invert each bit 
Add 1 to it 


Show how the 8051 would represent -34H 


SIGNED Solution: 
i; OO11 0100 34H given in binary 
Se RS a LEOO: J0" 1 invert each bit 
Se :, LOO» a ONO add. 1. (which -ae ‘CC “11m hex) 
Signed number representation of -34 in 2’s complement is CCH 
Signed 8-bit 
Operands Decimal Bamaway, Hex 
(cont’) pee SO OE On ed 
-127 1000 0001 81 
126 to00010, 8 
-2 1111 1110 FE 
eid 1111 1111 FF 
O 0000 OOOO 00 
ard 0000 0001 01 
+2 0000 0010 02 
+127 0111 1111 7F 


HANEL 


If the result of an operation on signed 
numbers ts too large for the register 


An overflow has occurred and the 
programmer must be noticed 


Examine the following code and analyze the result. 


MOV A, #+96 ;A=0110 0000 (A=60H) 
MOV R1,#+70 ;R1=0100 0110 (R1=46H) 
ADD A,R1 ,;A=1010 0110 
; A=A6H=-90, INVALID 
Solution: 
+96 0110 0000 
+ +70 0100 0110 


+ 166 1010 0110 and OV =l1 


According to the CPU, the result is -90, which is wrong. The CPU 
sets OV=1 to indicate the overflow 


In 8-bit signed number operations, 
OV is set to 1 if either occurs: 
There is a carry from D6 to D7, but no 
carry out of D7 (CY=0) 
There is a carry from D7 out (CY=1), but 
no carry from D6 to D7 
;A=1000 0000 (A=80H) 


,;R4=1111 1110 (R4=FEH) 
,;A=0111 1110 (A=7EH=+126, INVALID) 


LOO0> 0.000 


TA. Le 
O111 1110 and OV=1 


OV=1 
The result +126 is wrong 


MOV A,#-2 ;A=1111 1110 (A=FEH) 
MOV R1,#-5 ;R1l=1111 1011 (R1=FBH) 
ADD A,RI1 ;A=1111 1001 (A=F9H=-7, 
;Correct, OV=0) 
sD Cp Ee 
eles. “LO 
1111 1001 and OV=0 


OV =0 
The result -7 is correct 


MOV Ay #+7 ,A=0000 0111 (A=07H) 
MOV R1,#+18 ;R1=0001 0010 (R1=12H) 


ADD A,R1 ,;A=0001 1001 (A=19H=+25, 
,COrrect,OV=0) 


0000 O111 
0001 OO10 
0001 1001 and OV=0 


OV =0 
The result +25 is correct 


In unsigned number addition, we must 
monitor the status of CY (carry) 
Use J NC or J C instructions 


In signed number addition, the OV 
(overflow) flag must be monitored by 
the programmer 

JB PSW.2 or JNB PSW.2 


Qo To make the 2’s complement of a 
SIGNED 


ARITHMETIC [immobile 

INSTRUCTIONS 
CPL A ;1’s complement (invert) 
ADD A, #1 ,;add | to make 2's comp. 


2'S 
Complement 


ANL destination, source 
,dest = dest AND source 
This instruction will perform a logic 
AND on the two operands and place 
the result in the destination 


The destination is normally the 
accumulator 


The source operand can be a register, in 
memory, or immediate 


Show the results of the following. 


MOV A,#35H ;A = 35H 

ANL A,#0OFH ; A AND_OFH 
ANL is often used to 
mask (set to 0) certain 
bits of an operand 


ORL destination, source 
,dest = dest OR source 
The destination and source operands 
are ORed and the result is placed in 
the destination 


The destination is normally the 
accumulator 


The source operand can be a register, in 
memory, or immediate 


Show the results of the following. 


MOV A,#04H ii. = 
ORL A,#68H 7A 
ORL instruction can be 
04H 0 0 used to set certain bits 
68H O}1 of an operand to 1 
6CH OL 


XRL destination, source 
,dest = dest XOR source 
This instruction will perform XOR 
operation on the two operands and 
place the result in the destination 


The destination is normally the 
accumulator 


The source operand can be a register, in 
memory, or immediate 
Show the results of the following. 
MOV A,#54H 


XRL A,#78H 


XRL instruction can be 
54H 


bits of an operand 
ZC 


0: J used to toggle certain 
78H ey ial 
0 0 


The XRL instruction can be used to clear the contents of a register by 
XORing it with itself. Show how XRL A,A clears A, assuming that 
AH = 45H. 


45H 
45H 


Read and test P1 to see whether it has the value 45H. If it does, send 
99H to P2; otherwise, it stays cleared. 
? XRL can be used to 


Solution: see if two registers 
MOV P2,#0 ;clear P2 Je eaiaeremeliele 
MOV P1/#OFFH ;make Pl an input port 
MOV R66, #45H ;R3=45H 
MOV fA, Pl ;read Pl 
XRL A,R3 
JNZ, EXIT ;jump if A is not 0 
MOV \P2,#99H 

If both registers have the same 
value, 00 is placed in A. JNZ 
and JZ test the contents of the 
accumulator. 


CPL A ;complements the register A 
This is called 1’s complement 


MOV A, #55H 
CPL A ;now A=AAH 


20000 VOLO. ( s5H } 
;becomes 1010 1010 (AAH) 


To get the 2’s complement, all we 
have to do is to to add 1 to the 1’s 
complement 


CUNE destination, source,rel. addr. 


The actions of comparing and jumping 
are combined into a single instruction 
called CUNE (compare and jump if not 
equal) 
The CJUNE instruction compares two 
Operands, and jumps if they are not equal 
The destination operand can be in the 
accumulator or in one of the Rn registers 


The source operand can be in a register, in 
memory, or immediate 

The operands themselves remain unchanged 
It changes the CY flag to indicate if the 
destination operand is larger or smaller 


CJUNE R5,#80,NOT EQUAL ;check R5 for 80 
LOGIC AND i 


COMPARE NOT EQUAL: 
| NSTRUCTIONS JNC Puno ak Ro > 60 
ae fro < BU 
Compare 
|nstruction Compare Carry Flag 
(cont’) destination > source CY =O 


destination < source CY=1 


CY flag is always 
checked for cases 


Me ter or less Q Notice in the CUNE instruction that any 
than, but only after Rn register can be compared with an 
it is determined that immediate value 


they are not equal ; ; 
i : > There is no need for register A to be 
involved 


The compare instruction is really a 
subtraction, except that the operands 
remain unchanged 


Flags are changed according to the 
execution of the SUBB instruction 


Write a program to read the temperature and test it for the value 75. 
According to the test results, place the temperature value into the 
registers indicated by the following. 

IfT =75 then A= 75 

If T < 75 then Rl =T 

If T > 75 then R2 =T 


Solution: 
MOV P1,#0FFH ;make Pl an input port 
MOV A, Pl read Pl port 
CUNE A,#/5,;OVER 77 ump if A as not: 75 
SUMP EXIT ;A=75, exit 
JNC NEXT ,;if CY=0 then A>75 
MOV R1,A PCYH=L, sA< 1/5». Save at Ri 
SJMP EXIT ; and exit 
MOV R2,A ;A>75, save it in R2 


RR A ,rotate right A 


In rotate right 


The 8 bits of the accumulator are rotated 
right one bit, and 


Bit DO exits from the LSB and enters into 
MSB, D7 


i MSB——>LSB 7 


RL A ;rotate left A 


ROTATE 
Waurierete — 'n rotate left 


AND DATA > The 8 bits of the accumulator are rotated 
SERI ALI ZATION left one bit, and 
> Bit D7 exits from the MSB and enters into 
Rotating Right LSB, DO 


and Left 


(cont’) 


: MSB+— LSB ! 


MOV A, #72H 7A = 0111 0010 
RL A 7A = 1110 0100 
RL A 7A = 1100 1001 


RRC A PrOtece YIGht through Carry 
In RRCA 


Bits are rotated from left to right 


They exit the LSB to the carry flag, and 
the carry flag enters the MSB 


i MSB—~>LSB CY | 


CLE € s;make CY = 0 
MOV A, #26H -A = 0010 0110 


0001 OO11 
0000 1001 
1000 O100 


RRC A 
RRC A 
RRC A 


RLC A PELOtece JteLL. EAL Ougn Carry 
In RLCA 
Bits are shifted from right to left 


They exit the MSB and enter the carry flag, 
and the carry flag enters the LSB 


Write a program that finds the number of Is in a given byte. 


MOV R1, #0 


MOV R7,#8 ;count=08 
MOV 


RLC 
JNC echeck Tor CY 


INC 21 CY=_ add: to count 
DINZA R/7,AGAIN 


Serializing data is a way of sending a 
byte of data one bit at a time through 
a single pin of microcontroller 


Using the serial port, discussed in Chapter 
10 


To transfer data one bit at a time and 


control the sequence of data and spaces 
In between them 


Transfer a byte of data serially by 
Moving CY to any pin of ports PO — P3 
Using rotate instruction 


Write a program to transfer value 41H serially (one bit at a time) 
via pin P2.1. Put two highs at the start and end of the data. Send the 
byte LSB first. 


Solution: 
A, #41H 
Po anme fal 
Ha amine dal 


‘senda CY Co°>P2Z.1 

;high 

;high 
Pin 


[| Register A | 


D7. DO 


Write a program to bring in a byte of data serially one bit at a time 
ROTATE via pin P2.7 and save it in register R2. The byte comes in with the 
INSTRUCTION Ggs:8itae 
AND DATA Solution: 
SERI ALI ZATION MOV 
AGAIN: MOV pDriInNg ga acc 
RRC 
Serializing Data DJNZ 
(cont’) MOV ;save it 


Pin 


Treisera [ 


D7 DO 


o There are several instructions by which 


eeOK the CY flag can be manipulated directly 
AND DATA Instruction Function 
SERI ALI ZATION aan é aC 
‘CLR CC ———— Clearcarrybit(CY=0) i s—i(i‘:;:~™S 
Single-bit “CPL C  Complementcarrybit 
@leseitepceiiica) = MOY B/C Copy carry status to bit location (CY = b) 
CY Mov rb Copy bit location status to carry (b=CY) 
JNC target J ump to target if CY = O 
“JC target‘ jJumptotargetifCY=1 | 
‘ANL C,bit = ANDCYwithbitandsaveitonCY ~—> 
-ANL C,/bit ~~ AND CY with inverted bit and save it on CY | 
ORL C,bit  ORCYwithbitandsaveitonCY 


ORI "€7/ bit OR CY with inverted bit and save it on CY 


Assume that bit P2.2 is used to control an outdoor light and bit P2.5 
a light inside a building. Show how to turn on the outside light and 
turn off the inside one. 


Solution: 
ro dil 
ORL 
MOV 
CLR 
ANL 
MOV 


.CY = 1. 
;CY = P2.2 ORed w/ CY 
Sturn 2 Om Lr not -on 
CY = 0 
cy P2.5 ANDed w/ CY 
ecu LL Ole Ar NOE. OFT 


Write a program that finds the number of Is in a given byte. 


Solution: 
MOV 
MOV 
MOV 
BiG 
JNC 
LNG 
DJNZ 


R1, #0 ;Rl keeps number of 1s 
R7,#8 ;counter, rotate 8 times 
A,#97H ;find number of 1s in 97H 
A rotate 1. thru CY 
NEXT rcheck CY 

Ri eit CY=ly Inc CoUnE 
R7,AGAIN ;go thru 8 times 


SWAP A 


It swaps the lower nibble and the 
higher nibble 


ln other words, the lower 4 bits are put 
into the higher 4 bits and the higher 4 bits 
are put into the lower 4 bits 


SWAP works only on the accumulator 
(A) 


before : D7-D4 D3-D0 
after : D3-D0 D7-D4 


Find the contents of register A in the following code. 
ROTATE In the absence of a SWAP instruction, how would you 
INSTRUCTION exchange the nibbles? Write a simple program to show the 

AND DATA process. 


SERI ALI ZATION 


Solution: 


SWAP 
(cont’) 


BCD AND ASCII 
APPLI CATION 
PROGRAMS 


Key 


O;/AMAINIANDIUIBRIWINIF|O 


ASCII (hex) 
30 
31 
32 
33 
34 
35 
36 
37 
38 
39 


Binary 

011 0000 
011 OOO1 
011 0010 
O11 0011 
011 0100 
011 0101 
011 0110 
O11 0111 
011 1000 
O11 1001 


BCD (unpacked) 
0000 0000 
0000 0001 
0000 0010 
0000 0011 
0000 0100 
0000 0101 
0000 0110 
0000 0111 
0000 1000 
0000 1001 


The DSS5000T microcontrollers have a 
real-time clock (RTC) 
The RTC provides the time of day (hour, 
minute, second) and the date (year, 
month, day) continuously, regardless of 
whether the power is on or off 
However this data is provided in 
packed BCD 


To be displayed on an LCD or printed by 
the printer, it must be in ACSII format 


Packed BCD Unpacked BCD ASCII 


29H - 02H & 09H 32H & 39H 


0010 1001 0000 0010 & 0011 0010 & 


0000 1001 0011 1001 


To convert ASCII to packed BCD 


It is first converted to unpacked BCD (to 
get rid of the 3) 


Combined to make packed BCD 


key ASCII Unpacked BCD Packed BCD 


4 34 0000 0100 =» 
a 37 0000 0111 0100 0111 or 47H 


A, #'4' ;A=34H, hex for ‘4’ 
R1l,#’7' ;R1l=37H,hex for ‘7’ 

A, #OFH ;mask upper nibble (A=04) 
R1,#O0FH ;mask upper nibble (R1=07) 
A ;A=40H 

A, Rl ;A=47H, packed BCD 


Assume that register A has packed BCD, write a program to convert 
packed BCD to two ASCII numbers and place them in R2 and R6. 


MOV A,#29H ;A=29H, packed BCD 
MOV R2,A ;keep a copy of BCD data 
ANL A,#0OFH ;mask the upper nibble (A=09) 
ORL A,#30H ;make it an ASCII, A=39H(‘*9’) 
MOV R6,A ;save it 
MOV A,R2 ;A=29H, get the original 
data 
ANL A, #OFOH ;mask the lower nibble 
RR A srotate right 
RR A srotale. Fight 
RR A SrOtate Fignt 
RR A srotate: Trignt 
AL #30H :AS32H, ASCIT Ghar. 727 
R2,A ;save ASCII char in R2 


Assume that the lower three bits of Pl are connected to three 
switches. Write a program to send the following ASCII characters 
to P2 based on the status of the switches. 

000 ‘0’ 

001 a i 

010 oe 

011 ‘3’ 

100 °A’ 

101 “5 

110 ‘6’ 

“7 


Solution: 


DPTR, #MYTABLE 
A, Pl ,get SW status 
A, #07H ymask all but lower 3 
A,@A+DPTR ;get data from table 
;display value 
;stay here 


MYTABLE DB 
END 


To ensure the integrity of the ROM 
contents, every system must perform 
the checksum calculation 
The process of checksum will detect any 
corruption of the contents of ROM 


The checksum process uses what is called 
a checksum byte 


The checksum byte is an extra byte that is 
tagged to the end of series of bytes of data 


To calculate the checksum byte of a 
series of bytes of data 


Add the bytes together and drop the 
carries 


Take the 2’s complement of the total sum, 

and it becomes the last byte of the series 
To perform the checksum operation, 
add all the bytes, including the 
checksum byte 

The result must be zero 


If it is not zero, one or more bytes of data 
have been changed 


Assume that we have 4 bytes of hexadecimal data: 25H, 62H, 3FH, and 
52H.(a) Find the checksum byte, (b) perform the checksum operation to 
ensure data integrity, and (c) if the second byte 62H has been changed 
to 22H, show how checksum detects the error. 


Solution: 
(a) Find the checksum byte. 
25H The checksum is calculated by first adding the 
62H bytes. The sum is 118H, and dropping the carry, 
3FH we get 18H. The checksum byte is the 2’s 
52H complement of 18H, which is E8H 
118H 
(b) Perform the checksum operation to ensure data integrity. 
25H 
62H Adding the series of bytes including the checksum 
3FH byte must result in zero. This indicates that all the 
52H bytes are unchanged and no byte is corrupted. 
E8H 
200H (dropping the carries) 
(c) If the second byte 62H has been changed to 22H, show how 
checksum detects the error. 
25H 
22H Adding the series of bytes including the checksum 
3FH byte shows that the result is not zero, which indicates 
52H that one or more bytes have been corrupted. 
E8H 
1COH (dropping the carry, we get COH) 


Many ADC (analog-to-digital converter) 
chips provide output data in binary 
(hex) 

To display the data on an LCD or PC 


screen, we need to convert it to ASCII 


Convert 8-bit binary (hex) data to decimal 
digits, OOO — 255 


Convert the decimal digits to ASCII digits, 
30H — 39H 


$051 PROGRAMMING INC 


The 8051 Microcontrol/er and Ernbedded 
Systems: Using Assembly and C 
Mazidi, Mazidi and McKinlay 


Chung-Ping Young 
aie 


QO Compilers produce hex files that is 
WHY downloaded to ROM of microcontroller 
PROGRAM a 
> The size of hex file is the main concern 
= Microcontrollers have limited on-chip ROM 
=" Code space for 8051 Is limited to 64K bytes 
Q C programming is less time consuming, 
but has larger hex file size 


g The reasons for writing programs in C 

> It is easier and less time consuming to 
write in C than Assembly 

> Cis easier to modify and update 

> You can use code available in function 
libraries 

> C code is portable to other microcontroller 
with little of no modification 


8051 IN C 


Q A good understanding of C data types 
for 8051 can help programmers to 
create smaller hex files 

> Unsigned char 


DATA TYPES 


> Signed char 

> Unsigned int 

> Signed int 

> Sbit (single bit) 
> Bit and sfr 


4g The character data type is the most 
natural choice 


DATA TYPES 


Unsigned char > 8051 Is an 8-bit microcontroller 


ag Unsigned char is an 8-bit data type in 
the range of O — 255 (OO — FFH) 


> One of the most widely used data types 
for the 8051 


=" Counter value 
=" ASCII characters 
o C compilers use the signed char as the 
default tf we do not put the keyword 
unsigned! 


DATA TYPES 


Unsigned char 
(cont’) 


ve HANEL 


Write an 8051 C program to send values 00 — FF to port P1. 
Solution: . Pay careful attention to 
#include <reg51.h> the size of the data 
void main (void) . Try to use unsigned char 


{ instead of int if possible 
uns LOoned. ‘char 7; 


for (z=02 7<=255*Zz++) 
Pl=z; 


Write an 8051 C program to send hex values for ASCII characters of 
0,1,2,3,4,5, A, B, C, and D to port P1. 


Solution: 


#include <reg51.h> 
vVOLd MmMain(vo1d) 
{ 
unsigned char mynum[]=“012345ABCD”; 
unsigned. char. Zz; 
for (z=0; z<=10;z++) 
Pl=mynum[z]; 


DATA TYPES 


Unsigned char 
(cont’) 


Write an 8051 C program to toggle all the bits of Pl continuously. 


Solution: 


//Toggle Pl forever 
#include <reg51.h> 
vVO1Ld main (vo1d) 
{ 
for (77) 
{ 
Ol=0%55) 
pl=0xAA; 
} 


ag The signed char Is an 8-bit data type 

DATA TYPES > Use the MSB D7 to represent — or + 
> Give us values from —128 to +127 

Q We should stick with the unsigned char 
unless the data needs to be 
represented as signed numbers 

> temperature 


Signed char 


Write an 8051 C program to send values of -4 to +4 to port P1. 


Solution: 


//Singed numbers 
#include <reg51.h> 
void main(void) 
{ 
Char. mynua| [={ Piya yt2 e257 37-3714 4a 


unsigned char Z; 
Lor (2=05 2<=67 >>) 
Pl=mynum[z]; 


4g The unsigned int is a 16-bit data type 
> Takes a value in the range of O to 65535 
Unsigned and (0000 — FFFFH) 


Signed int >» Define 16-bit variables such as memory 
addresses 


> Set counter values of more than 256 


DATA TYPES 


> Since registers and memory accesses are 
in 8-bit chunks, the misuse of int variables 
will result in a larger hex file 
Q Signed int is a 16-bit data type 
> Use the MSB D15 to represent — or + 


> We have 15 bits for the magnitude of the 
number from —32768 to +32767 


DANU-MD4essme | Write an 8051 C program to toggle bit DO of the port P1 (P1.0) 


50,000 times. 


Single Bit Solution: 


(cont’) #incl <reg51.h> 
sbit MYBIT=P1%0O; 


sbit keyword allows access to the 
single bits of the SFR registers 


void main(void) 
{ 
unsigned int Zz; 
for (z=0;z<=50000;z++) 
{ 
MYBIT=0; 
MYBIT=1; 
} 


HANEL 


Q The bit data type allows access to 
single bits of bit-addressable memory 
ziteprava eae Spaces 20 — 2FH 


DATA TYPES 


Oo To access the byte-size SFR registers, 
we use the sfr data type 


Data Type Size in Bits Data Range/Usage 
unsigned char = 8-bit Oo. 255 

(signed) char = 8-bit -128 to +127 

unsigned int 16-bit O to 65535 

(signed) int 16-bit -32768 to +32767 

sbit 1-bit SFR bit-addressable only 
bit 1-bit RAM bit-addressable only 


sfr 8-bit RAM addresses 80 — FFH only 


o There are two way s to create a time 
EI BIB Esa delay in 8051 C 

> Using the 8051 timer (Chap. 9) 

> Using a simple for loop 


be mindful of three factors that can affect 
the accuracy of the delay 
=" The 8051 design 
— The number of machine cycle 
— The number of clock periods per machine 
cycle 
= The crystal frequency connected to the X1 — X2 
input pins 
=" Compiler choice 


— C compiler converts the C statements and 
functions to Assembly language instructions 


— Different compilers produce different code 


TIME DELAY 


(cont’) 


ve HANEL 


Write an 8051 C program to toggle bits of P1 continuously forever 
with some delay. 


Solution: 


//Toggle Pl forever with some delay in between 
fF" on" end. “ort” 


#include <regol ho We must use the oscilloscope to 
vold main(void) 


measure the exact duration 
unsigned int/x; 
EO (gy) 
{ 
Ol=0x55; 
for (x=0;x<40000;x++); //delay size 
//unknown 


//crepeat forever 


pl=O0xAA; 
for (x=0;x<40000;x++); 


TIME DELAY Write an 8051 C program to toggle bits of Pl ports continuously with 
(cont’) a 250 ms. 


Solution: 


#include <reg51.h> 

void MSDelay (unsigned int); 

void main(void) 

{ 
while (1) //crepeat forever 
{ 

pl=0x55; 
MSDelay (250) ; 
p1l=0xAA; 
MSDelay (250) ; 


} 


void MSDelay(unsigned int itime) 
{ 
unsigned int i,j; 
for (i=0;i<itime;i+t) 
for (j=07 (<12/5;7 447) 


ve HANEL 


I/O 
PROGRAMMING 


Byte Size |/O 


LEDs are connected to bits Pl and P2. Write an 8051 C program that 
shows the count from 0 to FFH (0000 0000 to 1111 1111 in binary) 
on the LEDs. 


Solution: 


tinclude <reg51 io Ports PO — P3 are byte-accessable 
#defind LED P2; and we use the PO — P3 labels as 
defined in the 8051/52 header file. 
void main(void) 
{ 
P1=00: //clear Pl 
LED=0; //clear P2 
for (3s) //crepeat forever 
{ 
Pl++; //increment Pl 
LED++; //increment P2 
} 


1/O Write an 8051 C program to get a byte of data form P1, wait 1/2 
Yee 2VANWIWIEN(e) | second, and then send it to P2. 


Solution: 


B\YnowelP4oMPAOMe | Hinclude <reg51.h> 
(cont’) void MSDelay(unsigned int); 


vyo1ld main (void) 
{ 
unsigned char mybyte; 
P1=OxFF; //make Pl input port 
while (1) 
{ 
mybyte=P1; //get a byte from Pl 
MSDelay (500) ; 
P2=mybyte; //send it to P2 
} 


ve HANEL 


I/O 
PROGRAMMING 


Byte Size |/O 


(cont’) 


ve HANEL 


Write an 8051 C program to get a byte of data form PO. If it is less 
than 100, send it to P1; otherwise, send it to P2. 


Solution: 


#include <reg51.h> 


void main(void) 
{ 
unsigned char mybyte; 
PO=OxFF; //make PO input port 
while (1) 
{ 
mybyte=P0; //get a byte from PO 
if (mybyte<100) 
Pl=mybyte; //send it to Pl 
else 
P2=mybyte; //send 1 to P2 


I/O 
PROGRAMMING 


Bit-addressable 
I/O 


HANEL 


Write an 8051 C program to toggle only bit P2.4 continuously without 
disturbing the rest of the bits of P2. 


Solution: Ports PO — P3 are bit- 
addressable and we use 


sbit data type to access 


a single bit of PO - P3 
sbit mybit=P2%4; 


void main (void) Use the Px“y format, where 
{ x 1s the port 0, 1, 2, or 3 and 


a (1) y is the bit 0 — 7 of that port 


mybit=1; / 7 CGEn, on 22.4 


mybi.t=0; //turn off P2.4 
} 


1/O Write an 8051 C program to monitor bit P1.5. If it is high, send 55H 
OE 2VANWIMIEN(G | to PO; otherwise, send AAH to P2. 


Solution: 


piitmrele@lgsccreletes | #include <reg51.h> 
1/O S62 Mmybrc—Pi 5S: 
(cont’) VOoId Main (701d) 
{ 
mybit=1; //make mybit an input 
while (1) 
{ 
if (mybit==1) 
PO=0x5 5} 
else 
P2=0xXAA; 


HANEL 


I/O 
PROGRAMMING 


Bit-addressable 
I/O 


(cont’) 


ve HANEL 


A door sensor is connected to the P1.1 pin, and a buzzer is connected 
to P1.7. Write an 8051 C program to monitor the door sensor, and 
when it opens, sound the buzzer. You can sound the buzzer by 
sending a square wave of a few hundred Hz. 


Solution: 


#include <reg51.h> 

void MSDelay (unsigned int); 
sbit Dsensor=P1%1; 

sbit Buzzer=P1%7; 


VoLd Main Cvoid) 
{ 
Dsensor=1; //make Pl.1 an input 
while (1) 
{ 
while (Dsensor==1) //while it opens 
{ 

Buzzer=0; 
MSDelay (200); 
Buzzer=1; 
MSDelay (200); 


The data pins of an LCD are connected to P1. The information is 
We latched into the LCD whenever its Enable pin goes from high to low. 


Write an 8051 C program to send “The Earth is but One Country” to 
PROGRAMMI NGI 


Solution: 


7 r | 
Bit-addressable I a—s <reg51.h> 


I/O #define LCDData Pl //LCDData declaration 
(cont’) shit. En=P2°0O; //the enable pin 


void main(void) 
{ 
unsigned char message[] 
=“The Earth is but One Country”; 
unsigned char Z; 
kor (zZ=0) 25209717). 7/ Send .20 characters 
{ 
LCDData=message[z]; 
En=1; //a high- 
En=0; //-to-low pulse to latch data 
} 


ve HANEL 


I/O 
PROGRAMMING 


Accessing SFR 
Addresses 
80 - FFH 


HANEL 


Write an 8051 C program to toggle all the bits of PO, P1, and P2 
continuously with a 250 ms delay. Use the sfr keyword to declare the 


port addresses. Another way to access the SFR RAM 
Solution: space 80 — FFH is to use the s/r data type 


C€essing Ports as SFRsS using sfr data type 
sfr PO=0x80; 
sfr P1=0x90; 
sfr P2=0xA0; 
void MSDelay (unsigned int); 


void main(void) 
{ 
while (1) 
{ 
PO=0x55; 
P1l=0x55; 
P2=0x55; 
MSDelay (250) ; 
PO=0xAA; 
P1=0xAA; 
P2=0xAA; 
MSDelay (250) ; 


Write an 8051 C program to turn bit P1.5 on and off 50,000 times. 


Solution: We can access a single bit of any 


sbit MYBIT=0x95; SFR if we specify the bit address 


VO.d Wain (yo.d) 
{ 
unsioned int °z; 
for (z=0;z<50000;z+t) 
{ 
MYBIT=1; 
MYBIT=0; 
} 


Notice that there isno #include <reg51.h>. 
This allows us to access any byte of the SFR RAM 
space 80 — FFH. This is widely used for the new 
generation of 8051 microcontrollers. 


1/O Write an 8051 C program to get the status of bit P1.0, save it, and 
OE VNVIMIAN(G) | Send it to P2.7 continuously. 


Solution: 


Using bit Data #include <reg51.h> 
Type for Soil 1nbit=Pl“0? 
: sbit outbit=P2%7; 
Bit-addressable bit membit; //use bit to declare 
RAM a oe //bit- addressable memory 


We use bit data type to access 
void main(void) 
data in a bit-addressable section 
while (1) of the data RAM space 20 — 2FH 
{ 
membit=inbit; //get a bit from P1.0 


outbit=membi.t; /J/senda 2c. to P2.7 
} 


HANEL 


4g Logical operators 
> AND (&&), OR (||), and NOT (!) 


Qo Bit-wise operators 


Bit-wise > AND (&), OR (|), EX-OR (*%), Inverter (~), 
Operators in C Shift Right (>>), and Shift Left (<<) 


= These operators are widely used in software 
engineering for embedded systems and control 


Bit-wise Logic Operators for C 


LOGIC 
OPERATIONS 


Department of Computer Science and Information Engineering 
National Cheng Kung University, TAIWAN 


LOGIC Run the following program on your simulator and examine the results. 


OPERATIONS iRSS ree 


#include <reg51.h> 


Bit-wise 
Operators in C Rae 

(cont’) PO=0x35 & OxOF; //ANDing 
P1=0x04 | 0x68; / 7 OR ino 
P2=0x54 * Ox7s: //XORing 
PQ=~0x55; //inversing 
P1=0x9A >> 3; J/7Ssurrting Laghe. 3 
P2=0%77 >> a> //shifting right 4 
PO=0x6 << 4; //Ssnitting Léert.4 


ve HANEL 


LOGIC Write an 8051 C program to toggle all the bits of PO and P2 
OPERATIONS continuously with a 250 ms delay. Using the inverting and Ex-OR 
operators, respectively. 


Bit-wise Solution: 


Ojos e-lnelemiame@m | tinclude <reg51.h> 
: void MSDelay (unsigned int); 
(cont’) 


void main (void) 
{ 
PO=0x55; 
P2=Ux55; 
while (1) 
{ 
PO=~PU¢ 
P2=P2°0xFF; 
MSDelay (250); 
} 


HANEL 


LOGIC Write an 8051 C program to get bit P1.0 and send it to P2.7 after 
Oo) sey-WEL@)Niswe | inverting It. 


Solution: 


Bit-wise #include <reg51.h> 
, bit inbit=P1%0; 
rators in : i 
Ope Se > C Sot Ouro Li=b2 7/3 
(cont’) bit membit; 


VOLO Maint vor) 
{ 
while (1) 
{ 
membit=inbit; //get a bit from P1.0 
Ooutbit=~-membit; //invert it and send 
(#1. 26. P27 


ve HANEL 


LOGIC Write an 8051 C program to read the P1.0 and P1.1 bits and issue an 
OPERATIONS ASCII character to PO according to the following table. 
P1.1 P1.0 


0) 0 send ‘0’ to PO 
Bit-wise send ‘1’ to PO 


0 ] 
Operators in C l 0 send ‘2’ to PO 
(cont’) | I send ‘3’ to PO 
Solution: 


#include <reg51.h> 


Vold main (7oid) 
{ 
unsignbed char Zz; 
Z=Pl1; 
Z=Z&0x3; 


LOGIC switch (z) 
OPERATIONS 


{ 


Bit-wise 
Operators in C 
(cont’) 


DN TAN Write an 8051 C program to convert packed BCD 0x29 to ASCII and 
CONVERSION display the bytes on P1 and P2. 


Solution: 


mcl@ Ome ODRrem | #include <reg51.h> 


ASC ‘ void main(void) 
Conversion f 

unsigned char x, y,zZ? 
unsigned char mybyte=0x29; 
x=mybyte&0x0F; 
Pl=x|0x30; 
y=mybyteé&OxFO; 
y=y>>4; 
P2z=y7 | 0x30; 


HANEL 


DANA Write an 8051 C program to convert ASCII digits of ‘4’ and ‘7’ to 
CONVERSION packed BCD and display them on P1. 


Solution: 
ASCII to finclude <reqsl.h> 
Packed BCD | | | 
vold main (void) 


Conversion { 
unsigned char bcdbyte; 
unsigned char w=*4’; 
unsigned char z=*7"; 
w=wé&O0xO0F; 
w=w<<4; 
Z=Z&OXOF; 
bcdbyte=w|z; 
Pl=bcdbyte; 


HANEL 


DATA Write an 8051 C program to calculate the checksum byte for the data 
25H, 62H, 3FH, and 52H. 
CONVERSION 


Solution: 


include <reg51.h> 
Checksum Byte [iiaaenenenanede 


in ROM void main(void) 
{ 
unsigned char mydata||={0x25, 0x62, 0x3F,0x3a2} 
unsigned char sum=0; 
unsigned char x; 
unsigned char chksumbyte; 
for (x=0;x<4;x1+1) 
{ 
P2=mydata[x]; 
sum=sumtmydata[x]; 
Pl=sum; 
} 
chksumbyte=~sumt1; 
Pl=chksumbyte; 


ve HANEL 


DATA Write an 8051 C program to perform the checksum operation to 


CONVERSION ensure data integrity. If data is good, send ASCII character ‘G’ to PO. 
Otherwise send ‘B’ to PO. 


Checksum Byte Solution: 


in ROM #include <reg51.h> 
(cont’) void main(void) 
{ 
unsigned char mydata[] 
=(O0RZ5, 0X62 ,0R SF, 0252,0RES}? 
unsigned char shksum=0; 
unsigned char x; 
for (x=0;x<5;x++) 
chksum=chksumtmydata [x]; 
if (chksum==0) 
POQ=‘G'; 
else 
PO="*B" 3 


HANEL 


DANA 
CONVERSION 


Binary (hex) to 
Decimal and 
ASCII 
Conversion 


ve HANEL 


Write an 8051 C program to convert 11111101 (FD hex) to decimal 
and display the digits on PO, Pl and P2. 


Solution: 


#include <reg51.h> 


void main(void) 
{ 

unsigned char x,binbyte,dl,d2,d03; 
binbyte=0xFD; 
x=binbyte/10; 
dl=binbyte%10; 
d2=x%s10; 
d3=x/10; 
PO=d1; 
Pl=d?; 
P2=d3; 


ACCESSI NG 
CODE ROM 


RAM Data 
Space Usage 
by 8051 C 
Compiler 


go The 8051 C compiler allocates RAM 
locations 
> Bank O— addresses O — 7 


> Individual variables — addresses O08 and 
beyond 


> Array elements — addresses right after 
variables 
# Array elements need contiguous RAM locations 
and that limits the size of the array due to the 
fact that we have only 128 bytes of RAM for 
everything 
> Stack — addresses right after array 
elements 


ACCESSI NG 
CODE ROM 


RAM Data 
Space Usage 
by 8051 C 
Compiler 


(cont’) 


Compile and single-step the following program on your 8051 
simulator. Examine the contents of the 128-byte RAM space to locate 
the ASCII values. 


Solution: 


#include <reg51.h> 


void main(void) 
{ 
unsigned char mynum[]=“ABCDEF”; //RAM space 
unsigned char Zz; 
for (z=0;z<=6;z++) 
Pl=mynum[z]; 


ACCESSI NG 
CODE ROM 


RAM Data 
Space Usage 
by 8051 C 


Compiler 
(cont’) 


HANEL 


Write, compile and single-step the following program on your 8051 
simulator. Examine the contents of the code space to locate the values. 


Solution: 


#include <reg51.h> 


void main(void) 
{ 
unsigned char mydata[100]; //RAM space 
unsigned char x, z=0; 
for (x=0;x<100;x++4) 
{ 
ae 
mydata[x]=z; 
Pl=zZz; 


a One of the new features of the 8052 
was an extra 128 bytes of RAM space 
> The extra 128 bytes of RAM helps the 
8052 RAM Data 8051/52 C compiler to manage its 
Space registers and resources much more 
effectively 


ACCESSI NG 
CODE ROM 


og We compile the C programs for the 
8052 microcontroller 
> Use the reg52.h header file 


> Choose the8052 option when compiling 
the program 


ACCESSI NG Compile and single-step the following program on your 8051 
CODE ROM simulator. Examine the contents of the code space to locate the ASCII 


, values. 
(cont’) To make the C compiler use the 


Solution: code space instead of the RAM 
space, we need to put the 
keyword code in front of the 
variable declaration 


#include <re 


code unsigned char mynum[]=“ABCDEF”; 
unsigned char 2Z; 
for (2=0+2<=672++) 

Pl=mynum[z]; 


HANEL 


ACCESSI NG 
CODE ROM 


(cont’) 


HANEL 


Compare and contrast the following programs and discuss the 
advantages and disadvantages of each one. 


(a) ——————______ 
#include <reg51.h> Short and simple, but the 
void main(void) individual characters are 
{ embedded into the program and it 
P1l=*H’'; mixes the code and data together 
P1=‘E!; 
P1=*L'; 
P1="L'; 
P1=‘O’; 


ACCESSI NG er Use the RAM data space to store 
CODE ROM (b) 


Mee hade: <aego as array elements, therefore the size 
(cont’) void main(void) of the array is limited 
{ 
unsigned char mydata[]=“HELLO”; 
unsigned char Z; 
for (2=097<=5-2++) 
Pl=mydata[z]; Use a separate area of the 
code space for data. This 


allows the size of the array to 


#irm@lude <reg51.h> be as long as you want if you 
void main (void) have the on-chip ROM. 
{ 
code unsigned char mydata[]=“HELLO”; 
unsigned char 2; 
Lor (2=07;Z<=57.277) 
Pl=mydata[z]; 


However, the more code space you use for data, 
the less space is left for your program code 


ve HANEL 


Q Serializing data is a way of sending a 
byte of data one bit at a time through 
a single pin of microcontroller 
> Using the serial port (Chap. 10) 


DAN AN 
SERI ALI ZATION 


> Transfer data one bit a time and control 
the sequence of data and spaces in 
between them 


=» In many new generations of devices such as 
LCD, ADC, and ROM the serial versions are 
becoming popular since they take less space on 
a PCB 


DANA Write a C program to send out the value 44H serially one bit at a time 
SERI ALI ZATION via P1.0. The LSB should go out first. 


(cont’) Solution: 


#include <reg51.h> 
sbit P1b0=P1%0; 
sbit regALSB=ACC%0; 


VoLd main (void) 
{ 
unsigned char conbyte=0x44; 
unsigned char x; 
ACC=conbyte; 
fOr. (x0; x 6st) 
{ 
P1lb0=regALSB; 
ACC=ACC>>1; 
j 


ve HANEL 


DATA Write a C program to send out the value 44H serially one bit at a time 
27 N Ese re@)N| | Via P1.0. The MSB should go out first. 


(cont’) Solution: 


#include <reg51.h> 
sbit P1b0=P1%0; 
sbit regAMSB=ACC%7; 


voLd main (void) 
{ 
unsigned char conbyte=0x44; 
unsigned char x; 
ACC=conbyte; 
LOR. (x=0; x 6s) 
{ 
P1lb0=regAMSB; 
ACC=ACC<<1; 
j 


ve HANEL 


DATA Write a C program to bring in a byte of data serially one bit at a time 
S27 NE es were) | via P1.0. The LSB should come in first. 


(cont’) Solution: 


#include <reg51.h> 
sbit Plb0=P1%0; 
sbit ACCMSB=ACC%7; 
bit membit; 


YOu Main vord) 
{ 
unsigned char x; 
EOr (x=07x%40 7x77) 
{ 
membit=P1b0; 
ACC=ACC>>1; 
ACCMSB=membit; 
} 
P2=ACC; 


ve HANEL 


DATA Write a C program to bring in a byte of data serially one bit at a time 
27 N Es Were)N| | via P1.0. The MSB should come in first. 


(cont’) Solution: 


#include <reg51.h> 
Sbit PLbo0=—Pl os 
sbit regALSB=ACC%0; 
bit membit; 


YOu Main vord) 
{ 
unsigned char x; 
EOr (x=07x%40 7x77) 
{ 
membit=P1b0; 
ACC=ACC<<1; 
regALSB=membit; 
} 
P2=ACC; 


ve HANEL 


HARDWARE CONNECTION 
AND INTEL HEX FILE 


The 8051 Microcontrol/er and Ernbedded 
Systems: Using Assembly and C 
Mazidi, Mazidi and McKinlay 


Chung-Ping Young 
aie 


QO 8051 family members (e.g, 8751, 
89C51, 89C52, DS89C4x0) 
> Have 40 pins dedicated for various 


functions such as I/O, -RD, -WR, address, 
data, and interrupts 


PIN 
DESCRIPTION 


> Come in different packages, such as 
= DI P(dual in-line package), 
=" QFP(quad flat package), and 
=» LLC(leadless chip carrier) 
> Some companies provide a 20-pin version 
of the 8051 with a reduced number of 
|/O ports for less demanding applications 


PIN 


Pil 

PZ 

P13 

P14 

PL 

P1.6 

Pl 

RST 
(RXD)P3.0 
(TXD)P3.1 
(-INTO)P3.2 
(-INT1)P3.3 
(TO)P3.4 
ClipP3 
(-WR)P3.6 
(-RD)P3.7 
XTAL2 
XTALI 
GND 


8051 pin diagram 


DESCRIPTION 


(cont’) 


8051/52 


(DS89C4x0 ,, 


AT89C51 
8031) 


Vee 
PO.0(ADO) 
PO.1(AD1) 
PO.2(AD2) 
P0.3(AD3) 
P0.4(AD4) 
P0.5(ADS5) 
P0.6(AD6) 
PO.7(AD7) 
-EA/VPP 
ALE/-PROG 
-PSEN 
P2.7(A15) 
P2.6(A14) 
P2.5(A13) 
P2.4(A12) 
P2.3(A11) 
P2.2(A10) 
P2.1(A9) 
P2.0(A8) 


Provides +5V supply 
voltage to the chip 


PIN A total of 32 
DESCRIPTION & Pins ate set \ 


aside for the 
(cont ) Vee 
PO.0(ADO) 


four ports PO, 


mie P2, P3, P1.2 PO.1(AD1) 

P13 PO.2(AD2) 
where each you PI 2 PO.3(AD3) pg 
takes 8 pins P15 P0.4(AD4) 


P0.5(ADS5) 


8051/52 . P0.6(AD6) 


CONDWDN PWN Kr 


9 PO.7(AD7) 
PAZ, RST, -EA (TXD)P3.1 11 AT89C51 30 — 
(INTO)P3.2 2 
are used by all P3 (INT1)P3.3 B 8031) 98 P2.7(A15) 
members of 8051 and (TO)P3.4 14 7 P2.6(A14) 
a (T1)P3.5 is 26 P2.5(A13) 
8031 families (WR)P3.6 16 25 P2.4(A12) p2 
(RD)P3.7 7 24 [I P2.3(A11) 
XTAL2 18 23 FL P2.2(A10) 
XTALI 19 22 | P2.1(A9) 
| Grond pr PDOKAR) 


-PSEN and ALE are used 
mainly in 8031-baded systems 


HANEL 


a The 8051 has an on-chip oscillator but 
requires an external clock to run it 
> A quartz crystal oscillator is connected to 
XTAL1 and inputs XTAL1 (pin19) and XTAL2 (pin18) 


= The quartz crystal oscillator also needs two 
capacitors of 30 pF value 


PIN 
DESCRIPTION 


C2 


XTAL2 


QO If you use a frequency source other 
than a crystal oscillator, such as a TTL 
oscillator 

XTAL1 and > It will be connected to XTAL1 

> XTAL2 is left unconnected 


PIN 
DESCRIPTION 


NC XTAL2 


EXTERNAL 
OSCILLATOR 
SIGNAL 


XTALI 


GND 


4 The speed of 8051 refers to the 
maximum oscillator frequency 
connected to XTAL 


XTAL1 and > ex. A 12-MHz chip must be connected to a 
crystal with 12 MHz frequency or less 


PIN 
DESCRIPTION 


> We can observe the frequency on the 
XTAL2 pin using the oscilloscope 


Q RESET pin Is an input and Is active 
high (normally low) 
> Upon applying a high pulse to this pin, the 
microcontroller will reset and terminate all 
activities 
= This is often referred to as a Power-on reset 


=" Activating a power-on reset will cause all values 
in the registers to be lost 


PIN 
DESCRIPTION 


RST 


RESET value of some |™_IRIINNNN 
Plot re sisters Register Reset Value 
PC —— OOOO 
we must place DPTR 0000 
the first line of ACC 00 
source code in PSW 00 
ROM location 0 
SP O7 
B OO 


PO-P3 FF 


QO In order for the RESET input to be 
PIN ffecti t th — 
DESCRIPTION effe Ive, It mus ave a minimum 
duration of 2 machine cycles 


RST > In other words, the high pulse must be 
(cont’) high for a minimum of 2 machine cycles 
before it is allowed to go low 


Vc ver 


el 
@ 


~~ 10 UF 


11.0592 MHz 


o EA, “external access”, is an input pin 
and must be connected to Vcc or GND 


> The 8051 family members all come with 
EA on-chip ROM to store programs 
# -EA pin is connected to Vcc 


> The 8031 and 8032 family members do no 
have on-chip ROM, so code is stored on 
an external ROM and is fetched by 
8031/32 


= -EA pin must be connected to GND to indicate 
that the code is stored externally 


PIN 
DESCRIPTION 


a The following two pins are used mainly 
In 8031-based systems 


O PSEN, “program store enable”, is an 


PSEN And ALE femmeseveveiay olla 


> This pin is connected to the OE pin of the 
ROM 


a ALE, “address latch enable”, is an 
output pin and is active high 
> Port O provides both address and data 


=» The 8031 multiplexes address and data through 
port O to save pins 


ALEIPROG #" ALE pin is used for demultiplexing the address 
-PSEN 


and data by connecting to the G pin of the 
74LS373 chip 


PIN 
DESCRIPTION 


si Q The four 8-bit |/O ports PO, P1, P2 and 
DESCRIPTION P3 each uses 8 pins 


Qo All the ports upon RESET are 


|/O Port Pins configured as output, ready to be used 
as input ports 


P0.0(ADO) 


4 Port O ts alSo designated as ADO-AD/7, 
allowing it to be used for both address 
and data 


Port O > When connecting an 8051/31 to an 
external memory, port O provides both 
address and data 


PIN 
DESCRIPTION 


> The 8051 multiplexes address and data 
through port O to save pins 

SEB HAD) > ALE indicates if PO has address or data 

c= =" When ALE=O, it provides data DO-D7 


8051 ; 2B Poin # When ALE=1, it has address AO-A7 
(8031) 


Sih g It can be used for input or output, 


DESCRIPTION each pin must be connected externally 
to a 10K ohm pull-up resistor 


Port O > This is due to the fact that PO is an open 
(cont’) drain, unlike P1, P2, and P3 


=" Open drain is a term used for MOS chips in the 
Same way that open collector is used for TTL 
chips 


Vcc 


10K 


P0.7(AD7) 


8051/52 
PO 


0 WOd 


Oo In 8051-based systems with no 
external memory connection 
> Both Pl and P2 are used as simple |/O 


Bisel o 1m 8031/51-based systems with 
external memory connections 


> Port 2 must be used along with PO to 
provide the 16-bit address for the external 
memory 
= PO provides the lower 8 bits via AO — A7 


= P2 is used for the upper 8 bits of the 16-bit 
address, designated as A8 — A15, and it cannot 
be used for I/O 


PIN 
DESCRIPTION 


QO Port 3 can be used as input or output 


PIN 
DESCRIPTION > Port 3 does not need any pull-up resistors 
a Port 3 has the additional function of 
Port 3 providing some extremely important 
Signals 
P3 Bit Function Pin em 
=e eria 
0 10 | 
P3.1 TxD 11 Ext 
————— = xterma 
P3.3 INT1 13 
——aa 
P3.5 TI 15 
— SS Read/Write signals 
P3.0 WR 16 / of external memories 
P3.7 RD 17 


o Intel hex file is a widely used file 
EXPLAI NI NG 


INTEL HEX [ibe 
FILE >» Designed to standardize the loading of 


executable machine codes into a ROM chip 
oO Loaders that come with every ROM 
burner (programmer) support the Intel 
hex file format 


> In many newer Windows-based 
assemblers the Intel hex file is produced 
automatically (by selecting the right 
setting) 

> In DOS-based PC you need a utility called 
OH (object-to-hex) to produce that 


EXPLAI NI NG 
INTEL HEX 
FILE 


(cont’) 


o In the DOS environment 


> The object file is fed into the linker 
program to produce the abs file 
=" The abs file is used by systems that have a 
monitor program 
> Then the abs file is fed into the OH utility 
to create the Intel hex file 


= The hex file is used only by the loader of an 
EPROM programmer to load it into the ROM 
chip 


te The location is the address where the 
opcodes (object codes) are placed 


LOC OBJ LINE 
0000 1 ORG OH 
EXPLAINING 0000 758055 2 MAIN: MOV P0O,#55H 
Dl ee | 0003 759055 3 MOV P1,#55H 
FILE 0006 75A055 4 MOV P2,#55H 
0009 7DFA 5 MOV R5,#250 
(cont’) 000B 111C 6 ACALL MSDELAY 
0O00D 7580AA 7 MOV PO, #0AAH 
0010 7590AA 8 MOV P1,#0AAH 
0013 75A0AA 9 MOV P2,#0AAH 
0016 7DFA 10 MOV R5,#250 
6018 “1416 ‘cs ACALL MSDELAY 
OO1A 80F4 12 SJMP MAIN 
13 ;--- THE 250 MILLISECOND DELAY. 
14 MSDELAY: 
O01 7623 15 HERE3: MOV R4,#35 
OO1LE 7B4F 16 HERE2: MOV R3,#79 
0020 DBFE 17 HEREL: DJNZ R3,HERE1 
0022 DCFA 18 DINZ R4,HERE2 
0024 DDF6 19 DINZ R5,HERE3 
0026 22 20 RET 
eal END 


HANEL 


o The hex file provides the following: 
EXPLAI NING 


INTEL HEX > The number of bytes of information to be 
FILE loaded 
(cont’) > The information itself 


> The starting address where the 
information must be placed 


:10000000/75805575905575A0557DFA111C7580AA9F 
:10001000/7590AA7S5AOAA7DEFA 111C80E47C237B4F01 
:07002000DBFEDCFADDF62235 

:0000000 LFF 


:<CC AAAA DDDDDDDDDDDDDDDDDDDDDDDDDDDDDDDD SS 


2:10 0000 75805575905575A0557DFAL1IC/580AA YF 
SLO). OO) T59Q0AATSAQOAATDFAILIC80E4/C237B4F O1 
er: 0070 DBF EDCFADDF 622 De) 
oO: OI BE 


Each line starts with a colon Type — 


00, there are more 
Count byte — how many bytes, lines to come after 
00 to 16, are in the line this line 


01, this is the last 
line and the 
loading should 
stop after this line 


16-bit address — The loader 
places the first byte of data 
into this memory address 


AAAA TT DDDDDDDDDDDDDDDDDDDDDDDDDDDDDDDD SS 
D000 00: 756053739055 7PA0SS /DFALIICTSS80AA, Gr 
0010 00 7590AAT75A0AAN DFAILIIC80E47C237B4F Ql 
0020 00 DBFEDCFADDFEF£A22 BO 
0000 O1 FF 


Real information (data or code) — There is a maximum 
of 16 bytes in this part. The loader places this 


information into successive memory locations of ROM 


Single byte — this last byte is the checksum 
byte of everything in that line 


Example 8-4 
EXPLAINING [i | | | 
INTEL HEX Verity the checksum byte for line 3 of Figure 8-9. Verify also that 
the information is not corrupted. 
FILE | 
(cont’) Solution: 


“07 0020 00° DEFEDCEADDE 622 


07 +004+20+00+DB+FE+DC+FA+DD+F6t22=5CBH 


.. 
ropping the carry CBH 
aie 


2’s complement 


If we add all the information including the checksum byte, and drop 
the carries, we get 00. 


OCBH + 39H =. 600H 


HANEL 


TIMER PROGRAMMING 


The 8051 Microcontrol/er and Ernbedded 
Systems: Using Assembly and C 
Mazidi, Mazidi and McKinlay 


Chung-Ping Young 
aie 


o The 8051 has two timers/counters, 
they can be used either as 
> Timers to generate a time delay or as 


PROGRAMMING 
TIMERS 


> Event counters to count events happening 
outside the microcontroller 
g Both Timer O and Timer 1 are 16 bits 
wide 
> Since 8051 has an 8-bit architecture, each 


16-bits timer is accessed as two separate 
registers of low byte and high byte 


o Accessed as low byte and high byte 
> The low byte register is called TLO/TL1 
and 
> The high byte register is called THO/TH1 
> Accessed like any other register 
= MOV TLO, #4FH 
= MOV R5,THO 
THO TLO 


PROGRAMMING 
TIMERS 


Timer O & 1 
Registers 


pis [p14[p13|p12|p11 [p10] D9 | D8 | D7 | D6 | D5 | D4 | D3 | D2 | D1 | DO 


o Both timers O and 1 use the same 


PROGRAMMING . 
TIMERS register, called TMOD (timer mode), to 


set the various timer operation modes 
TMOD a TMOD is a 8-bit register 

Roe aac > The lower 4 bits are for Timer O 

> The upper 4 bits are for Timer 1 


> In each case, 
=» The lower 2 bits are used to set the timer mode 


= The upper 2 bits to specify the operation 


(MSB) (LSB) 


Timer 1 Timer0O 


(MSB) 


Gating control when set. 
Timer/counter is enable 
only while the INTx pin is 
high and the TRx control 


pin 1s set 

When cleared, the timer is 
enabled whenever the TRx 
control bit is set 


Timer 1 


(LSB) 


TimerO 


M1 /MO Mode Operating Mode 

O O O 13-bit timer mode 
8-bit timer/counter THx with TLx as 5-bit 
prescaler 

O 1 1 16-bit timer mode 


16-bit timer/counter THx and TLx are 
cascaded; there is no prescaler 


O 2 8-bit auto reload 
8-bit auto reload timer/counter; THx holds a 
value which is to be reloaded TLx each time 
it overfolws 


1 3 Split timer mode 


Timer or counter selected 
Cleared for timer operation (input from internal 


system clock) 
Set for counter operation (input from Tx input pin) 


Example 9-1 
PROGRAMMING Indicate which mode and which timer are selected for each of the following. 
TIMERS (a) MOV TMOD, #01H (b) MOV TMOD, #20H (c) MOV TMOD, #12H 


Solution: 


We convert the value from hex to binary. From Figure 9-3 we have: 
TMOD (a) TMOD = 00000001, mode 1 of timer 0 is selected. 
Register (b) TMOD = 00100000, mode 2 of timer 1 is selected. 
(c) TMOD = 00010010, mode 2 of timer 0, and mode 1 of timer | are 


(cont’) selected. 


If C/T = 0, it is used 
PE msomiOmbntcmmm Example 9-2 


delay generation. Find the timer’s clock frequency and its peridc+fer_various 8051-based system, 
The clock source for with the crystal frequency 11.0592 MHz when C/T bit of TMOD is 0. 
the time delay is the 
crystal frequency of 
the 8051 


Solution: 


XTAL 
oscillator 


1/12 x 11.0529 MHz = 921.6 MHz; 
T = 1/921.6 kHz = 1.085 us 


HANEL 


ag Timers of 8051 do starting and stopping 
by either software or hardware control 


> In using software to start and stop the timer 
where GATE=0O 


= The start and stop of the timer are controlled by 
TMOD way of software by the TR (timer start) bits TRO 
Register and TR1 
— The SETB instruction starts it, and it is 
stopped by the CLR instruction 


— These instructions start and stop the timers 
as long as GATE=0O in the TMOD register 


> The hardware way of starting and stopping 
the timer by an external source is achieved 
* Timer 0, mode 2 making GATE=1 in the TMOD register 
¢ C/T =0 to use 

XTAL clock source Find the value fox TMOD if we want to program timer 0 in mode 2, 
* gate = 0 to use use 8051 XTAL ‘fer the clock source, and use instructions to start 


internal (software) start and stop the timer. 
and stop method. 


PROGRAMMING 
TIMERS 


GATE 


TMOD = 0000 0010 


HANEL 


Q The following are the characteristics 
and operations of model: 
1. It is a 16-bit timer; therefore, it allows 


value of OOOO to FFFFH to be loaded into 
the timer’s register TL and TH 
2. After TH and TL are loaded with a 16-bit 


initial value, the timer must be started 


=» This is done by SETB TRO for timer O and 
SETB TR1 for timer 1 


3. After the timer is started, it starts to 
count up 
# It counts up until it reaches its limit of FFFFH 


a 6) a 
oscillator ; 
ae TF goes high Overflow 


C/T=0 when FFFF —> 0 flag 


PROGRAMMING 
TIMERS 


Mode 1 
Programming 


3. (cont’ ) 


=» When it rolls over from FFFFH to OOOO, it sets 
PROGRAMMING high a flag bit called TF (timer flag) 
TIMERS — Each timer has its own timer flag: TFO for 
timer O, and TF1 for timer 1 
— This timer flag can be monitored 
Mode 1 =» When this timer flag | ised 
g is raised, one option 
Programming would be to stop the timer with the 
(cont’) instructions CLR TRO orCLR TRI, for timer O 
and timer 1, respectively 


4. After the timer reaches its limit and rolls 
over, in order to repeat the process 


=" TH and TL must be reloaded with the original 
value, and 


= TF must be reloaded to O 


a. Sn a Tr 
oscillator ; 
TF goes high Overflow 


C/T =0 TR when FFFF > 0 flag 


HANEL 


PROGRAMMING 
TIMERS 


Mode 1 
Programming 


Steps to Mode 1 
Program 


HANEL 


4 To generate a time delay 


1. 


Load the TMOD value register indicating 
which timer (timer O or timer 1) is to be 
used and which timer mode (0 or 1) is 
selected 

Load registers TL and TH with initial count 
value 

Start the timer 

Keep monitoring the timer flag (TF) with 
the JNB TFx, target instruction to see 
if it is raised 

= Get out of the loop when TF becomes high 
Stop the timer 

Clear the TF flag for the next round 

Go back to Step 2 to load TH and TL 
again 


PROGRAMMING 
TIMERS 


Mode 1 
Programming 


Steps to Mode 1 
Program 
(cont’) 


HANEL 


Example 9-4 

In the following program, we create a square wave of 50% duty cycle (with 
equal portions high and low) on the P1.5 bit. Timer 0 is used to generate the 
time delay. Analyze the program 


MOV TMOD, #01 ;Timer 0, mode 1(16-bit mode) 
MOV TLO,#0OF2H ;TLO=F2H, the low byte 

MOV THO,#0FFH ;THO=FFH, the high byte 

CPi: . Pla Pcroggle PL.5 

ACALL DELAY 

SJMP HERE 


In the above program notice the following step. 

1. TMOD 1s loaded. 

2. FFF2H is loaded into THO-TLO. 

3. P1.5 is toggled for the high and low portions of the pulse. 


Example 9-4 (cont’) 


DELAY: 
PROGRAMMING SETB TRO sstart the timer 0 
AGAIN: JNB TFO,AGAIN ;monitor timer flag 0 
TIMERS J 


runtil at rolls over 
CLR TRO ;stop timer 0 
CLR TFO ;clear timer O flag 


Mode 1 RET 


maele ramming 4. The DELAY subroutine using the timer is called. 
5. In the DELAY subroutine, timer 0 is started by the SETB TRO instruction. 
Steps to Mode 1 6. Timer 0 counts up with the passing of each clock, which is provided by the 
crystal oscillator. As the timer counts up, it goes through the states of FFF3, 
Program FFF4, FFF5, FFF6, FFF7, FFF8, FFF9, FFFA, FFFB, and so on until it 
(cont’) reaches FFFFH. One more clock rolls it to 0, raising the timer flag (TFO=1). 
At that point, the JNB instruction falls through. 


7. Timer 0 is stopped by the instruction CLR TRO. The DELAY subroutine 
ends, and the process is repeated. 


Notice that to repeat the process, we must reload the TL and TH registers, and 
start the process is repeated 


HANEL 


Example 9-5 
In Example 9-4, calculate the amount of time delay in the DELAY 
subroutine generated by the timer. Assume XTAL = 11.0592 MHz. 


Solution: 

The timer works with a clock frequency of 1/12 of the XTAL 
frequency; therefore, we have 11.0592 MHz / 12 = 921.6 kHz as the 
timer frequency. As a result, each clock has a period of T = 
1/921.6kHz = 1.085us. In other words, Timer 0 counts up each 1.085 
us resulting in delay = number of counts x 1.085us. 


The number of counts for the roll over is FFFFH — FFF2H = 0DH (13 


decimal). However, we add one to 13 because of the extra clock 
needed when it rolls over from FFFF to 0 and raise the TF flag. This 
gives 14 x 1.085us = 15.19us for half the pulse. For the entire period it 
is T =2 x 15.19us = 30.38us as the time delay generated by the timer. 


(a) in hex (b) in decimal 

(FFFF — YY XX + 1) x Convert YY XX values 
1.085 us, where YYXX of the TH, TL register 
are TH, TL initial to decimal to get a 
values respectively. NNNNN decimal, then 
Notice that value (65536 - NNNN) x 

YY XX are in hex. 1.085 us 


Example 9-6 
In Example 9-5, calculate the frequency of the square wave generated 


PROGRAMMING fii 
TIMERS Solution: 


In the timer delay calculation of Example 9-5, we did not include the 
overhead due to instruction in the loop. To get a more accurate timing, 
Mode 1 we need to add clock cycles due to this instructions in the loop. To do 
Programming that, we use the machine cycle from Table A-1 in Appendix A, as 
shown below. 
Se Rtom Meee eRe: MOV TLO, #0F2H — 
Program MOV THO, #0FFH 
(cont’) OF Pilg 
ACALL DELAY 
SUMP HERE 


SEITE TRO 

JNB TFO,AGAIN 
CLR TRO 

CLR TFO 

RET 


Total 
T =2 x 28 x 1.085 us = 60.76 us and F = 16458.2 Hz 
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PROGRAMMING 
TIMERS 


Mode 1 
Programming 


Steps to Mode 1 
Program 
(cont’) 


HANEL 


Example 9-7 

Find the delay generated by timer 0 in the following code, using both 
of the Methods of Figure 9-4. Do not include the overhead due to 
instruction. 


CLA. Plc ;Clear P2«3 

MOV TMOD,#01 ;Timer 0, 16-bitmode 

MOV TLO,#3EH ;TLO=3Eh, the low byte 

MOV THO,#0B8H ;THO=B8H, the high byte 

SHB P2339 ;SET high timer 0 

SETB TRO ;Start the timer 0 

JNB TFO,AGAIN ;Monitor timer flag 0 

CLR TRO ;Stop the timer 0 

CLR “LEO ;Clear TFO for next round 

Con P23 
Solution: 
(a) (FFFFH — B83E + 1) = 47C2H = 18370 in decimal and 18370 x 
1.085 us = 19.93145 ms 
(b) Since TH — TL = B83EH = 47166 (in decimal) we have 65536 — 
47166 = 18370. This means that the timer counts from B38EH to 
FFFF. This plus Rolling over to 0 goes through a total of 18370 clock 
cycles, where each clock is 1.085 us in duration. Therefore, we have 
18370 x 1.085 us = 19.93145 ms as the width of the pulse. 


PROGRAMMING 
TIMERS 


Mode 1 
Programming 


Steps to Mode 1 
Program 
(cont’) 
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Example 9-8 

Modify TL and TH in Example 9-7 to get the largest time delay 
possible. Find the delay in ms. In your calculation, exclude the 
overhead due to the instructions in the loop. 


Solution: 
To get the largest delay we make TL and TH both 0. This will count 
up from 0000 to FFFFH and then roll over to zero. 


CUR, (P2203 ;Clear P2.3 

MOV TMOD,#01;Timer O, 16-bitmode 
MOV TLO,#0 ;TLO=0, the low byte 
MOV THO, #0 *THO=0, the high byte 
SETE P2435 fsoET Nagh P2535 

SETB. TRO ;Start timer 0 

JNB TFO,AGAIN ;Monitor timer flag 0 
CLR “TRO ;Stop the timer 0 

CLE Tro ;Clear timer O flag 
CLR P2<3 


Making TH and TL both zero means that the timer will count from 
0000 to FFFF, and then roll over to raise the TF flag. As a result, it 
goes through a total Of 65536 states. Therefore, we have delay = 
(65536 - 0) x 1.085 us = 71.1065ms. 


Example 9-9 
The following program generates a square wave on P1.5 continuously 
PROGRAMMING using timer | for a time delay. Find the frequency of the square 
TIMERS wave if XTAL = 11.0592 MHz. In your calculation do not 
include the overhead due to Instructions in the loop. 


Mode 1 MOV TMOD,#10;Timer 1, mod 1 (16-bitmode) 
: AGAIN: MOV TL1,#34H;TL1=34H, low byte of timer 
Programming MOV TH1,#76H;TH1=76H, high byte timer 
SFB ER Stark. the timer 1 
JNB “TFl, BACK -tilt tamer rolls: over 
steps to Mode 1 cre? TRd ;stop the timer 1 
Program CPE. Pia S como. pls to get hi, Lo 
(cont’) ChE “EFI Clear timer flag 1 
SJMP AGAIN fis not auto-reload 


Solution: 

Since FFFFH — 7634H = 89CBH + 1 = 89CCH and 89CCH = 35276 
clock count and 35276 x 1.085 us = 38.274 ms for half of the 
square wave. The frequency = 13.064Hz. 

Also notice that the high portion and low portion of the square wave 
pulse are equal. In the above calculation, the overhead due to all 
the instruction in the loop is not included. 
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PROGRAMMING 
TIMERS 


Mode 1 
Programming 


Finding the 
Loaded Timer 
Values 


To calculate the values to be loaded 
into the TL and TH registers, look at 
the following example 


> Assume XTAL = 11.0592 MHz, we can 
use the following steps for finding the TH, 
TL registers’ values 
1. Divide the desired time delay by 1.085 us 


2. Perform 65536 - n, where n is the decimal 
value we got in Step1 

3. Convert the result of Step2 to hex, where 
yyxx is the initial hex value to be loaded into 
the timer’s register 


4. Set TL = xx and TH = yy 


PROGRAMMING 
TIMERS 


Mode 1 
Programming 


Finding the 
Loaded Timer 
Values 
(cont’) 


HANEL 


Example 9-10 
Assume that XTAL = 11.0592 MHz. What value do we need to load 
the timer’s register if we want to have a time delay of 5 ms 


(milliseconds)? Show the program for timer 0 to create a pulse width 
of 5 ms on P2.3. 


Solution: 

Since XTAL = 11.0592 MHz, the counter counts up every 1.085 us. 
This means that out of many 1.085 us intervals we must make a 5 ms 
pulse. To get that, we divide one by the other. We need 5 ms / 1.085 
us = 4608 clocks. To Achieve that we need to load into TL and TH 
the value 65536 — 4608 = EEOOH. Therefore, we have TH = EE and 
TL = 00. 


Pago Clear P2.3 
TMOD, #01 ;Timer 0, 16-bitmode 
TLO,#0 ;TLO=0, the low byte 
THO, #0EEH ;THO=EE, the high byte 
P2653 PSE? hagh P2235 

TRO ;Start timer 0 
TFO,AGAIN ;Monitor timer flag 0 
TRO ;Stop the timer 0 

iy 6) ;Clear timer O flag 


PROGRAMMING 
TIMERS 


Mode 1 
Programming 


Finding the 
Loaded Timer 
Values 
(cont’) 
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Example 9-11 
Assume that XTAL = 11.0592 MHz, write a program to generate a 
square wave of 2 kHz frequency on pin P1.5. 


Solution: 

This is similar to Example 9-10, except that we must toggle the bit to 
generate the square wave. Look at the following steps. 

(a) T=1/f=1/2kHz=500 us the period of square wave. 

(b) 1/2 of it for the high and low portion of the pulse is 250 us. 

(c) 250 us / 1.085 us = 230 and 65536 — 230 = 65306 which in hex 
is FF1AH. 

(d) TL=1A and TH = FF, all in hex. The program is as follow. 


MOV TMOD,#01;Timer 0, 16-bitmode 

MOV TL1,#1AH;TLI=1A, low byte of timer 
MOV TH1,#0FFH ;TH1=FF, the high byte 
SETB ‘TRI. Potarc-: Eimer | 

JNB: TRL, BACK suntil-timer rolls over 
CLR TRI ;Stop the timer 1 

CLR. Plss ;Clear timer flag 1 

CUR, “Wr 1. ;Clear timer 1 flag 

SJMP AGAIN ;Reload timer 


PROGRAMMING 
TIMERS 


Mode 1 
Programming 


Finding the 
Loaded Timer 
Values 
(cont’) 


HANEL 


Example 9-12 


Assume XTAL = 11.0592 MHz, write a program to generate a square 
wave of 50 kHz frequency on pin P2.3. 


Solution: 
Look at the following steps. 


(a) T=1/50= 20 ms, the period of square wave. 
(b) 1/2 of it for the high and low portion of the pulse is 10 ms. 
(c) 10 ms / 1.085 us = 9216 and 65536 — 9216 = 56320 in decimal, 


and in hex it is DCOOH. 


(d) TL=00 and TH = DC (hex). 


MOV TMOD,#10H 
MOV TL1,#00 
MOV TH1,#0DCH 
SETB TRI 

JNB TF1,BACK 
CIR “TRI 

CLR P2.3 

SJMP AGAIN 


;Timer 1, mod 1 
,;TL1=00, low byte of timer 
;THI=DC, the high byte 
sStart timer 1 

func! tamer trolls over 
;Stop the timer 1 

,COMps D255 LO Oec. fi,-bo 
;Reload timer 

;mode 1 isn’t auto-reload 


PROGRAMMING I aaaeaeneelos 


Examine the following program and find the time delay in seconds. 


TIMERS Exclude the overhead due to the instructions in the loop. 


MOV 
Mode 1 ou 
Programming MOV 
MOV 
SETB 
JNB 
CLR 
CLR 
DJNZ 


Generating Large 
Time Delay 


Solution: 


TMOD, #10H 
R3, #200 
TL1,#08H 
TH1,#01H 
TR1 
TF1,BACK 
TR1 

TF1 
R3,AGAIN 


;Timer 1, mod 1 

;cnter for multiple delay 
,;TL1=08, low byte of timer 
PTHL=Ol, Argh, byte 
Potarl-timer | 

rpuntil timer rolls over 
,SLop the tamer 1 

;Clear Timer 1 flag 

,LE RS not zero then 
;reload timer 


TH-TL = 0108H = 264 in decimal and 65536 — 264 = 65272. Now 
65272 x 1.085 us = 70.820 ms, and for 200 of them we have 
200 x70.820 ms = 14.164024 seconds. 


ve HANEL 


Q The following are the characteristics 
and operations of mode 2: 


1. It is an 8-bit timer; therefore, it allows 
only values of OO to FFH to be loaded 
into the timer’s register TH 


2. After TH is loaded with the 8-bit value, 
the 8051 gives a copy of it to TL 
=» Then the timer must be started 
= This is done by the instruction SETB TRO for 

timer O and SETB TR1 for timer 1 

3. After the timer is started, it starts to 
count up by incrementing the TL register 
=» It counts up until it reaches its limit of FFH 


# When it rolls over from FFH to OO, it sets high 
the TF (timer flag) 


PROGRAMMING 
TIMERS 


Mode 2 
Programming 


HANEL 


PROGRAMMING 
TIMERS 


Mode 2 


Programming 
(cont’) 


4. When the TL register rolls from FFH to O 
and TF is set to 1, TL is reloaded 
automatically with the original value kept 
by the TH register 
=» To repeat the process, we must simply clear 


TF and let it go without any need by the 
programmer to reload the original value 
» This makes mode 2 an auto-reload, in 
contrast with mode 1 in which the 
programmer has to reload TH and TL 


Overflow 
XTAL oa TF 
TR 


C/T=0 Reload TF goes high 
when FF > 0 


PROGRAMMING 
TIMERS 


Mode 2 
Programming 


Steps to Mode 2 
Program 


HANEL 


4 To generate a time delay 


i 


Load the TMOD value register indicating 
which timer (timer O or timer 1) is to be 
used, and the timer mode (mode 2) is 
selected 

Load the TH registers with the initial 
count value 


Start timer 

Keep monitoring the timer flag (TF) with 
the JNB TFx, target instruction to see 
whether it is raised 

= Get out of the loop when TF goes high 

Clear the TF flag 


Go back to Step4, since mode 2 is auto- 
reload 


Example 9-14 
PROGRAMMI NG Assume XTAL = 11.0592 MHz, find the frequency of the square 
TIMERS wave generated on pin P1.0 in the following program 


MOV TMOD, #20H ;T1/8-bit/auto reload 
Mode 2? MOV TH1, #5 ;TH1 = 5 
Programming SELB TR goa aoe timer 1 
JNB TPL, BACK §till timer rolls over 
CPL P1.0 e Piel tO: has 2G 
Steps to Mode 2 Cilaik EEL. (clear Timer 1 tleg 
Program SJMP BACK ;mode 2 is auto-reload 


(cont’) 
Solution: 


First notice the target address of SJMP. In mode 2 we do not need to 
reload TH since it is auto-reload. Now (256 - 05) x 1.085 us = 
251 x 1.085 us = 272.33 us is the high portion of the pulse. Since 
it is a 50% duty cycle square wave, the period T is twice that; as 
a result T = 2 x 272.33 us = 544.67 us and the frequency = 
1.83597 kHz 
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Example 9-15 
MNOS NAW IMIINED | Find the frequency of a square wave generated on pin P1.0. 
TIMERS 


Solution: 


Mode 2 MOV TMOD,#2H ;Timer 0, mod 2 
. ;(8-bit, auto reload) 
Programming MOV ‘THO, #0 
MOV R5;,#250 multiple delay count 
Steps to Mode 2 ACALL DELAY 

Program CPL P1.0 


(cont’) SJMP AGAIN 


SETR TRO ;start the timer 0 

JNB TFO,BACK ;stay timer rolls over 
CLR TRG stop timer 

Cia TEO ,Clear TF for next round 
DJNZ Rd, DELAY 

RET 


T = 2 (250 x 256 x 1.085 us ) = 138.88ms, and frequency = 72 Hz 
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Example 9-16 
>) >Yee2vNViVinN(e; | Assuming that we are programming the timers for mode 2, find the 
TIMERS value (in hex) loaded into TH for each of the following cases. 


(a) MOV TH1,#-200 (b) MOV’ THO, #-60 
Mode 2 (c) MOV TH1,#-3 (d) MOV THI, #-12 
(ce) MOV THO, #-48 


Programming 


Solution: 
=) o-Bxee Vlele(A9 | You can use the Windows scientific calculator to verify the result 
Program provided by the assembler. In Windows calculator, select 
(cont’) decimal and enter 200. Then select hex, then +/- to get the TH 
value. Remember that we only use the right two digits and ignore 
the rest since our data is an 8-bit data. 
Decimal 2’s complement (TH value) 
-3 FDH 


-12 
The number 200 is the a advantage of ao 
-48 DOH negative values is that you 
timer count till the TF f 
7 on’t need to calculate the 
is set to | 
-200 38H value loaded to THx 
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a Timers can also be used as counters 
counting events happening outside the 
8051 


> When it is used as a counter, it is a pulse 
outside of the 8051 that increments the 
TH, TL registers 


> TMOD and TH, TL registers are the same 
as for the timer discussed previously 


COUNTER 
PROGRAMMING 


og Programming the timer in the last 
section also applies to programming it 
as a counter 
> Except the source of the frequency 


Q The C/T bit in the TMOD registers 


COUNTER , 
PROGRAMMING decides the source of the clock for the 
timer 

> When C/T = 1, the timer is used as a 
counter and gets its pulses from outside 


the 8051 
= The counter counts up as pulses are fed from 
pins 14 and 15, these pins are called TO (timer 
O input) and T1 (timer 1 input) 


Port 3 pins used for Timers O and 1 


Pin Port Pin Function Description 
Timer/counter O external input 


C/T Bit in 
TMOD Register 


14 P3.4 TO 


15 P3.5 T1 Timer/counter 1 external input 


Example 9-18 
Assuming that clock pulses are fed into pin T1, write a program 
COUNTER for counter 1 in mode 2 to count the pulses and display the state 
P2, which LEDs. 
PROGRAMMING of the TL1 count on P2, which connects to 8 S 


Solution: 
te MOV TMOD, #01100000B ;counter 1, mode 2, 
C/T Bit In ;C/T=1 external pulses 
TMOD Register MOV TH1,#0 ;clear TH1 
(cont’) SEKTB PS.5 ;make Tl input 

oETB TRI ;sStart the counter 
MOV Poy Tl, Past copy of Th 
MOV P2,A pdisplay it on port Z 
JNB TF1,Back ;keep doing, if TF 
CLR TRI ;stop the counter 1 
CiR TEL ;make TF=0O 
SJMP AGAIN ;keep doing it 


Notice in the above program the role of the instruction SETB P3.5. 
Since ports are set up for output when the 8051 is powered up, 
we make P3.5 an input port by making it high. In other words, 
we must configure (set high) the T1 pin (pin P3.5) to allow 
pulses to be fed into it. 
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COUNTER 


PROGRAMMING 


Timer 


Overflow 
external | | | | 


input pin 


flag 
C/T Bit In 3.4 or 3.5 oe TF 
TR 


TMOD Register oe 


TF goes high 
when FFFF —> 0 
(cont’) 
Timer with external input (Mode 2) 
Timer Overflow 

external TU] flag 

input pin ————— ll 

3.4 or 3.5 ill 
C/T =1 


TR Reload _F goes high 
when FF > 0 
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Oo TCON (timer control) register is an 8- 
COUNTER 


PROGRAMMING bit register 


TCON: Timer/Counter Control Register 


TCON 


Register TF1 | TR1 | TRO | TRO | LET | IT1 | |EO | ITO 


The upper four 

bits are used to The lower 4 bits 
store the TF and are set aside for 
TR bits of both controlling the 
timer O and 1 interrupt bits 


HANEL 


Q TCON register is a bit-addressable 
register 


COUNTER 
PROGRAMMING 


Equivalent instruction for the Timer Control Register 


TCON For timer O 
Register SETB TRO = SETB TCON.4 
(cont’) CLR TRO = CLR TCON.4 
SETB TFO = SETB TCON.5 
CLR TFO = CLR TCON.5 

For timer 1 
SETB TRL = SETB TCON.6 
CLR TRI = CLR TCON.6 
SETB TFl1 = SETB TCON.7 
Clk Tal = Onn. Teo sa 


o If GATE = 1, the start and stop of the 
timer are done externally through pins 
P3.2 and P3.3 for timers O and 1, 

TCON respectively 


Register > This hardware way allows to start or stop 
the timer externally at any time via a 
simple switch 


a 
oscillator 


Tx Pin 
Pin 3.4 or 3.5 | C/T =1 


Gate 
INTO Pin 
Pin 3.2 or 3.3 


COUNTER 
PROGRAMMING 


Case of GATE = 1 


Example 9-20 
Write an 8051 C program to toggle all the bits of port Pl continuously 
PROGRAMMING with some delay in between. Use Timer 0, 16-bit mode to 


TIMERSINC generate the delay. 


Solution: 

#include <reg51.h> 
Accessing void TODelay (void) ; 
sMlagomnselsitoesy | VOid main (void) { 

whale lL). 4 
P1=0x55; 
TODelay(); 
P1=0xAA; 
TODelay(); 

} 


vo1ld TODeLlay () + 
TMOD=0x01; = = 
Se ae FFFFH — 3500H = CAFFH 
THO=0x35; = 51967 + 1=51968 
onan 51968 x 1.085 us = 56.384 ms is the 


while (TFO==0) ; 
TRO=0; approximate delay 


TFO=0; 
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Q To speed up the 8051, many recent 
PROGRAMMING 


TIMERS INC versions of the 8051 have reduced the 
number of clocks per machine cycle 


Calculating from 12 to four, or even one 
Delay Length 
Using Timers 


Q The frequency for the timer is always 
1/12" the frequency of the crystal 
attached to the 8051, regardless of the 
8051 version 


PROGRAMMI NG 
TIMERS IN C 


Times O/1 
Delay Using 
Mode 1 (16-bit 
Non Auto- 
reload) 


Example 9-21 

Write an 8051 C program to toggle only bit P1.5 continuously every 
50 ms. Use Timer 0, mode | (16-bit) to create the delay. Test the 
program on the (a) AT89CS51 and (b) DS89C420. 


Solution: 
#include <reg51.h> 
void TOM1Delay (void) ; 
sbit mybit=P1%5; 
void main(void) { 
while (1) { 
mybit=~mybit; 
TOM1Delay(); 
} 


} 

void TOM1Delay (void) { 
TMOD=0x01; 
TLO=0xt Do FFFFH — 4BFDH = B402H 
THO=Ox4B; = = 
TRO=1; 46082 + 1 = 46083 
while (TFO==0); 46083 x 1.085 us = 50 ms 
TRO=O; 
TFO=0; 


Example 9-22 
Write an 8051 C program to toggle all bits of P2 continuously every 
PROGRAMMING 500 ms. Use Timer 1, mode | to create the delay. 


TIMERS INC TIiRSaS 


//tested for DS89C420, XTAL = 11.0592 MHz 

#include <reg51.h> 

Times O/1 void T1IM1Delay (void) ; 
: void main(void) { 
Delay Using unsigned char x; 
j P2=0x55; 
Mode 1 (16-bit ie on 
Non Auto- P2=~P2; 
for (x=0>x<20-x-++} 
reload) T1iM1Delay(); 
(cont’) } 


} 
void T1M1Delay (void) { 


TMOD=0x10; 
TL1I=OxFE ———— ASFEH = 42494 in decimal 


oe 65536 — 42494 = 23042 
(TF1==0); 23042 x 1.085 us = 25 ms and 
20 x 25 ms = 500 ms 
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PROGRAMMI NG 
TIMERS IN C 


Times O/1 
Delay Using 
Mode 1 (16-bit 
Non Auto- 


reload) 
(cont’) 
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Example 9-25 

A switch is connected to pin P1.2. Write an 8051 C program to 
monitor SW and create the following frequencies on pin P1.7: 
SW=0: 500Hz 

SW=1: 750Hz, use Timer 0, mode | for both of them. 


Solution: 
#include <reg51.h> 
sbit mybit=P1%5; 
sbit SW=P1%7; 
void TOM1Delay(unsigned char) ; 
void main(void) { 
SW=1; 
while (1) { 
mybit=~mybit; 
if (SW==0) 
TOM1Delay (0) ; 
else 
TOM1Delay (1); 


PROGRAMMI NGI ieee 


TIMERS IN C 


void TOM1Delay(unsigned char c) { 
: TMOD=0x01; 
Times O/1 if (c==0) { 


Delay Using 
Mode 1 (16-bit } 


else. 4 921 x 1.085 us = 999.285 Ls 
Non Auto- TLO=O0x9A; j . 


TLO=0x67;~— [Qwik 
THO=OXEC; 65536 — 64615 = 921 


reload) THO=0xFD; 1 / (999.285 us x 2) = 500 Hz 
} 
(cont’) TRO=1; 
while (TFO==0) ; 
TRO=0; 
TFO=0; 


PROGRAMMI NG 
TIMERS IN C 


Times O/1 
Delay Using 
Mode 2 (8-bit 
Auto-reload) 
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Example 9-23 

Write an 8051 C program to toggle only pin P1.5 continuously every 
250 ms. Use Timer 0, mode 2 (8-bit auto-reload) to create the 
delay. 


Solution: 

#include <reg51.h> 

void TOM2Delay (void) ; 

soit mybit=Pl“*S; 

void main (void) { Due to overhead of the for loop 


unsigned char x,y; ; 
while (1) { in C, we put 36 instead of 40 


mybit=~mybit; 
Tor  ({(x=072<250 3 x4} 
for (y=0;y<36;yt++) //we put 
TOM2Delay(); 
} 


} 
void TOM2Delay (void) { 
TMOD=0x02; - 
eee 256 — 23 = 233 
ed — 23 x 1.085 us = 25 us and 
te ala 25 us x 250 x 40 = 250 ms 


TFO=0; 


Example 9-24 
PROGRAMMING Write an 8051 C program to create a frequency of 2500 Hz on pin 
TIMERS INC P2.7. Use Timer 1, mode 2 to create delay. 


Solution: 
Times O/1 #include <reg51.h> 
; void T1IM2Delay (void) ; 
Delay Using sbit mybit=P2*7; 
Mode 2 (83-bit void main (void) { 


unsigned char x; 
Auto-reload) while (1) 4. 
’ mybit=~mybit; 
(cont’) TIM2Delay(); 
} 


} 
void T1IM2Delay (void) { 


TMOD=0:20; __—_~ Ee 
= 

TRI=1; 400 us /2 = 200 us 
while. (TPl==0) 3 200 us / 1.085 us = 184 
TR1=0; 

TF1=0; 
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Example 9-26 
PROGRAMMING Assume that a 1-Hz external clock is being fed into pin T1 (P3.5). 


TIMERS INC Write a C program for counter | in mode 2 (8-bit auto reload) to count 
up and display the state of the TL1 count on P1. Start the count at OH. 


On i colelgclaniaaiiare) | Solution: 


: #include <reg51.h> 
of Timers as shit T1=P345- 


Counters void main(void) { 
T1l=1; 


TMOD=0x60; 
TH1=0; 
while (1) { 
ao 4 
TR1=1; 
P1=TLI1; 


} 

while (TF1==0); 
TR1=0; 

TF1=0; 
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Example 9-27 
Assume that a 1-Hz external clock is being fed into pin TO (P3.4). 
MOC AM IMIEME! | Write a C program for counter 0 in mode | (16-bit) to count the pulses 
TIMERSINC and display the state of the THO and TLO registers on P2 and P1, 
respectively. 


Oa celelgclaniaaares | Solution: 
#include <reg51.h> 


of Timers as void main(void) { 
TOs 
Counters TMOD=0x05; 
(cont’) ELO=0 
THO=0; 
while (1) { 
ao 4 
TRO=1; 
Pl1=TLO; 
P2=THO; 


} 

while (TFO==0) ; 
TRO=O; 

TFO=0; 
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SERI AL COMMUNI CATION 


Chung-Ping Young 
aie 


o Computers transfer data in two ways: 
BASICS OF 


SERIAL > Parallel | | 
COMMUNI CA- # Often 8 or more lines (wire conductors) are 
used to transfer data to a device that is only a 
few feet away 


TION 


> Serial 


= To transfer to a device located many meters 
away, the serial method is used 


=» The data is sent one bit at a time 


Serial Transfer Parallel Transfer 
Do 


a < 
a 
es < 

Sender MERE Receiver 
ae ¢ 
— 
7. 


D7 
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BASICS OF 
SERIAL 
COMMUNI CA- 
TION 


(cont’) 


At the transmitting end, the byte of 
data must be converted to serial bits 
using parallel-in-Sserial-out shift register 


At the receiving end, there is a serial- 
in-parallel-out shift register to receive 
the serial data and pack them into byte 


When the distance is short, the digital 
Signal can be transferred as it is ona 
Simple wire and requires no modulation 


If data is to be transferred on the 
telephone line, it must be converted 
from Os and 1s to audio tones 


> This conversion is performed by a device 
called a modem, “Modulator/demodulator” 


BASICS OF 
SERI AL 
COMMUNI CA- 
TION 


(cont’) 


Q Serial data communication uses two 
methods 
> Synchronous method transfers a block of 
data at a time 
> Asynchronous method transfers a single 
byte at a time 
Q It is possible to write software to use 
either of these methods, but the 
programs can be tedious and long 
> There are special |C chips made by many 
manufacturers for serial communications 
=" UART (universal asynchronous Receiver- 
transmitter) 
#" USART (universal synchronous-asynchronous 
Receiver-transmitter) 


o If data can be transmitted and received, 


BASICS OF it is a dup/ex transmission 
SERIAL > If data transmitted one way a time, it is 
COMMUNI CA- referred to as /a/f duplex 
TION > If data can go both ways at a time, it is 7u/// 
Qbuplex 
Selieelaenatiian Q This is contrast to sy770/ex transmission 


Duplex 


Transmission [Jes 


Receiver 


i 


Half Duplex 


nr 
= — 


Transmitter Receiver 


Full Duplex 


Receiver Transmitter 


HANEL 


Q A protoco/ is a set of rules agreed by 
BASICS OF both the sender and receiver on 
SERIAL > How the data is packed 
COMMUNI CA- > How many bits constitute a character 
TION > When the data begins and ends 
g Asynchronous serial data 
= las-lale 9 = Communication is widely used for 
Bits character-oriented transmissions 
> Each character is placed in between start 
and stop bits, this is called framing 
> Block-oriented data transfers use the 
synchronous method 
oO The start bit is always one bit, but the 
stop bit can be one or two bits 


The start bit is always a O (low) and the 
stop bit(s) is 1 (high) 


ASCII character “A” (8-bit binary 0100 0001) 


| 
| 

Goes out last Goes out first 
| 


The 0 (low) is —_ _— 
referred to as space The transmission begins with a 
start bit followed by DO, the 


LSB, then the rest of the bits When there is no 


until MSB (D7), and finally, transfer, the signal 


is 1 (high), which 1s 


the one stop bit indicating the 
referred to as mark 


end of the character 


uo Due to the extended ASCII characters, 


BASICS OF 8-bit ASCII data is common 
SERIAL > In older systems, ASCII characters were 7- 
COMMUNI CA- bit 
TION 4 In modern PCs the use of one stop bit 
Is standard 
Start and Stop > In older systems, due to the slowness of 
Bits the receiving mechanical device, two stop 


bits were used to give the device sufficient 
time to organize itself before transmission 
of the next byte 


(cont’) 


og Assuming that we are transferring a 
BASICS OF text file of ASCII characters using 1 
SERI AL stop bit, we have a total of 10 bits for 
COMMUNI CA- each character 
TION > This gives 25% overhead, i.e. each 8-bit 
character with an extra 2 bits 
Srlamclaemsiceee © 1M SOMe systems in order to maintain 
data integrity, the parity bit of the 
character byte is included in the data 
frame 
> UART chips allow programming of the 


parity bit for odd-, even-, and no-parity 
options 


o The rate of data transfer in serial data 


BASICS OF communication is stated in bos (bits per 
SERIAL second) 
SONU NNSA © Another widely used terminology for 
TION bps is baud rate 
> It is modem terminology and is defined as 
Data Transfer the number of signal changes per second 
Rate > In modems, there are occasions when a 
single change of signal transfers several 
bits of data 


a As far as the conductor wire is 
concerned, the baud rate and bps are 
the same, and we use the terms 
interchangeably 


BASICS OF 
SERI AL 
COMMUNI CA- 
TION 


Data Transfer 
Rate 


(cont’) 


ag The data transfer rate of given 
computer system depends on 
communication ports incorporated into 
that system 
> IBM PC/XT could transfer data at the rate 
of 100 to 9600 bps 
> Pentium-based PCs transfer data at rates as 
high as 56K bps 


> In asynchronous serial data communication, 
the baud rate is limited to LOOK bps 


Q An interfacing standard RS232 was set 


BASICS OF by the Electronics Industries Association 
SERIAL (EIA) in 1960 
SOUS Sas « The standard was set long before the 
TION advent of the TTL logic family, its input 
and output voltage levels are not TTL 
RS232 compatible 
Standards > In RS232, a 1 is represented by -3 ~ -25 V, 


while a O bit is +3 ~ +25 V, making -3 to 
+3 undefined 


BASICS OF 
SERI AL 
COMMUNI CA- 
TION 


RS232 


Standards 
(cont’) 
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RS232 DB-25 Pins 


Pin Description 
Protective ground 
Transmitted data (TxD) 
Received data (RxD) 
Request to send (-RTS) 
Clear to send (-CTS) 
Data set ready (-DSR) 
Signal ground (GND) 


COIN oI uUyRITWI nie 


Data carrier detect (-DCD) 
9/10 Reserved for data testing 

11 Unassigned 

12 Secondary data carrier detect 


13 Secondary clear to send 


RS232 Connector DB-25 F 


Pin Description 


14 Secondary transmitted data 


15 Transmitted signal element timing 
16 Secondary receive data 
17 Receive signal element timing 


18 Unassigned 

19 Secondary receive data 

20 Data terminal ready (-DTR) 

21 Signal quality detector 

22 Ring indicator (RI) 

23 Data signal rate select 

24 Transmit signal element timing 


25 Unassigned 
1234567 8 9 10111213 


4415 16 17 18 19:20 21 2223 24 25 


Q Since not all pins are used in PC cables, 


BASICS OF |BM introduced the DB-9 version of the 
SERIAL serial |/O standard 
COMMUNI CA- 
TION 
ate Peas Pin Description 
RS? 32 1 Data carrier detect (-DCD) 
Stan d ard S 2 Received data (RxD) 
(c ont’) iS) Transmitted data (TxD) 
4 Data terminal ready (DTR) 
678 9 5 Signal ground (GND) 
6 Data set ready (-DSR) 
7 Request to send (-RTS) 
8 Clear to send (-CTS) 
9 Ring indicator (RI ) 


Q Current terminology classifies data 
BASICS OF communication equipment as 
SERIAL > DTE (data terminal equipment) refers to 
COMMUNI CA- terminal and computers that send and 
TION receive data 
> DCE (data communication equipment) 
refers to communication equipment, such 
as modems 


Data 


Communication : ; 
o The simplest connection between a PC 


and microcontroller requires a minimum 


of three pins, TxD, RxD, and ground 
Null modem connection 


DIE DTE 


Classification 


HANEL 


BASICS OF 
SERI AL 
COMMUNI CA- 
TION 


RS232 Pins 


HANEL 


og DTR (data terminal ready) 
> When terminal is turned on, itt sends out 
signal DTR to indicate that it is ready for 
communication 


4 DSR (data set ready) 


> When DCE Is turned on and has gone 
through the self-test, it assert DSR to 
indicate that it is ready to communicate 


o RTS (request to send) 


> When the DTE device has byte to transmit, 
it assert RTS to signal the modem that it 
has a byte of data to transmit 


uo CTS (clear to send) 


> When the modem has room for storing the 
data it is to receive, it sends out signal CTS 
to DTE to indicate that it can receive the 
data now 


BASICS OF 
SERI AL 
COMMUNI CA- 
TION 


RS232 Pins 


(cont’) 


uo DCD (data carrier detect) 


> The modem asserts signal DCD to inform 
the DTE that a valid carrier has been 
detected and that contact between it and 
the other modem is established 


Q RI (ring indicator) 
> An output from the modem and an input to 
a PC indicates that the telephone is ringing 


> It goes on and off in synchronous with the 
ringing sound 


QO Aline driver such as the MAX232 chip is 


8051 required to convert RS232 voltage 


CONNECTION levels to TTL levels, and vice versa 
TO RS232 


Q 8051 has two pins that are used 
specifically for transferring and 
receiving data serially 

> These two pins are called TxD and RxD and 
are part of the port 3 group (P3.0 and P3.1) 


> These pins are TTL compatible; therefore, 
they require a line driver to make them 
RS232 compatible 


8051 
CONNECTION 
TO RS232 


MAX232 


We need a line driver (voltage 
converter) to convert the R232’s signals 
to TTL voltage levels that will be 
acceptable to 8051’s TxD and RxD pins 


a MAX232 requires 
* four capacitors 


16 
— 1 MAX232 
Lj 3 6 /— 8051 
4 | ¢4 
ae - MAX232 
5 = - 
P3.1) 11 11 
TD 1462 5 | 
T1in Tlout = 
: 14 13 3 
Rlout | Rlin P3.0| 10 12 
| = RxD Nao 
T2in T2out ; = 
DB-9 
R2out . R2int 
| 8 


TTL side 15 RS232 side 


MAX232 has two 
sets of line drivers 


0 To save board space, some designers 


8051 use MAX233 chip from Maxim 
CONNECTION > MAX233 performs the same job as MAX232 
TO RS232 but eliminates the need for capacitors 
> Notice that MAX233 and MAX232 are not 
MAX233 pin compatible 


T1in Tlout = 


3 <] 4 irs L 
T2in T2out 
LL 18 DB- 9 


R2out R2int 
20. —__—_—_< ——- 19 


TILside_ 6 or 9 RS232 side 


Oo To allow data transfer between the PC 
SERIAL and an 8051 system without any error, 
COMMUNI CA- we must make sure that the baud rate 
TION of 8051 system matches the baud rate 
PROGRAMMING of the PCS COM port 


Q Hyperterminal function supports baud 
rates much higher than listed below 


PC Baud Rates 


110 
150 
300 
600 
1200 
2400 
4800 
9600 


19200 Baud rates supported by 
486/Pentium |BM PC BIOS 


SERI AL 
COMMUNI CA- 
TION 
PROGRAMMING 


(cont’) 


TF is set to 1 every 


ticks, so it functions as 


a frequency divider 


With XTAL = 11.0592 MHz, find the TH1 value needed to have the 
following baud rates. (a) 9600 (b) 2400 (c) 1200 


Solution: 

The machine cycle frequency of 8051 = 11.0592 / 12 = 921.6 kHz, 
and 921.6 kHz / 32 = 28,800 Hz is frequency by UART to timer | to 
set baud rate. 

(a) 28,800 / 3 = 9600 where -3 = FD (hex) is loaded into TH1 
(b) 28,800 /12=2400 — where -12 = F4 (hex) is loaded into TH1 
(c) 28,800 /24=1200 — where -24 = E8 (hex) is loaded into TH1 


Notice that dividing 1/12 of the crystal frequency by 32 is the default 
value upon activation of the 8051 RESET pin. 


11.0592 MHz 


: 28800 Hz 

TAL r.. Machine cycle freq 39 
oscillator 921.6 kHz Ae To timer 1 
To set the 


Baud rate 


Baud Rate TH1 (Decimal) TH1 (Hex) 
9600 
4800 
2400 
1200 


lips 


SERI AL 
COMMUNI CA- 
TION 
PROGRAMMING 


SBUF Register 


Q SBUF is an 8-bit register used solely for 


serial Communication 


> For a byte data to be transferred via the 
TXD line, tt must be placed in the SBUF 
register 
= The moment a byte is written into SBUF, it is 
framed with the start and stop bits and 
transferred serially via the TxD line 
> SBUF holds the byte of data when it is 
received by 8051 RxD line 
=" When the bits are received serially via RxD, the 
8051 deframes it by eliminating the stop and 


Start bits, making a byte out of the data received, 
and then placing it in SBUF 


MOV SBUF,#’D’ ;load SBUF=44h, ASCII for ‘D’ 
MOV SBUF,A ;copy accumulator into SBUF 
MOV A, SBUF ;copy SBUF into accumulator 


Q SCON Is an 8-bit register used to 

SERIAL program the start bit, stop bit, and data 
COMMUNI CA- bits of data framing, among other 

TION things 
PROGRAMMING 


SMO | SM1 | SM2 | REN | TB8 | RB8 | lial | RI 
SCON Register 

SMO SCON.7 Serial port mode specifier 

SM1 SCON.6 Serial port mode specifier 

SM2 SCON.5 Used for multiprocessor communication 

REN SCON.4 Set/cleared by software to enable/disable reception 
TB8 SCON.3 Not widely used 

RB8 SCON.2 Not widely used 


TI. SCON.1 Transmit interrupt flag. Set by HW at the 

begin of the stop bit mode 1. And cleared by SW 
RI SCON.0 Receive interrupt flag. Set by HW at the 

begin of the stop bit mode 1. And cleared by SW 


Note: Make SM2, TBS, and RB8 =0 


Qo SMO, SM1 
SERI AL 


COMMUNI CA- > They determine the framing of data by 
TION specifying the number of bits per character, 
PROGRAMMING and the start and stop bits 


SCON Register 


(cont’) 


Only mode | is 
of interest to us 


Qo SM2 


> This enables the multiprocessing capability 
of the 8051 


Ba Department of Computer Science and Information Engineering 
HANEL National Cheng Kung University 


Oo REN (receive enable) 


> It is a bit-adressable register 


SERIAL # When it is high, it allows 8051 to receive data on 
COMMUNI CA- RxD pin 


TION = If low, the receiver is disable 


NOE NviMene Q Tl (transmit interrupt) 
> When 8051 finishes the transfer of 8-bit 


SCON Register character 
(cont’) = |t raises TI flag to indicate that it is ready to 
transfer another byte 


= TI bit is raised at the beginning of the stop bit 


Qo RI (receive interrupt) 


> When 8051 receives data serially via RxD, It 
gets rid of the start and stop bits and 
places the byte in SBUF register 
= It raises the RI flag bit to indicate that a byte 


has been received and should be picked up 
before it is lost 


=" RI is raised halfway through the stop bit 
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Q In programming the 8051 to transfer 
Seni Ar character bytes serially 
1. TMOD register is loaded with the value 


COMMUNI CA- 20H, indicating the use of timer 1 in mode 
TION 2 (8-bit auto-reload) to set baud rate 


PROGRAMMING 2. The TH1 is loaded with one of the values 
to set baud rate for serial data transfer 


Programming 3. The SCON register is loaded with the value 

Serial Data 50H, indicating serial mode 1, where an 8- 
bit data is framed with start and stop bits 

4. TR1 Is set to 1 to start timer 1 

5. Tl is cleared by CLR TTI instruction 

6. The character byte to be transferred 
serially is written into SBUF register 


7. The TI flag bit is monitored with the use of 
instruction JNB TI,xx to see if the 
character has been transferred completely 


8s. To transfer the next byte, go to step 5 


Transmitting 


HANEL 


Write a program for the 8051 to transfer letter “A” serially at 4800 
SERIAL baud, continuously. 


COMMUNI CA- 
TION Solution: 


MOV 
PROGRAMMING MOV 
MOV 


: SETB 
Programming MOV 


Serial Data aN 
CLR 


TMOD, #20H 
TH1, #-6 
SCON, #50H 
TRI 

SBUF, #”A” 
TL, HERE 
TI 


Transmitting SJMP AGAIN 
(cont’) 


;timer 1,mode 2(auto reload) 
;4800 baud rate 

;8-bit, 1 stop, REN enabled 
;start timer 1 

;letter “A” to transfer 
;wait for the last bit 
;clear TI for next char 
;keep sending A 


Write a program for the 8051 to transfer “YES” serially at 9600 


SERIAL baud, 8-bit data, 1 stop bit, do this continuously 


COMMUNI CA- 
TION Solution: 


MOV TMOD,#20H ;timer 1,mode 2(auto reload) 
PROGRAMMING MOV. TH1L;#=3 ;9600 baud rate 
MOV SCON,#50H ;8-bit, 1 stop, REN enabled 
: SE TB Tk ;start timer 1 
Programming MOV A,#”Y" yiranster YY” 


Serial Data poe Te 
MOV A, #”E” stransfer “E” 


Transmitting ia age 
(cont’) MOV A,#”"S” ;transfer MCF 
ACALL TRANS 


SJMP AGAIN ;keep doing it 

;serial data transfer subroutine 

TRANS? MOV -<SBUF,A p load SBUr 

HERE : JNB TI,HERE fWalt. for the. last bit 
CLR TE ;get ready for next byte 
RET 


o The steps that 8051 goes through in 
SERIAL transmitting a character via TxD 
COMMUNI CA- 1. The byte character to be transmitted is 
TION written into the SBUF register 
PROGRAMMING 2. The start bit is transferred 
3. The 8-bit character is transferred on bit at 


: - f a time 
ON er 4. The stop bit is transferred 
TI Flag = It is during the transfer of the stop bit that 


8051 raises the TI flag, indicating that the last 
character was transmitted 
5. By monitoring the TI flag, we make sure 
that we are not overloading the SBUF 
= If we write another byte into the SBUF before 
TI is raised, the untransmitted portion of the 
previous byte will be lost 
6. After SBUF is loaded with a new byte, the 
TI flag bit must be forced to O by CLR TI 
in order for this new byte to be transferred 


HANEL 


Q By checking the TI flag bit, we know 
whether or not the 8051 is ready to 
transfer another byte 


> It must be noted that TI flag bit is raised by 
8051 Itself when it finishes data transfer 


> It must be cleared by the programmer with 
instruction CLR TI 


> If we write a byte into SBUF before the TI 
flag bit is raised, we risk the loss of a 
portion of the byte being transferred 


4 The TI bit can be checked by 
> The instruction JNB TI,xx 
> Using an interrupt 


SERI AL 
COMMUNI CA- 
TION 
PROGRAMMING 


| mportance of 
TI Flag 


(cont’) 


=) 
SERI AL 
COMMUNI CA- 
TION 
PROGRAMMING 


Programming 
Serial Data 


Receiving 


HANEL 


In programming the 8051 to receive 
character bytes serially 


1. 


TMOD register is loaded with the value 
20H, indicating the use of timer 1 in mode 
2 (8-bit auto-reload) to set baud rate 


2. TH1 is loaded to set baud rate 
3. The SCON register is loaded with the value 


50H, indicating serial mode 1, where an 8- 
bit data is framed with start and stop bits 


4. TR1 is set to 1 to start timer 1 
5. RI is cleared by CLR RI instruction 
6. The RI flag bit is monitored with the use of 


instruction JNB RI,xx to see If an entire 
character has been received yet 


When RI is raised, SBUF has the byte, its 
contents are moved into a safe place 


To receive the next character, go to step 5 


SERIAL Write a program for the 8051 to receive bytes of data serially, and 
put them in P1, set the baud rate at 4800, 8-bit data, and | stop bit 
COMMUNI CA- 


TION Solution: 


MOV TMOD,#20H ;timer 1,mode 2(auto reload) 
PROGRAMMING MOV TH1,#-6 74800 baud rate 
MOV SCON,#50H ;8-bit, 1 stop, REN enabled 
: SoElB TRE pstart Liner 1 
Programming JNB RI,HERE ;wait for char to come in 
Serial Data MOV A,SBUF ;Saving incoming byte inA 
MOV P1,A send to port 1 


Receiving CLR RIL ;get ready to receive next 
(cont’) byte 
SJMP ;keep getting data 


Example 10-5 
Assume that the 8051 serial port is connected to the COM port of 
SERIAL IBM PC, and on the PC, we are using the terminal.exe program to 
COMMUNI CA- send and receive data serially. Pl and P2 of the 8051 are connected 
TION to LEDs and switches, respectively. Write an 8051 program to (a) 
send to PC the message “We Are Ready”, (b) receive any data send 
PROGRAMMING by PC and put it on LEDs connected to P1, and (c) get data on 
switches connected to P2 and send it to PC serially. The program 
should perform part (a) once, but parts (b) and (c) continuously, use 
Programming 4800 baud rate. 


Serial Data 


Receivi ng Solution: 


ORG 0 

MOV P2,#0FFH ;make P2 an input port 

MOV TMOD,#20H ;timer 1, mode 2 

MOV TH1,#0FAH ;4800 baud rate 

MOV SCON,#50H ;8-bit, 1 stop, REN enabled 
SETS TRL ;start timer 1 

MOV DPTR, #MYDATA ;load pointer for message 
CLR A 

MOV A,@A+DPTR ;get the character 


(cont’) 


SERI AL 
COMMUNI CA- 
TION 
PROGRAMMING 


Programming 
Serial Data 


Receiving 
(cont’) 


Example 10-5 (cont’) 


JZ Bd jit last Characrer ger our 
ACALL SEND ;otherwise call transfer 
ING DPE 7nNexC one 
SUMP H_ 1 (Stay in. loop 
MOV a,P2 ;read data on P2 
ACALL SEND ;transfer it serially 
ACALL RECV ;get the serial data 
MOV P1,A display 10 on LEDS 
SJMP Bl ;stay in loop indefinitely 
serial data transfer. ACC has the data 
SBUF,A ;load the data 
TT;H-2 Psuay Nere: until tas, Die 
;gone 
TI rget ready for next char 
;return to caller 


JNB RI,RECV ;wait here for char 

MOV A, SBUF ;save it in ACC 

CLR. RI rget ready for next char 
RET ;return to caller 


SERI AL Example 10-5 (cont’) 


COMMUNI CA- 
TION 
PROGRAMMING 


MYDATA: DB “We Are Ready”, 0 
END 


8051 


Programming oe 
Serial Data 


Receiving combat 
(cont’) 


SERI AL 
COMMUNI CA- 
TION 
PROGRAMMING 


| mportance of 
RI Flag 


i) 


In receiving bit via its RxD pin, 8051 
goes through the following steps 


1. It receives the start bit 
# Indicating that the next bit is the first bit of the 
character byte it is about to receive 
2. The 8-bit character is received one bit at 
time 
3. The stop bit is received 


=» When receiving the stop bit 8051 makes RI = 1, 
indicating that an entire character byte has 
been received and must be picked up before it 
gets overwritten by an incoming character 


SERI AL 
COMMUNI CA- 
TION 
PROGRAMMING 


| mportance of 
RI Flag 


(cont’) 


HANEL 


(cont’) 


4. By checking the RI flag bit when it is 


>. 


raised, we know that a character has been 
received and is sitting in the SBUF register 
= We copy the SBUF contents to a safe place in 

some other register or memory before it is lost 
After the SBUF contents are copied into a 
safe place, the RI flag bit must be forced 
to O by CLR RI in order to allow the next 
received character byte to be placed in 
SBUF 


=» Failure to do this causes loss of the received 
character 


Qo By checking the RI flag bit, we know 

SERIAL whether or not the 8051 received a 

COMMUNI CA- character byte 
TION > If we failed to copy SBUF into a safe place, 

PROGRAMMING we risk the loss of the received byte 
> It must be noted that RI flag bit is raised by 
Importance of 8051 when it finish receive data 

RI Flag > It must be cleared by the programmer with 

Instruction CLR RI 


> If we copy SBUF into a safe place before 
the RI flag bit is raised, we risk copying 
garbage 
o The RI bit can be checked by 
> The instruction JNB RI,xx 


> Using an interrupt 


(cont’) 


o There are two ways to increase the 
SERIAL 


The system 
COMMUNICA. baud rate of data transfer / 
TION > To use a higher frequency crystal 


PROGRAMMING > To change a bit in the PCON register 

| oO PCON register is an 8-bit register 
Doubling Baud . . 

Rates > When 8051 is powered up, SMOD is zero 


> We can set it to high by software and 
thereby double the baud rate 


SMOD | == | == | aan | ioe t | GFO | PD | IBF 


SELB ACC. 7] ;make D/=1 
MOV PCON,A ;changing any other bits 


It is not a bit- MOV A, PCON ;place a copy of PCON in ACC 
addressable 


register 


SERIAL 11.0592 MHz linear 
COMMUNI CA- 


XTAL 


PROGRAMMING 
Baud Rate comparison for SMOD=0 and SMOD=1 


57600 Hz 


To timer 
1 To set 


28800 Hz the Baud 
rate 


Machine cycle freq 


921.6 kHz 


Doubling Baud 


Rate 

(cont’) TH1L (Decimal) (Hex) SMOD=0 SMOD=1 
-3 FD 9600 19200 
-6 FA 4800 9600 
-12 F4 2400 4800 


-24 E8 1200 2400 


Example 10-6 
SERI AL Assume that XTAL = 11.0592 MHz for the following program, 
COMMUNI CA- state (a) what this program does, (b) compute the frequency used 
TION by timer | to set the baud rate, and (c) find the baud rate of the data 


transfer. 
PROGRAMMING 
MOV A, PCON ; A=PCON 
MOV ACC.7 ;make D7/=1 
Doubling Baud MOV PCON,A ;SMOD=1, double baud rate 
;with same XTAL freq. 
Rate MOV TMOD,#20H ;timer 1, mode 2 
(cont’) MOV TH1,-3 319200 (57600/3 =19200) 
MOV. SCON;#50H: ~S=bit datay. 1-stop bit, Ri 
;enabled 
SETB ;start timer 1 
MOV ; ftranster letter B 
CLR ;make sure TI=0 
MOV ;transfrer Lt 
JNB Be Petay bere. Wnt) the: last 
;bit 1s gone 
SJMP A l ;keep sending “B” again 


SERI AL 
COMMUNI CA- 
TION 
PROGRAMMING 


Doubling Baud 


Rate 
(cont’) 


Example 10-6 (cont’) 


Solution: 

(a) This program transfers ASCII letter B (01000010 
binary) continuously 

(bo) Wath XTAL = 11.0592 MHz and SMOD = 1 in the 
above program, we have: 


11.0592 / 12 = 921.6 kHz machine cycle frequency. 
921.6 / 16 = 57,600 Hz frequency used by timer 1 
to set the baud rate. 

57600 / 3 = 19,200, the baud rate. 


Find the TH1 value (in both decimal and hex ) to set the baud rate 
to each of the following. (a) 9600 (b) 4800 if SMOD=1. Assume 
that XTAL 11.0592 MHz 


Solution: 

With XTAL = 11.0592 and SMOD = 1, we have timer frequency = 
57,600 Hz. 

(a) 57600 / 9600 = 6; so TH1 = -6 or TH] = FAH 

(b) 57600 / 4800 = 12; so TH1 = -12 or TH] = F4H 


SERI AL 
COMMUNI CA- 
TION 
PROGRAMMING 


Doubling Baud 


Rate 
(cont’) 


Example 10-8 
Find the baud rate if TH1 = -2, SMOD = 1, and XTAL = 11.0592 
MHz. Is this baud rate supported by IBM compatible PCs? 


Solution: 

With XTAL = 11.0592 and SMOD = 1, we have timer frequency = 
57,600 Hz. The baud rate is 57,600/2 = 28,800. This baud rate is 
not supported by the BIOS of the PCs; however, the PC can be 
programmed to do data transfer at such a speed. Also, 
HyperTerminal in Windows supports this and other baud rates. 


Example 10-10 
Write a program to send the message “The Earth is but One 
SERI AL Country” to serial port. Assume a SW is connected to pin P1.2. 
Monitor its status and set the baud rate as follows: 
COMMUNICA SW = 0, 4800 baud rate 
TION SW = 1, 9600 baud rate 
MOLE PVA MIEN@) | Assume XTAL = 11.0592 MHz, 8-bit data, and | stop bit. 


Solution: 
Doubling Baud BIT P1.2 


OH *startin CSI Tion 
Rate eng P 


(cont’) TMOD, #20H 
THI +=6 ;4800 baud rate (default) 
SCON, #50H 
TRL 
SW ;make SW an input 
SW,SLOWSP ;check SW status 
A, PCON ;read PCON 
ACC.7 rset SMOD high for’ 9600 
PCON,A ;write PCON 
OVER ;send message 


SERI AL 
SLOWSP: 
MOV A, PCON 


COMMUNI CA- 
TION SETB ACC.7 
MOV PCON,A 
PROGRAMMING MOV 


CLR A 


MOVC A, @A+DPTR 


Doubling Baud JZ S1 
ACALL SENDCOM 
Rate INC DPTR 


SENDCOM: 
MOV 


DPTR, #MESS1 


;read PCON 

;set SMOD low for 4800 
;write PCON 

;load address to message 


;read value 

;check for end of line 
;send value to serial port 
;move to next value 

; repeat 


;place value in buffer 
;wait until transmitted 
sclear 

,;return 


DB “The Earth is but One Country”, 0 


BND 


g Many new generations of 8051 
PROGRAMMING ea th t | 
THE SECOND microcon roller come with two seria 
SERIAL PORT ports, like DS89C4x0 and DS80C320 


> The second serial port of DS89C4x0 uses 
pins P1.2 and P1.3 for the Rx and Tx lines 


> The second serial port uses some reserved 
SFR addresses for the SCON and SBUF 
=» There is no universal agreement among the 
makers as to which addresses should be used 
— The SFR addresses of COH and Cl1H are set 
aside for SBUF and SCON of DS89C4x0O 
» The DS89C4x0 technical documentation refers 
to these registers as SCON1 and SBUF 1 


¢ The first ones are designated as SCONO 
and SBUFO 


HANEL 


PROGRAMMI NG 
THE SECOND 
SERIAL PORT 


(cont’) 


CFL 
(IZEX) PL 
(RXD1) P1.2 
CUIXDI) F135 
(INT2) P1.4 
(-INT3) P1.5 
(INT4) P1.6 
(-INTS) P1.7 
RST 

(RXD) P3.0 
(TXD) P3.1 
(-INTO) P3.2 
(-INT1) P3.3 
(TO) P3.4 
ChE 
(-WR) P3.6 
(-RD) P3.7 
XTAL2 
XTALI 
GND 


DS89C4x0 pin diagram 


DS89C4x0 
(89C420 


89C430 
89C440 


89C450) 


Vcc 

P0.0 (ADO) 
PO.1 (AD1) 
PO.2 (AD2) 
P0.3 (AD3) 
P0.4 (AD4) 
P0.5 (ADS) 
P0.6 (AD6) 
P0.7 (AD7) 
-EA/VPP 
ALE/-PROG 
-PSEN 
P2.7 (A15) 
P2.6 (A14) 
P2.5 (A13) 
P2.4 (A12) 
P2.3 (Al1) 
P2.2 (A10) 
P2.1 (A9) 
P2.0 (A8) 


PROGRAMMI NG 
THE SECOND 
SERIAL PORT 


(cont’) 


SFR Byte Addresses for DS89C4x0 Serial Ports 


SFR 

(byte address) 
SCON 

SBUF 

TL 

TH 

TCON 

PCON 


First Serial Port 


SCONO = 98H 
SBUFO = 99H 
TL1 = 8BH 
TH1 = 8DH 
TCONO = 88H 
PCON = 87H 


Second Serial Port 


SCON1 = COH 
SBUF1 = C1H 
TL1 = 8BH 
TH1 = 8DH 
TCONO = 88H 
PCON = 87H 


eis © Upon reset, DS89c4x0 uses Timer 1 for 
See setting baud rate of both serial ports 


SERIAL PORT > While each serial port has its own SCON 
(cont’) and SBUF registers, both ports can use 
Timerl for setting the baud rate 


> SBUF and SCON refer to the SFR registers 
of the first serial port 
= Since the older 8051 assemblers do not support 


this new second serial port, we need to define 
them in program 


= To avoid confusion, in DS89C4x0 programs we 
use SCONO and SBUFO for the first and SCON1 
and SBUF 1for the second serial ports 


Example 10-11 
Write a program for the second serial port of the DS89C4x0 to 
me@le AW IMIEN(E) | continuously transfer the letter “A” serially at 4800 baud. Use 8-bit 


THE SECOND data and | stop bit. Use Timer 1. 
SERIAL PORT 


Solution: 


(cont’) SBUF1 EQU OC1H ;2nd serial SBUF addr 
SCON1 EQU OCOH ;2nd serial SCON addr 
gl iE BIT OCI1H ,2n0 Serial Tl bit addr 
RI1 BIT OCOE ;2nd serial RI bit addr 
ORG OH AsCarling Position 


MOV TMOD, #20H ;COM2 uses Timer 1 on reset 
MOV TH1,#-6 ;4800 baud rate 
MOV SCON1,#50H ;8-bit, 1 stop, REN enabled 
Sf TB TRL. ;start timer 1 
MOV A,#”A” ;send char ‘A’ 
ACALL SENDCOM2 
SJMP AGAIN 
SENDCOM2 : 
MOV SBUFI1,A ;COM2 has its own SBUF 
HERE: JNB TI1,HERE ;COM2- Nas. 1ts-own TL £lLag 
Cirm:. “Trl 
RET 
END 


Example 10-14 
Assume that a switch is connected to pin P2.0. Write a program to 
=) =Y@e2vNMIMIEN(e, | monitor the switch and perform the following: 
(a) If SW = 0, send the message “Hello” to the Serial #0 port 
THE SECOND (b) If SW = 1, send the message “Goodbye” to the Serial #1 port. 
SERIAL PORT Seigou: 
olution: 


(cont’) SCON1 EQU OCOH 
LiL? Ber OC Le 
SWL BIT P2«0 
ORG OH ;Starting position 
MOV TMOD, #20H 
MOV TH1,#-3 ;9600 baud rate 
MOV SCON, #50H 
MOV SCON1,#50H 
SETB- TRI 
SpETB: SW ;make SW1l an input 
JB SW1,NEXT ;check SW1l status 
MOV DPTR,#MESS1;if SW1=0 display “Hello” 
CLR A 
MOVC A,@A+DPTR ;read value 
JZ sol PCcheck tor end or lJine 
ACALL SENDCOM1 ;send to serial port 
INC DPR ;move to next value 
SJM FN 


PROGRAMMING : MOV DPTR, #MESS2;if SW1=1 display “Goodbye” 
THE SECOND 2 


MOVC A,@A+DPTR ;read value 
SERIAL PORT JZ S1 ;check for end of line 
: ACALL SENDCOM2 ;send to serial port 
(cont’) INC. DPTR ;move to next value 
SJM LN 


SENDCOM1: 
;place value in buffer 
jwait until transmitted 
;clear 


SENDCOM2 : 
MOV SBUFI,A ;place value in buffer 
HERE1: JNB TI1,HERElL j;wait until transmitted 
CLR TIl ;clear 
RET 


DB “Hello” ,0 
DB “Goodbye”, 0 
END 


Example 10-15 
SERIAL PORT [RYARRRTS program for 8051 to transfer the letter “A” serially at 4800 
=) >Yere2yNWiMwinnie) | baud continuously. Use 8-bit data and | stop bit. 


INC 


Solution: 
#include <reg51.h> 
a void main(void) { 
Transmitting TMOD=0x20; //use Timer 1, mode 2 
os TH1=0OxFA; //4800 baud rate 
and Receiving SCON=0x50; 
Data TRI=1; 
while (1) { 


SBUF=‘A!’ ; //place value in buffer 
while (TI==0); 


TI=0; 
} 
} 


Example 10-16 
SSN SMOIGME | Write an 8051 C program to transfer the message “YES” serially at 
Yee 2yNMiMwinnie, | 9600 baud, 8-bit data, 1 stop bit. Do this continuously. 


INC 


Solution: 
#include <reg51.h> 


a void SerTx(unsigned char) ; 
Transmitting void main (void) { 
- TMOD=0x20; /juse Timer 1, mode 2 
and Receiving TH1=OxFD; //9600 baud rate 
Data SCON=0x50; 


(cont’) Ji scverc. tamer 


void SerTx(unsigned char x) { 
SBUF=x; //place value in buffer 
while  (TT==0) 3 //wait until transmitted 
TI=0; 

} 


Example 10-17 
SERIAL PORT Program the 8051 in C to receive bytes of data serially and put them 
=) °Yee2yNViMinwie | in P1. Set the baud rate at 4800, 8-bit data, and 1 stop bit. 


INC 


Solution: 
#include <reg51.h> 
a void main(void) { 
Transmitting unsigned char mybyte; 
or TMOD=0x20; //use Timer 1, mode 2 
and Receiving TH1=0xFA; //4800 baud rate 
Data SCON=0x50; 
TRI //start timer 
while (1) { //repeat forever 
while (RI==0); //wait to receive 
mybyte=SBUF; //save value 
Pl=mybyte; //write value to port 
RI=0; 
} 
} 


(cont’) 


SERIAL PORT 
PROGRAMMING 
INC 


Transmitting 
and Receiving 


Data 
(cont’) 


Example 10-19 

Write an 8051 C Program to send the two messages “Normal Speed” 
and “High Speed” to the serial port. Assuming that SW is connected 
to pin P2.0, monitor its status and set the baud rate as follows: 

SW = 0, 28,800 baud rate 

SW = 1, 56K baud rate 

Assume that XTAL = 11.0592 MHz for both cases. 


Solution: 
#include <reg51.h> 
sbit MYSW=P2%0; //input switch 
void main(void) { 
unsigned char Zz; 
unsigned char Messi[]=“Normal Speed”; 
unsigned char Mess2[]=“High Speed”; 
TMOD=0x20; //use Timer 1, mode 2 
TH1=OxFF; /J/28800 for normal 
SCON=0%503 
Jf atart Viner 


SERIAL PORT 
PROGRAMMING 
INC 


Transmitting 
and Receiving 
Data 


(cont’) 


if (MYSW==0) { 
for (z=0;z<12;z++) { 
SBUF=Messl[z]; //place value in buffer 
while (TI==0); //wait for transmit 
TI=0; 
} 
} 
else { 
PCON=PCON | 0x80; //for high speed of 56K 
for (z=077< 10-275) { 
SBUF=Mess2[z]; //place value in buffer 
while (TI==0); //wait for transmit 
TI=0; 


SERIAL PORT 
PROGRAMMING 
INC 


C Compilers 
and the Second 
Serial Port 


Example 10-20 
Write a C program for the DS89C4x0 to transfer the letter “A” serially 
at 4800 baud continuously. Use the second serial port with 8-bit data 
and | stop bit. We can only use Timer | to set the baud rate. 


Solution: 
#include <reg51.h> 
sfr SBUFl=0xCl; 
srr SCON1=0xCO; 
soit TL lOc lL 
void main(void) { 
TMOD=0x20; 
THI=OxFA; 
SCON=0x50; 
TRI=1; 
while (1) { 
SBUFI1=‘A’ ; 
while (TI1==0); 
TI1=0; 


//use Timer 1, mode 2 
//4800 baud rate 

//ase 2nd serial port SCON1 
j/ stark. Himer 


//use 2nd serial port SBUF1 
//wait for transmit 


Example 10-21 
SERIAL PORT Program the DS89C4x0 in C to receive bytes of data serially via the 
=) >Y@.e:2yN\iinwie) | second serial port and put them in P1. Set the baud rate at 9600, 8-bit 
data and | stop bit. Use Timer | for baud rate generation. 


INC 


Solution: 


#include <reg51.h> 
C Compilers sfr SBUF1=0xCl1; 


sfr SCON]=0x2CO0; 
and the Second sbit RI1=0xC0: 


Serial Port void main(void) { 

unsigned char mybyte; 

TMOD=0x20; //use Timer 1, mode 2 

TH1=OxFD; //9600 baud rate 

SCON1=0x50; //use 2nd serial port SCON1 

TRi= 1 //start timer 

while (1) { 
while (RI1==0); //monitor RI1 
mybyte=SBUF1; //use SBUF1 
P2=mybyte; //place value on port 
Ries 


INTERRUPTS 
PROGRAMMING 


The 8051 Microcontrol/er and Ernbedded 
Systems: Using Assembly and C 
Mazidi, Mazidi and McKinlay 


Chung-Ping Young 
aie 


Q An /nterrupt is an external or internal 
event that interrupts the 
microcontroller to inform it that a 
device needs its service 


g A single microcontroller can serve 
several devices by two ways 


> Interrupts 


=» Whenever any device needs its service, the 
device notifies the microcontroller by sending it 
an interrupt signal 


=" Upon receiving an interrupt signal, the 
microcontroller interrupts whatever it is doing 
and serves the device 


= The program which is associated with the 


interrupt is called the /nterruot service routine 
(ISR) or /nterruot handler 


INTERRUPTS 


Interrupts vs. 
Polling 


4) = (cont’) 
> Polling 


=" The microcontroller continuously monitors the 
status of a given device 


me)iiiare = When the conditions met, it performs the 
(cont’) service 


=» After that, it moves on to monitor the next 
device until every one is serviced 


Q Polling can monitor the status of 
several devices and serve each of 
them as certain conditions are met 

> The polling method is not efficient, since it 
wastes much of the microcontroller’s time 
by polling devices that do not need service 
> eX. UNB TE,target 


INTERRUPTS 


|nterrupts vs. 


Q The advantage of interrupts is that the 
microcontroller can serve many 
Interrupts vs. devices (not all at the same time) 


meiiiare >» Each devices can get the attention of the 

(cont’) microcontroller based on the assigned 
priority 

> For the polling method, it is not possible to 
assign priority since it checks all devices in 
a round-robin fashion 


Q The microcontroller can also ignore 
(mask) a device request for service 
> This is not possible for the polling method 


INTERRUPTS 


QO For every interrupt, there must be an 


neon Interrupt service routine (ISR), or 
Interrupt interrupt handler 
Service Routine > When an interrupt is invoked, the micro- 
controller runs the interrupt service 
routine 


> For every interrupt, there is a fixed 
location in memory that holds the address 
of its ISR 


> The group of memory locations set aside 
to hold the addresses of ISRs is called 
interrupt vector table 


Q Upon activation of an interrupt, the 
microcontroller goes through the 
Steps in following steps 


Executing an 1. It finishes the instruction it is executing 
|nterrupt and saves the address of the next 

instruction (PC) on the stack 

2. It also saves the current status of all the 
interrupts internally (i.e: not on the stack) 

3. It jumps to a fixed location in memory, 
called the interrupt vector table, that 
holds the address of the ISR 


INTERRUPTS 


INTERRUPTS 


Steps in 
Executing an 


| nterrupt 
(cont’) 


HANEL 


(cont’) 


4. The microcontroller gets the address of 
the ISR from the interrupt vector table 
and jumps to it 
= It starts to execute the interrupt service 

subroutine until it reaches the last instruction 
of the subroutine which is RETI (return from 
interrupt) 

5. Upon executing the RETI instruction, the 
microcontroller returns to the place 
where it was interrupted 


= First, it gets the program counter (PC) 
address from the stack by popping the top 
two bytes of the stack into the PC 


» Then it starts to execute from that address 


g Six interrupts are allocated as follows 
> Reset — power-up reset 


INTERRUPTS 


Six Interrupts > Two interrupts are set aside for the timers: 
in 8051 one for timer O and one for timer 1 
> Two interrupts are set aside for hardware 
external interrupts 
= P3.2 and P3.3 are for the external hardware 
interrupts INTO (or EX1), and INT1 (or EX2) 
> Serial communication has a single 
interrupt that belongs to both receive and 
transfer 


INTERRUPTS 


Six Interrupts 
In 8051 


(cont’) 
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Interrupt vector table 


Interrupt 


Reset 

External HW (I NTO) 
Timer O (TFO) 
External HW (I NT1) 
Timer 1 (TF1) 

Serial COM (RI and TI) 


ORG 0 
LUMP. MAIN 


ORG 30H 


ROM Location Pin 
(hex) 

0000 9 

0003 P3722) 
OOOB 

0013 e373 (3) 
001B 

0023 


;wake-up ROM reset location 
vector table 


sOY-pase Ant, 
program 


Only three bytes of ROM space 

assigned to the reset pin. We put 
the LJMP as the first instruction 
and redirect the processor away 

from the interrupt vector table. 


4 Upon reset, all interrupts are disabled 

(masked), meaning that none will be 
Enabling and responded to by the microcontroller if 
Disabling an they are activated 


INTERRUPTS 


See 3 The interrupts must be enabled by 
software in order for the 
microcontroller to respond to them 


> There is a register called 1E (interrupt 
enable) that is responsible for enabling 
(unmasking) and disabling (masking) the 
interrupts 


INTERRUPTS 


Enabling and 
Disabling an 
| nterrupt 
(cont’) 
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IE (Interrupt Enable) Register 


haw, 
1E.6 
ES 


IE.4 
IE.3 
IE.2 
Es 
IE.O 


DO 
ia re lh EX1 ETO EXO 


EA (enable all) must be set to 1 in order 
for rest of the register to take effect 


Disables all interrupts 


Not implemented, reserved for future use 


Enables or disables timer 2 overflow or capture 
interrupt (8952) 


Enables or disables the serial port interrupt 
Enables or disables timer 1 overflow interrupt 
Enables or disables external interrupt 1 
Enables or disables timer O overflow interrupt 


Enables or disables external interrupt O 


INTERRUPTS 


Enabling and 
Disabling an 
| nterrupt 
(cont’) 


Q To enable an interrupt, we take the 
following steps: 


Li 


Bit D7 of the IE register (EA) must be set 
to high to allow the rest of register to 
take effect 


The value of EA 

> If EA =1, interrupts are enabled and will be 
responded to if their corresponding bits in lE 
are high 

> If EA =0, no interrupt will be responded to, 
even if the associated bit in the IE register is 
high 


INTERRUPTS 


Enabling and 
Disabling an 
| nterrupt 
(cont’) 
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Example 11-1 

Show the instructions to (a) enable the serial interrupt, timer 0 
interrupt, and external hardware interrupt 1 (EX1),and (b) disable 
(mask) the timer 0 interrupt, then (c) show how to disable all the 
interrupts with a single instruction. 


Solution: 


(a) MOV. IE,#10010110B ;enable serial, 
Pamer - Oy: Foc. 


Another way to perform the same manipulation 1s 
SETB IE.7 ;EHA=1, global enable 
SETB IE.4 ;enable serial interrupt 
SETB IE.1 ;enable Timer O interrupt 
SETB 2 ;enable EX1 

1 


(b) CLR ;mask (disable) timer 0 


;interrupt only 


(c) CLR . ;disable all interrupts 


a The timer flag (TF) is raised when the 
TIMER timer rolls over 


INTERRUPTS > In polling TF, we have to wait until the TF 
IS raised 
= The problem with this method is that the 


microcontroller is tied down while waiting for TF 
to be raised, and can not do anything else 


> Using interrupts solves this problem and, 
avoids tying down the controller 


= If the timer interrupt in the IE register is 
enabled, whenever the timer rolls over, TF is 
raised, and the microcontroller is interrupted in 
whatever it is doing, and jumps to the interrupt 
vector table to service the ISR 


In this way, the microcontroller can do other 
until it is notified that the timer has rolled over 


TFO Timer 0 Interrupt Vector TFl Timer | Interrupt Vector 
—— OOOBH | fine 001BH 


Jumps to Jumps to 
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Example 11-2 
TIMER Write a program that continuously get 8-bit data from PO and sends it 
to P1 while simultaneously creating a square wave of 200 us period 
| SRE PTS on pin P2.1. Use timer 0 to create the square wave. Assume that 
(cont’) XTAL = 11.0592 MHz. 


Solution: 


We will use timer 0 in mode 2 (auto reload). THO = 100/1.085 us = 92 


;--upon wake-up gO LO Main, avoid using 
rmemory allocated to Interrupt Vector Table 
ORG OOOOH 
LUMP MAIN ;by-pass interrupt vector table 
;--ISR for timer 0 to generate square wave 
ORG OOOBH ;Timer O interrupt vector table 
CPL: PZal reggie: P2Z.1 pin 
RET I ;recurn from .lskR 
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TIMER ;=--THe Main program for initialization 
INTERRUPTS ORG O0O30H ;after vector table space 
MAIN: MOV TMOD,#02H ;Timer 0, mode 2 

MOV PO0O,#O0FFH ;make PO an input port 

MOV THO,#-92 ;THO=A4H for -92 

MOV IE,#82H ;IE=10000010 (bin) enable 
>Timer 0 

SE TB: TRO Sotart Timer .U 

MOV A, PO ;get data from PO 

MOV P1,A pissue it to Pl 

SJMP BACK ;keep doing it loop 
;unless interrupted by TFO 


(cont’) 


END 


ve HANEL 


TIMER 
INTERRUPTS 


(cont’) 
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Example 11-3 

Rewrite Example 11-2 to create a square wave that has a high portion 
of 1085 us and a low portion of 15 us. Assume XTAL=11.0592MHz. 
Use timer 1. 


Solution: 
Since 1085 us is 1000 x 1.085 we need to use mode | of timer 1. 


s-=UpON. Wake-Up GO LO: Main, avoid Using 
rmemory allocated to Interrupt Vector Table 
ORG OOOOH 
LUMP MAIN ;by-pass int. vector table 
;--ISR for timer 1 to generate square wave 
ORG 0OO0O1BH ;Timer 1 int. vector table 
LJMP ISR T1 ;jump to ISR 


;--The Main program for initialization 
TIMER ORG 0O030H farver vector Cable space 
MAIN: MOV TMOD,#10H ;Timer 1, mode 1 
INTERRUPTS MOV PO,#OFFH ;make PO an input port 
(cont’) MOV TL1,#018H -TL1=18 low byte of -1000 
MOV TH1,#0FCH ;THI=FC high byte of -1000 
MOV IE,#88H ;10001000 enable Timer 1 int 
SETBy TR 
MOV A, PO ; Low portion of the pulse is 
MOV P1,A Pa created by 14 MC 
SJMP BACK 
1 ISR. Must be reloaded, 
CLR TRL ;stop Timer 1 
MOV R2,#4 ’ 
Cie. 2241 7PZ.1=0, Start. of low porting 
DJNZ. R2,HERE 74x2 machine cycle 
MOV TL1,#18H ;load Tl low byte value 
MOV TH1,#OFCH;load Tl high byte value 
SETB TR1 ;starts timerl 
Sole PZ yi 7P2cl=ly,back to high 
RET I ;return to main 
END 


lg HANEL 


Example 11-4 
TIMER Write a program to generate a square wave if 50Hz frequency on pin 
P1.2. This is similar to Example 9-12 except that it uses an interrupt 
| sii PTS for timer 0. Assume that XTAL=1 1.0592 MHz 
cont’ 


Solution: 
ORG 0O 
LJUMP MAIN 
ORG OOOBH ;ISR for Timer 0 
CPL PlL.2 
TLO, #00 
THO, #ODCH 


30H 

main program for initialization 
TMOD, #O0000001B ;Timer 0, Mode 1 
TLO, #00 
THO, #ODCH 
IE, #82H ;enable Timer O interrupt 
TRO 
HERE 
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o The 8051 has two external hardware 


EXTERNAL ‘ 
HARDWARE Interrupts 
INTERRUPTS > Pin 12 (P3.2) and pin 13 (P3.3) of the 8051, 


designated as INTO and INT1, are used as 
external hardware interrupts 

= The interrupt vector table locations OO003H and 

0013H are set aside for INTO and INT1 
> There are two activation levels for the 

external hardware interrupts 

= Level trigged 

=" Edge trigged 


EXTERNAL 
HARDWARE Level-triggered 
INTERRUPTS : 


INTO ————# ITO 0003 


: Pin 3.2 
(cont’) (Pin 3.2) ; a 
Edge-triggered | (TCON.1) 


Activation of INT1 


Level-triggered 


Activation of INTO 


INT1 ———¢e ITI 0013 


Pin 3.3 
ee I IEl 
Edge-triggered | (TCON.3) 


Q In the level-triggered mode, INTO and 
INT1 pins are normally high 
> If a low-level signal is applied to them, it 
triggers the interrupt 


> Then the microcontroller stops whatever it 
IS doing and jumps to the interrupt vector 
table to service that interrupt 


> The low-level signal at the INT pin must 
be removed before the execution of the 
last instruction of the ISR, RETI; otherwise, 
another interrupt will be generated 
Q This ts called a /eve-triggered or /eve’- 
activated interrupt and is the default 
mode upon reset of the 8051 


EXTERNAL 
HARDWARE 
INTERRUPTS 


Level- Triggered 
|nterrupt 


EXTERNAL 
HARDWARE 
INTERRUPTS 


Level- Triggered 


|nterrupt 
(cont’) 
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Example 11-5 

Assume that the INT1 pin is connected to a switch that is normally 
high. Whenever it goes low, it should turn on an LED. The LED is 
connected to P1.3 and is normally off. When it is turned on it should 
stay on for a fraction of a second. As long as the switch is pressed low, 
the LED should stay on. 


Solution: 
ORG OOOOH 
LJMP MAIN ;by-pass inter 
;vector table 
e==I15R. for INTL -to tien <on LED 
ORG 0O013H r INTL TSR 
SE TB: Plas ;turn on LED 
MOV R3,#255 
DJNZ R3,BACK ;keep LED on for a jee 
CER “Pi.3 ;turn off the LED See 
RETI ?return from ISR to be turned on. If 
it is kept activated, 
(--MAIN ‘program. for anitialization the LED stays on 
ORG 30H 
MAIN: MOV IE,#10000100B ;enable external INT 1 
HERE: SJMP HERE ;stay here until get interrupted 
END 


a Pins P3.2 and P3.3 are used for normal 
|1/O unless the INTO and INT1 bits in 
the IE register are enabled 


> After the hardware interrupts in the IE 
register are enabled, the controller keeps 
Sampling the INTn pin for a low-level signal 
once each machine cycle 


> According to one manufacturer’s data sheet, 


= The pin must be held in a low state until the 
start of the execution of ISR 


= If the INTn pin is brought back to a logic high 
before the start of the execution of ISR there 
will be no interrupt 


= If INTn pin ts left at a logic low after the RETI 
Instruction of the ISR, another interrupt will be 
activated after one instruction is executed 


EXTERNAL 
HARDWARE 
INTERRUPTS 


Sampling Low 
Level- Triggered 
|nterrupt 
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EXTERNAL 
HARDWARE 
INTERRUPTS 


Sampling Low 
Level- Triggered 
| nterrupt 


(cont’) 


> To ensure the activation of the hardware 
interrupt at the INTn pin, make sure that 
the duration of the low-level signal is 
around 4 machine cycles, but no more 


= This is due to the fact that the level-triggered 
interrupt is not latched 

=" Thus the pin must be held in a low state until 
the start of the |SR execution 


1 MC 
a: 4 machine cycles Te ENO: oe 
1.085us eee es 


a. & 1. Os5us 


note: On reset, ITO (TCON.0) and IT1 (TCON.2) are both 
low, making external interrupt level-triggered 


QO To make INTO and INT1 edge- 
EXTERNAL Pa Anat t t 
HARDWARE riggere interrupts, we mus program 
INTERRUPTS the bits of the TCON register 
> The TCON register holds, among other bits, 
the 1TO and IT1 flag bits that determine 
level- or edge-triggered mode of the 


hardware interrupt 
=" |TO and IT1 are bits DO and D2 of the TCON 
register 
= They are also referred to as TCON.O and 
TCON.2 since the TCON register is bit- 
addressable 


Edge- Triggered 
| nterrupt 


EXTERNAL 
HARDWARE 
INTERRUPTS 


Edge- Triggered 
| nterrupt 
(cont’) 
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TCON (Timer/Counter) Register (Bit-addressable) 


DO 


EE | TR1 | TFO | TRO | fEL | IT1 | IEO | ITO 


Timer 1 overflow flag. Set by 
hardware when timer/counter 

1 overflows. Cleared by hardware as 
the processor vectors to the interrupt 
service routine 


Timer 1 run control bit. Set/cleared by 
software to turn timer/counter 1 on/off 


Timer O overflow flag. Set by 
hardware when timer/counter O 
overflows. Cleared by hardware as the 
processor vectors to the interrupt 
service routine 


Timer O run control bit. Set/cleared by 
software to turn timer/counter O on/off 


TCON (Timer/Counter) Register (Bit-addressable) (cont’) 
EXTERNAL 


HARDWARE External interrupt 1 edge flag. Set by 

INTERRUPTS CPU when the external interrupt edge 
(H-to-L transition) is detected. Cleared 
by CPU when the interrupt is processed 


Edge- Triggered 
Interrupt 1 type control bit. Set/cleared 


Interrupt by software to specify falling edge/low- 
(cont’) level triggered external interrupt 


External interrupt O edge flag. Set by 
CPU when the external interrupt edge 
(H-to-L transition) is detected. Cleared 
by CPU when the interrupt is processed 


Interrupt O type control bit. Set/cleared 
by software to specify falling edge/low- 
level triggered external interrupt 


HANEL 


Assume that pin 3.3 (INT1) is connected to a pulse generator, write a 
EXTERNAL. program in which the falling edge of the pulse will send a high to 
P1.3, which is connected to an LED (or buzzer). In other words, the 
HARDWARE LED is turned on and off at the same rate as the pulses are applied to 


INTERRUPTS 3 [Rigen 


When the falling edge of the signal 
is applied to pin INT1, the LED 


: Solution: will be turned on momentaril 
Ca ‘s 
Edge- Triggered Kae woKok 


|nterrupt LUMP MAIN 
(cont’) for hardware interrupt INT1 to turn on LED 
ORG 
op alles 
MOV 
DJNZ ;keep the buzzer on for a while 
CLR ; ;turn off the buzzer 


The on-state duration RETI sreturn from ISR 


depends on the time 
delay inside the ISR 


ORG 30H 
for INT1 


SETB TCON.2 ;make INT1 edge-triggered int. 
MOV IE,#10000100B ;enable External INT 1 
SJMP HERE ;stay here until get interrupted 
END 


HANEL 


o In edge-triggered interrupts 
EXTERNAL J Ig a 


HARDWARE > The external source must be held high for 
INTERRUPTS at least one machine cycle, and then held 
low for at least one machine cycle 


Sampling Edge- > The falling edge of pins INTO and INT1 
Triggered are latched by the 8051 and are held by 
Interrupt the TCON.1 and TCON.3 bits of TCON 

register 

=" Function as interrupt-in-service flags 


= |t indicates that the interrupt is being serviced 
now and on this INTn pin, and no new interrupt 
will be responded to until this service is finished 
Minimum pulse duration to 


detect edge-triggered I MC 1 MC 
INCErrupLts XTAL=11.-0592MHz 1.085us 1.085us 
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EXTERNAL 
HARDWARE 
INTERRUPTS 


Sampling Edge- 
Triggered 
| nterrupt 


(cont’) 
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a Regarding the ITO and !T1 bits in the 
TCON register, the following two points 
must be emphasized 


> When the ISRs are finished (that is, upon 
execution of RETI), these bits (TCON.1 and 
TCON.3) are cleared, indicating that the 
interrupt is finished and the 8051 is ready 
to respond to another interrupt on that pin 


> During the time that the interrupt service 
routine is being executed, the INTn pin is 
ignored, no matter how many times it 
makes a high-to-low transition 
=" RETI clears the corresponding bit in TCON 
register (TCON.1 or TCON.3) 
= There is no need for instruction CLR TCON.1 
before RETI in the ISR associated with INTO 


EXTERNAL 
HARDWARE 
INTERRUPTS 


Sampling Edge- 
Triggered 


| nterrupt 
(cont’) 
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Example 11-7 

What is the difference between the RET and RETI instructions? 
Explain why we can not use RET instead of RETI as the last 
instruction of an ISR. 


Solution: 
Both perform the same actions of popping off the top two bytes of the 
stack into the program counter, and marking the 8051 return to where 
it left off. 


However, RETI also performs an additional task of clearing the 
interrupt-in-service flag, indicating that the servicing of the interrupt 
is over and the 8051 now can accept a new interrupt on that pin. If 
you use RET instead of RETI as the last instruction of the interrupt 
service routine, you simply block any new interrupt on that pin after 
the first interrupt, since the pin status would indicate that the interrupt 
is still being serviced. In the cases of TFO, TF1, TCON.1, and 
TCON.3, they are cleared due to the execution of RETI. 


SERIAL a TI (transfer interrupt) is raised when 
COMMUNI- the last bit of the framed data, the 

CATION stop bit, is transferred, indicating that 
INTERRUPT the SBUF register is ready to transfer 
the next byte 


QO RI (received interrupt) is raised when 
the entire frame of data, including the 
stop bit, is received 

> In other words, when the SBUF register 
has a byte, RI is raised to indicate that the 
received byte needs to be picked up 
before it is lost (overrun) by new incoming 
serial data 


SERI AL 
COMMUNI - 
CATION 
INTERRUPT 


RI and TI Flags 
and Interrupts 


og In the 8051 there is only one interrupt 
set aside for serial communication 

> This interrupt is used to both send and 
receive data 

> If the interrupt bit in the IE register (1E.4) 
is enabled, when RI or TI is raised the 
8051 gets interrupted and jumps to 
memory location 0023H to execute the ISR 

> In that ISR we must examine the TI and RI 
flags to see which one caused the interrupt 
and respond accordingly 


iil 
O0023H 
RI 


Serial interrupt 1s invoked by TL or RI ftlags 


SERI AL 
COMMUNI - 
CATION 
INTERRUPT 


Use of Serial 
COM in 8051 


g The serial interrupt is used mainly for 
receiving data and is never used for 
sending data serially 

> This is like getting a telephone call in 
which we need a ring to be notified 


> If we need to make a phone call there are 
other ways to remind ourselves and there 
IS no need for ringing 


> However in receiving the phone call, we 


must respond immediately no matter what 
we are doing or we will miss the call 


SERI AL 
COMMUNI - 
CATION 
INTERRUPT 


Use of Serial 
COM in 8051 


(cont’) 
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Example 11-8 


Write a program in which the 8051 reads data from P1 and writes it to 
P2 continuously while giving a copy of it to the serial COM port to be 
transferred serially. Assume that XTAL=11.0592. Set the baud rate at 


9600. 


Solution: 
ORG 
LJUMP 
ORG 
LJMP 
ORG 
MOV 
MOV 
MOV 
MOV 
MOV 
of lB 
MOV 
MOV 
MOV 
SJUMP 


OOOOH 

MAIN 

23H 

SERIAL ;jump to serial int ISR 
30H 

P1,#OFFH ;make Pl an input port 
TMOD, #20H ;timer 1, auto reload 
TH1,#OFDH ;9600 baud rate 

SCON, #90H -8=bit;] Stop, ren enabled 
IE, LOOLOOOOB ;enable serial int. 

TRI ;start timer 1 

A,Pl ,;read data from port 1 
SBUF,A °O1vVe. a Copy TO .SBUP 

P2,A send 10 to PZ 

BACK ;stay in loop indefinitely 


SERI AL 
COMMUNI - 
CATION 
INTERRUPT 


Use of Serial 
COM in 8051 


(cont’) 
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oPRIAL. PORT 25K 
ORG 100H 
SERIAL: JB TI,TRANS;jump if TI is high 
MOV A,SBUF ;otherwise due to receive 
CLR Ri ;clear RI. since CPU doesn’ t 
REIL Pretcurn..From ISk 
CLR TI rclear TL since CPU doesn’t 
RETI srevturn. Trom ISK 
END 


The moment a byte is written into SBUF it is framed and transferred 
serially. As a result, when the last bit (stop bit) is transferred the TI is 
raised, and that causes the serial interrupt to be invoked since the 
corresponding bit in the IE register is high. In the serial ISR, we check 
for both TI and RI since both could have invoked interrupt. 


SERI AL 
COMMUNI - 
CATION 
INTERRUPT 


Use of Serial 
COM in 8051 


(cont’) 
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Example 11-9 


Write a program in which the 8051 gets data from P1 and sends it to 
P2 continuously while incoming data from the serial port is sent to PO. 
Assume that XTAL=11.0592. Set the baud rata at 9600. 


Solution: 
ORG 
LJMP 
ORG 
LJUMP 
ORG 
MOV 
MOV 
MOV 
MOV 
MOV 
SETB 
MOV 
MOV 
SJMP 


OOOOH 

MAIN 

23H 

SERIAL pjuMmp to serial ant- ISR 
30H 

P1l,#OFFH ;make Pl an input port 
TMOD, #20H ;timer 1, auto reload 
TH1,#OFDH ;9600 baud rate 

SCON, #50H ¢8-bit,1 stop, ren enabled 
IE, LOOLOQOQOB genable serial int. 

TRL Peter. timer 1 

A, Pl ,;read data from port 1 
P2,A ‘send it to P2 

BACK ;stay in loop indefinitely 


SERI AL 
COMMUNI - 
CATION 
INTERRUPT 


Use of Serial 
COM in 8051 


(cont’) 
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SERIAL: 


ORG 100H 


SERIAL PORT ISR 


JB Tl, TRANS; jump a. TL 2s High 


MOV A, SBUF 
MOV PO,A 
CLR RI 
RETI 

CLE TI 
RETI 

END 


,;otherwise due to receive 
send incoming data to PO 
;clear RI since CPU doesn’t 
yreturn from Sk 

;clear TI since CPU doesn’t 
ererurn Trom Tok 


Example 11-10 
Write a program using interrupts to do the following: 
SERI AL (a) Receive data serially and sent it to PO, 
(b) Have P1 port read and transmitted serially, and a copy given to 
COMMUNI - P2, 
CATION (c) Make timer 0 generate a square wave of 5kHz frequency on P0.1. 
INTERRUPT Assume that XTAL-11,0592. Set the baud rate at 4800. 


Solution: 
ORG 0 
Clearing RI and LUMP MAIN 


TI before RETI ORG OOOBH ;ISR for timer 0 
CPly. PO esl ,;toggle PO.1 
RETI ,retcurn. trom JSR 
ORG 23H : 
LUMP SERIAL ;jump to serial interrupt ISR 
ORG 30H 
MOV P1,#O0FFH ;make Pl an input port 
MOV TMOD,#22H;timer 1,mode 2(auto reload) 
MOV TH1,#0OF6H;4800 baud rate 
MOV SCON, #50H;8-bit, 1 stop, ren enabled 
MOV THO,#-92 ;for 5kHZ wave 
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SERIAL IE,10010010B ;enable serial int. 
COMMUNI - TRI ;start timer 1 
TRO ‘Starck. timer 0 
CATION A, Pl ,;read data from port 1 


INTERRUPT SBUF,A ;give a copy to SBUF 
P2,A ;send it to P2 
;stay in loop indefinitely 


Clearing RI and 
SERIAL PORT ISR 


TI before RETI 


(cont’) SERIAL: TI,TRANS;jump if TI is high 
A,SBUF ;otherwise due to receive 
PO,A ;send serial data to PO 
RI ;clear RI since CPU doesn’t 
-FELUrY trom. LSE 
vial ;clear TI since CPU doesn’t 
,;return from ISR 
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SERI AL 
COMMUNI - 
CATION 
INTERRUPT 


Interrupt Flag 
Bits 


Q The TCON register holds four of the 
interrupt flags, in the 8051 the SCON 
register has the RI and TI flags 


SFR Register Bit 


External O 


TCON.1 
TCON.3 
TCON.5 


Timer O 


Interrupt Flag 
1EO 
External 1 IE 
TFO 
Timer 1 TRA 
Serial Port a pal 


TCON. 7 
SCON. 1 


4 When the 8051 is powered up, the 
priorities are assigned according to 
the following 

> In reality, the priority scheme is nothing 
but an internal polling sequence in which 
the 8051 polls the interrupts in the 
sequence listed and responds accordingly 


Interrupt Priority Upon Reset 


INTERRUPT 
PRIORITY 


Department of Computer Science and Information Engineering 
National Cheng Kung University, TAIWAN 


INTERRUPT 
PRIORITY 


(cont’) 
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Example 11-11 

Discuss what happens if interrupts INTO, TFO, and INT1 are 
activated at the same time. Assume priority levels were set by the 
power-up reset and the external hardware interrupts are edge- 
triggered. 


Solution: 

If these three interrupts are activated at the same time, they are 
latched and kept internally. Then the 8051 checks all five interrupts 
according to the sequence listed in Table 11-3. If any is activated, it 
services it in sequence. Therefore, when the above three interrupts 
are activated, IEO (external interrupt 0) is serviced first, then timer 0 
(TFO), and finally IE1 (external interrupt 1). 


Oo We can alter the sequence of interrupt 
| NTERRUPT — i, . —_ 
PRIORITY priority by assigning a higher priority 
(cont’) to any one of the interrupts by 
programming a register called |P 
(interrupt priority) 
> To give a higher priority to any of the 


interrupts, we make the corresponding bit 
in the IP register high 


> When two or more interrupt bits in the IP 
register are set to high 
#® While these interrupts have a higher priority 


than others, they are serviced according to the 
sequence of Table 11-13 


Interrupt Priority Register (Bit-addressable) 


-- PTZ PS PT1 PX1 PTO PXO 


INTERRUPT 
PRIORITY 


(cont’) 


DO 


Reserved 

Reserved 

Timer 2 interrupt priority bit (8052 only) 
Serial port interrupt priority bit 

Timer 1 interrupt priority bit 


External interrupt 1 priority bit 


Timer O interrupt priority bit 


External interrupt O priority bit 


Priority bit=1 assigns high priority 
Priority bit=O assigns low priority 
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Example 11-12 
INTERRUPT (a) Program the IP register to assign the highest priority to 
INT 1(external interrupt 1), then 
PRI a TY (b) discuss what happens if INTO, INT1, and TFO are activated at the 
(cont’) same time. Assume the interrupts are both edge-triggered. 


Solution: 

(a) MOV IP, #00000100B ;IP.2=1 assign INT1 higher priority. The 
instruction SETB IP. 2 also will do the same thing as the above 
line since IP is bit-addressable. 

(b) The instruction in Step (a) assigned a higher priority to INT1 than 
the others; therefore, when INTO, INT1, and TFO interrupts are 
activated at the same time, the 8051 services INT1 first, then it 
services INTO, then TFO. This is due to the fact that INT1 has a 
higher priority than the other two because of the instruction in 
Step (a). The instruction in Step (a) makes both the INTO and 
TFO bits in the IP register 0. As a result, the sequence in Table 
11-3 is followed which gives a higher priority to INTO over TFO 


HANEL 


INTERRUPT 
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Example 11-13 

Assume that after reset, the interrupt priority 1s set the instruction 
MOV IP, #00001100B. Discuss the sequence in which the 
interrupts are serviced. 


Solution: 

The instruction “MOV IP #00001100B” (B is for binary) and timer 1 
(TF1)to a higher priority level compared with the reset of the 
interrupts. However, since they are polled according to Table, 
they will have the following priority. 


Highest Priority | External Interrupt 1 (INT1) 
Timer Interrupt 1 (TF1) 
External Interrupt 0 (INTO) 
Timer Interrupt 0 (TFO) 

Lowest Priority | Serial Communication (RI+TI) 


Q In the 8051 a low-priority interrupt can 
be interrupted by a higher- priority 
interrupt but not by another low- 


Tuccgetomiacie-) priority interrupt 

an [nterrupt > Although all the interrupts are latched and 
kept internally, no low-priority interrupt 
can get the immediate attention of the 
CPU until the 8051 has finished servicing 
the high-priority interrupts 


INTERRUPT 
PRIORITY 


0 To test an ISR by way of simulation 


I NTERRUPT , . 
PRIORITY can be done with simple Instructions to 
set the interrupts high and thereby 
Triggering cause the 8051 to jump to the 
Interrupt by interrupt vector table 


Software 


> ex. If the IE bit for timer 1 is set, an 
instruction such as SETB TF1 will 
interrupt the 8051 in whatever it is doing 
and will force it to jump to the interrupt 
vector table 


=" We do not need to wait for timer 1 go roll over 
to have an interrupt 


Qo The 8051 compiler have extensive 
Support for the interrupts 


> They assign a unique number to each of 
the 8051 interrupts 


PROGRAMMI NG 
INC 


> It can assign a register bank to an ISR 


= This avoids code overhead due to the pushes 
and pops of the RO — R7 registers 


Department of Computer Science and Information Engineering 
National Cheng Kung University, TAIWAN 


HANEL 


Example 11-14 

Write a C program that continuously gets a single bit of data from P1.7 
and sends it to P1.0, while simultaneously creating a square wave of 
200 us period on pin P2.5. Use Timer 0 to create the square wave. 
Assume that XTAL = 11.0592 MHz. 


Solution: 
We will use timer 0 mode 2 (auto-reload). One half of the period is 
100 us. 100/1.085 us = 92, and THO = 256 - 92 = 164 or A4H 


#include <reg51.h> 

sbit SW =P1*7s 

Ssbit IND =P1%0; 

Sbit WAVE =P2%°5; 

void timerd (vord) interrupr 1 -{ 
WAVE=~WAVE; //toggle pin 

} 


vold main() 4 
SW=1; //make switch input 
TMOD=0x02; 
THO=0xA4; //THO=-92 
ITE=0x82; //enable interrupt for timer 0 
while (1) { 
IND=SW; //send switch to LED 
} 
} 


Example 11-16 

Write a C program using interrupts to do the following: 

(a) Receive data serially and send it to PO 

(b) Read port P1, transmit data serially, and give a copy to P2 

(c) Make timer 0 generate a square wave of 5 kHz frequency on P0.1 
Assume that XTAL = 11.0592 MHz. Set the baud rate at 4800. 


Solution: 


#include <reg51.h> 
sbit WAVE =P0%1; 


vOLd Timerd(). anberrugr. 1. 4 
WAVE=~WAVE; //toggle pin 
} 


void serialO() interrupt 4 { 
if (TI==1) { 
TL=0: /j(/elear Anberrupt 
} 
else { 
PO=SBUF; //put value on pins 
//clear interrupt 


HANEL 


ve HANEL 


void Main{) { 


unsigned char x; 


P1=OxFF; 
TMOD=0x22; 
THL=OxF OG; 
SCON=0x50; 
THO=0xA4; 
TR=0x92; 
TRI=1; 
TRO=1; 
while (1) f{ 
x=P1; 
SBUF=x; 
P2=x; 


//make Pl an input 


//4800 baud rate 


//5 kHz has T=200us 
//enable interrupts 
(fsa timer 1 
J//stare. timer 0 


//read value from pins 
//put value in buffer 
//write value to pins 
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Example 11-17 

Write a C program using interrupts to do the following: 

(a) Generate a 10 KHz frequency on P2.1 using TO 8-bit auto-reload 
(b) Use timer | as an event counter to count up a 1-Hz pulse and 
display it on PO. The pulse is connected to EX1. 

Assume that XTAL = 11.0592 MHz. Set the baud rate at 9600. 


Solution: 


#include <reg51.h> 
Sbit WAVE =P2°1; 
Unsigned char cnt; 


voLd timerO(): 1mcerrupr 1 4 
WAVE=~WAVE; //toggle pin 
i 


void timerl.(). 1mcérrupr 3 4 
cnt; //increment counter 
PO=cnt; //display value on pins 


void main () 
cnt=0; 
TMOD=0x42; 
THO=0x-46; 
TR=0x%66; 
TRO=1; 


while (1); 
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{ 


//set counter to 0 


//10 KHz 

//enable interrupts 
//start timer 0 

//wait until interrupted 
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Memory 
Capacity 


ag The number of bits that a 
semiconductor memory chip can store 
is called chip capacty 

> It can be in units of Kbits (kilobits), Mbits 
(megabits), and so on 


QO This must be distinguished from the 
storage capacity of computer systems 
> While the memory capacity of a memory 
IC chip is always given bits, the memory 
Capacity of a computer system is given in 
bytes 
= 16M memory chip — 16 megabits 
= A computer comes with 16M memory — 16 
megabytes 
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Q Memory chips are organized into a 
number of locations within the IC 
> Each location can hold 1 bit, 4 bits, 8 bits, 
or even 16 bits, depending on how it is 
designed internally 


=" The number of locations within a memory IC 
depends on the address pins 


=» The number of bits that each location can hold 
is always equal to the number of data pins 


oO TO summarize 


> Amemory chip contain 2* location, where x 
is the number of address pins 


> Each location contains y bits, where yis 
the number of data pins on the chip 


> The entire chip will contain 2% x y bits 


g One of the most important 
Sele Characteristics of a memory chip is the 
ig cao teh speed at which its data can be 
Hiseana ae accessed 


> To access the data, the address is 
presented to the address pins, the READ 
pin is activated, and after a certain amount 
of time has elapsed, the data shows up at 
the data pins 

> The shorter this elapsed time, the better, 
and consequently, the more expensive the 
memory chip 


> The speed of the memory chip is 
commonly referred to as its access time 


Speed 
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(cont’) 


Example 
A given memory chip has 12 address pins and 4 data pins. Find: 
(a) The organization, and (b) the capacity. 


Solution: 

(a) This memory chip has 4096 locations (2! = 4096), and 
each location can hold 4 bits of data. This gives an 
organization of 4096 x 4, often represented as 4K x 4. 

(b) The capacity is equal to 16K bits since there 1s a total of 
AK locations and each location can hold 4 bits of data. 


Example 

A 512K memory chip has 8 pins for data. Find: 

(a) The organization, and (b) the number of address pins for 
this memory chip. 


Solution: 

(a) A memory chip with 8 data pins means that each location 
within the chip can hold 8 bits of data. To find the number 
of locations within this memory chip, divide the capacity 
by the number of data pins. 512K/8 = 64K; therefore, the 
organization for this memory chip is 64K x 8 

(b) The chip has 16 address lines since 2!° = 64K 
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ROM 
(Read-only 
Memory) 


Og ROM is a type of memory that does not 
lose its contents when the power is 
turned off 

> ROM is also called nonvolatile memory 


og There are different types of read-only 
memory 
> PROM 
> EPROM 
> EEPROM 
> Flash EPROM 
> Mask ROM 
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ROM 


PROM 
(Programmable 


NO) 


oO PROM refers to the kind of ROM that 
the user can burn information into 
> PROM is a usSer-programmable memory 
> For every bit of the PROM, there exists a 

fuse 

a If the information burned into PROM is 
wrong, that PROM must be discarded 
since its internal fuses are blown 
permanently 


> PROM is also referred to as OTP (one-time 
programmable) 

> Programming ROM, also called buming 
ROM, requires special equipment called a 
ROM burner or ROM programmer 


og EPROM was invented to allow making 


SEMI - changes in the contents of PROM after 
Seen it is burned 


MEMORY 
> In EPROM, one can program the memory 


chip and erase it thousands of times 
ROM 


0 A widely used EPROM is called UV- 
EPROM (Erasable EPROM 


Programmable 


> UV stands for ultra-violet 

> The only problem with UV-EPROM is that 
erasing its contents can take up to 20 
minutes 

> All UV-EPROM chips have a window that is 
used to shine ultraviolet (UV) radiation to 
erase its contents 


ROM) 
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ROM 


EPROM (Erasable 
Programmable 


ROM) 
(cont’) 


a To program a UV-EPROM chip, the 
following steps must be taken: 
> Its contents must be erased 


=" To erase a chip, it is removed from its socket on 
the system board and placed in EPROM erasure 
equipment to expose it to UV radiation for 15-20 


minutes 
> Program the chip 


=" To program a UV-EPROM chip, place it in the 
ROM burner 


"= To burn code or data into EPROM, the ROM 
burner uses 12.5 volts, ae in the UV-EPROM 
data sheet or higher, depending on the EPROM 
type 


= Place the chip back into its system board socket 
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EPROM (Erasable 
Programmable 


ROM) 
(cont’) 


g There is an EPROM programmer 
(burner), and there is also separate 
EPROM erasure equipment 


Q The major disadvantage of UV-EPROM, 
is that it cannot be programmed while 
In the system board 


Qo Notice the pattern of the |C numbers 


Ex. 27128-25 refers to UV-EPROM that has a capacity 
of 128K bits and access time of 250 nanoseconds 


> 27xx always refers to UV-EPROM chips 
For ROM chip 27128, find the number of data and address pins. 


Solution: 
The 27128 has a capacity of 128K bits. It has 16K x 8 


organization (all ROMs have 8 data pins), which indicates that 
there are 8 pins for data, and 14 pins for address (2'4 = 16K) 
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EEPROM 
(Electrically 


Erasable 
Programmable 
ROM) 
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QO EEPROM has several advantage over 
EPROM 


> Its method of erasure Is electrical and 
therefore instant, as opposed to the 20- 
minute erasure time required for UV- 
EPROM 


> One can select which byte to be erased, in 
contrast to UV-EPROM, in which the entire 
contents of ROM are erased 


> One can program and erase its contents 
while it is still in the system board 
= EEPROM does not require an external erasure 
and programming device 
= The designer incorporate into the system board 
the circuitry to program the EEPROM 
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Flash Memory 
EPROM 


og Flash EPROM has become a popular 
user-programmable memory chip since 
the early 1990s 


> The process of erasure of the entire 
contents takes less than a second, or might 
Say in a flash 
= The erasure method is electrical 
= |t is commonly called flash memory 


> The major difference between EEPROM 
and flash memory is 


= Flash memory’s contents are erased, then the 
entire device is erased 
— There are some flash memories are recently 
made so that the erasure can be done block 
by block 
=" One can erase a desired section or byte on 
EEPROM 
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O It is believed that flash memory will 
replace part of the hard disk as a mass 
storage medium 


> The flash memory can be programmed 
while it is in its socket on the system board 
=" Widely used as a way to upgrade PC BIOS ROM 


> Flash memory is semiconductor memory 
with access time in the range of 100 ns 
compared with disk access time in the 
range of tens of milliseconds 


> Flash memory’s prograny erase cycles must 
become infinite, like hard disks 


=» Program/erase cycle refers to the number of 
times that a chip can be erased and 
programmed before it becomes unusable 


=» The progranyerase cycle is 100,000 for flash 
and EEPROM, 1000 for UV-EPROM 
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Mask ROM 


og Mask ROM refers to a kind of ROM in 
which the contents are programmed by 
the |C manufacturer, not user- 
programmable 
> The terminology mask is used in IC 
fabrication 
> Since the process is costly, mask ROM is 
used when the needed volume is high and 
it is absolutely certain that the contents will 
not change 
> The main advantage of mask ROM is its 
cost, since it is significantly cheaper than 
other kinds of ROM, but if an error in the 
data/code is found, the entire batch must 
be thrown away 
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RAM (Random 
Access 
Memory) 


Oo RAM memory is called vo/ati/e memory 
since cutting off the power to the IC 
will result in the loss of data 

> Sometimes RAM is also referred to as 
RAWM (read and write memory), in 
contrast to ROM, which cannot be written 
to 

o There are three types of RAM 

> Static RAM (SRAM) 
> NV-RAM (nonvolatile RAM) 
> Dynamic RAM (DRAM) 
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SRAM (Static 
RAM) 


og Storage cells in static RAM memory are 
made of flip-flops and therefore do not 
require refreshing in order to keep their 
data 


Q The problem with the use of flip-flops 
for storage cells is that each cell require 
at least 6 transistors to build, and the 
cell holds only 1 bit of data 

> In recent years, the cells have been made 
of 4 transistors, which still is too many 


> The use of 4-transistor cells plus the use of 
CMOS technology has given birth to a high- 
capacity SRAM, but its capacity is far below 
DRAM 


oO NV-RAM combines the best of RAM and 


SEMI - ROM 
pre > The read and write ability of RAM, plus the 
nonvolatility of ROM 
RAM QO NV-RAM chip internally is made of the 
following components 
NV-RAM > It uses extremely power-efficient SRAM 
Se cells built out of CMOS 


> It uses an internal lithium battery as a 
backup energy source 


> It uses an intelligent control circuitry 


=» The main job of this control circuitry is to 
monitor the V.. pin constantly to detect loss of 
the external power supply 
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Checksum Byte 
ROM 


Qo To ensure the integrity of the ROM 
contents, every system must perform 
the checksum calculation 


> The process of checksum will detect any 
corruption of the contents of ROM 

> The checksum process uses what is called 
a checksum byte 


=» The checksum byte is an extra byte that is 
tagged to the end of series of bytes of data 


SEMI - 
CONDUCTOR 
MEMORY 


RAM 


Checksum Byte 
ROM 


(cont’) 


Q To calculate the checksum byte of a 
series of bytes of data 
> Add the bytes together and drop the carries 
> Take the 2’s complement of the total sum, 
and that is the checksum byte, which 
becomes the last byte of the series 
0 To perform the checksum operation, 
add all the bytes, including the 
checksum byte 
> The result must be zero 


> If it is not zero, one or more bytes of data 
have been changed 


SEMI - 
CONDUCTOR 
MEMORY 


RAM 


Checksum Byte 
ROM 
(cont’) 


Assume that we have 4 bytes of hexadecimal data: 25H, 62H, 3FH, and 
52H.(a) Find the checksum byte, (b) perform the checksum operation to 
ensure data integrity, and (c) if the second byte 62H has been changed 
to 22H, show how checksum detects the error. 


Solution: 
(a) Find the checksum byte. 
25H The checksum is calculated by first adding the 
62H bytes. The sum is 118H, and dropping the carry, 
3FH we get 18H. The checksum byte is the 2’s 
52H complement of 18H, which is E8H 
118H 
(b) Perform the checksum operation to ensure data integrity. 
25H 
62H Adding the series of bytes including the checksum 
3FH byte must result in zero. This indicates that all the 
52H bytes are unchanged and no byte is corrupted. 
E8H 
200H (dropping the carries) 
(c) If the second byte 62H has been changed to 22H, show how 
checksum detects the error. 
25H 
22H Adding the series of bytes including the checksum 
3FH byte shows that the result is not zero, which indicates 
52H that one or more bytes have been corrupted. 
E8H 
1COH (dropping the carry, we get COH) 
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DRAM (Dynamic 
RAM) 


4 Dynamic RAM uses a capacitor to store 
each bit 
> It cuts down the number of transistors 
needed to build the cell 
> It requires constant refreshing due to 
leakage 


o The advantages and disadvantages of 
DRAM memory 
> The major advantages are high density 
(capacity), cheaper cost per bit, and lower 
power consumption per bit 


> The disadvantages is that 
= jt must be refreshed periodically, due to the fact 
that the capacitor cell loses its charge; 
#® While it is being refreshed, the data cannot be 
accessed 
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Packing Issue in 
DRAM 


og In DRAM there is a problem of packing 
a large number of cells into a single 
chip with the normal number of pins 


assigned to addresses 
> Using conventional method of data access, 
large number of pins defeats the purpose 


of high density and small packaging 
= For example, a 64K-bit chip (64Kx1) must have 
16 address lines and 1 data line, requiring 16 
pins to send in the address 


> The method used is to split the address in 
half and send in each half of the address 
through the same pins, thereby requiring 
fewer address pins 
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DRAM 


(cont’) 


Q Internally, the DRAM structure is 
divided into a square of rows and 
columns 

a The first half of the address is called 
the row and the second half is called 


column 

> The first half of the address is sent in 
through the address pins, and by activating 
RAS (row address strobe), the internal 
latches inside DRAM grab the first half of 
the address 

> After that, the second half of the address is 
sent in through the same pins, and by 
activating CAS (column address strobe), 
the internal latches inside DRAM latch the 
second half of the address 


ahtys a In the discussion of ROM, we noted 
CONDUCTOR that all of them have 8 pins for data 


MEMORY > This is not the case for DRAM memory 
chips, which can have any of the x1, x4, x8, 
RAM x16 organizations 


Discuss the number of pins set aside for address in each of the 


DRAM , 
following memory chips. (a) 16Kx4 DRAM (b) 16Kx4 SRAM 


Organization 
Solution : 
Since 2!4= 16K: 


(a) For DRAM we have 7 pins (A0-A6) for the address pins and 2 
pins for RAS and CAS 


(b) ForSRAM we have 14 pins for address and no pins for RAS 
and CAS since they are associated only with DRAM. In both 
cases we have 4 pins for the data bus. 


o The CPU provides the address of the 
ADDRESS data desired, but it is the job of the 
DECODING decoding circuitry to locate the selected 
memory block 


> Memory chips have one or more pins called 
CS (chip select), which must be activated 
for the memory’s contents to be accessed 


MEMORY 


> Sometimes the chip select is also referred 
to as chip enable (CE) 


MEMORY 
ADDRESS 
DECODING 


(cont’) 
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Q In connecting a memory chip to the 
CPU, note the following points 


> The data bus of the CPU is connected 
directly to the data pins of the memory chip 


> Control signals RD (read) and WR (memory 
write) from the CPU are connected to the 
OE (output enable) and WE (write enable) 
pins of the memory chip 


> In the case of the address buses, while the 
lower bits of the address from the CPU go 
directly to the memory chip address pins, 
the upper ones are used to activate the CS 
pin of the memory chip 


Q Normally memories are divided into 
ADDRESS blocks and the output of the decoder 
DECODING selects a given memory block 

(cont’) > Using simple logic gates 
> Using the 74LS138 
> Using programmable logics 


MEMORY 


Q The simplest way of decoding circuitry 
sai is th f NAND or other gat 
ADDRESS Soe or other gates 

DECODING > The fact that the output of a NAND gate is 


active low, and that the CS pin is also 
Simple Logic active low makes them a perfect match 


Gate Address 
Decoder 


A15-A12 must be 0011 in 
order to select the chip 


This result in the assignment 
of address 3000H to 3FFFH to 
this memory chip 


Qo This ts one of the most widely used 


peat address decoders 
DECODING > The 3 inputs A, B, and C generate 8 active- 
low outputs YO — Y7 
=" Each Y output is connected to CS of a memory 
Using 74LS138 chip, allowing control of 8 memory blocks by a 
3-8 Decoder single 74LS138 


> In the 74LS138, where A, B, and C select 
which output is activated, there are three 
additional inputs, G2A, G2B, and G1 
® G2A and G2B are both active low, and G1 is 
active high 
= If any one of the inputs G1, G2A, or G2B is not 
connected to an address signal, they must be 
activated permanently either by V.. or ground, 
depending on the activation level 


HANEL 


74LS138 Decoder 


MEMORY 
ADDRESS 
D) ROO) DINE a 
Using 74LS138 Enable 


3-8 Decoder 
(cont’) 
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Using 74LS138 


3-8 Decoder 
(cont’) 


Looking at the design in Figure 14-6, find the address range for the 
Following. (a) Y4, (b) Y2, and (c) Y7. 


Solution : 


(a) The address range for Y4 is calculated as follows. 
A15 Al4 Al3 Al2 All Al10 A9 A8 A7 A6 A5 A4 A3 A2 Al AO 
0 It 0 0 0 0 00 0 00 0 0 0 0 0 
0 1 0 0 1 +1 21 1 21 «272 «21 «27 ~«21~«21~«210~«1 
The above shows that the range for Y4 is 4000H to 4FFFH. In Figure 
14-6, notice that A15 must be 0 for the decoder to be activated. Y4 will 
be selected when A14 A13 A12 = 100 (4 in binary). The remaining 
A11-A0 will be 0 for the lowest address and 1 for the highest address. 
(b) The address range for Y2 is 2000H to 2FFFH. 
A15 Al4 Al3 Al2 All Al10 A9 A8 A7 A6 A5 A4 A3 A2 Al AO 
0 0 1 0 0 0 00 0 0 0 0 0 0 0 0 
0 0 1 0 1 +1 +21 1 21 «21 «21 «2 ~«21 «21~«210~«1 
(c) The address range for Y7 is 7000H to 7FFFH. 
Al15 Al4 Al3 Al2 All Al10 A9 A8 A7 A6 A5 A4 A3 A2 Al AO 
0 1 1 0 0 00 0 00 0 0 0 0 0 
1 1 21 11727421 «21 «*22°#21~«21~«21~«21 
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DECODING 


Using 
Programmable 
Logic 


g Other widely used decoders are 
programmable logic chips such as PAL 
and GAL chips 


> One disadvantage of these chips is that 
one must have access to a PAL/GAL 
software and burner, whereas the 74LS138 
needs neither of these 


> The advantage of these chips is that they 
are much more versatile since they can be 
programmed for any combination of 
address ranges 


g The 8031 chip is a ROMless version of 
INTERFACING 


EXTERNAL the 8051 
ROM > It is exactly like any member of the 8051 


family as far as executing the instructions 
and features are concerned, but it has no 
on-chip ROM 

> To make the 8031 execute 8051 code, it 
must be connected to external ROM 
memory containing the program code 


0 8031 Is ideal for many systems where 
the on-chip ROM of 8051 is not 
sufficient, since it allows the program 
size to be as large as 64K bytes 


g For 8751/89C51/DS5000-based system, 
we connected the EA pin to V... to 
indicate that the program code is 
stored in the microcontroller’s on-chip 
ROM 


> To indicate that the program code is stored 
In external ROM, this pin must be 
connected to GND 


INTERFACING 
EXTERNAL 
ROM 


-EA/VPP 


INTERFACING 
EXTERNAL 
ROM 


PO and P2 in 
Providing 
Address 


394 PO.0(ADO) 
3819 PO.1(AD1 


eae = POCADT) 


Q Since the PC (program counter) of the 
8031/51 is 16-bit, it is capable of 
accessing up to 64K bytes of program 
code 

> In the 8031/51, port O and port 2 provide 
the 16-bit address to access external 


memory 


= PO provides the lower 8 bit address AO — A7, and 
P2 provides the upper 8 bit address A8 — A15 


= PO is also used to provide the 8-bit data bus 
DO — D7 


> PO.O — PO.7 are used for both the address 
and data paths 
=" address/data multiplexing 


INTERFACING 
EXTERNAL 
ROM 


PO and P2 in 
Providing 
Address 


32 


8051 


QO ALE (address latch enable) pin is an 
output pin for 8031/51 
> ALE = O, PO is used for data path 
> ALE = 1, PO is used for address path 


o To extract the 2 
address from the PO 
pins we connect PO 
to a 74LS373 and 
use the ALE pin to sae 
latch the address ine 


74LS373 D Latch 


QO Normally ALE = O, and PO Is used as a 


I NTERFACI NG . oo 
data bus, sending data out or bringing 


EXTERNAL 


ROM data In 

og Whenever the 8031/51 wants to use PO 
as an address bus, it puts the 
addresses AO — A7 on the PO pins and 
activates ALE = 1 Address/Data Multiplexing 


8031/51 


PO and P2 in 
Providing 
Address 


39 PO.0(ADO) 
JC 


Lower 8-Bit 


AD Address Bus 


D7 Data 
Bus 


QO PSEN (program store enable) signal is 
ee tput signal for the 8031/51 
EXTERNAL an output signal for the 
ROM microcontroller and must be connected 
to the OE pin of a ROM containing the 
program code 


Q It is important to emphasize the role of 
EA and PSEN when connecting the 
8031/51 to external ROM 


> When the EA pin is connected to GND, the 
8031/51 fetches opcode from external ROM 
by using PSEN 


TN TEREAGINIC ae The connection of the PSEN pin to the 
EXTERNAL OE pin of ROM 
ROM > In systems based on the 8751/89C51/ 


DS5000 where EA is connected to V,., 
PSEN these chips do not activate the PSEN pin 
(cont’) # This indicates that the on-chip ROM contains 


program code 
Connection to External Program ROM 


INTERFACING 
EXTERNAL 
ROM 


On-Chip and 
Off-Chip Code 
ROM 


HANEL 


QO In an 8/51 system we could use on- 
chip ROM for boot code and an external 
ROM will contain the user’s program 


> We still have EA = V_, 


= Upon reset 8051 executes the on-chip program 
first, then 

=" When it reaches the end of the on-chip ROM, it 
switches to external ROM for rest of program 


On-chip and Off-chip Program Code Access 
8031/51 


INTERFACING 
EXTERNAL 
ROM 


On-Chip and 
Off-Chip Code 
ROM 


(cont’) 


Discuss the program ROM space allocation for each of the following 
cases. 

(a) EA = 0 for the 8751 (89C51) chip. 

(b) EA = V,, with both on-chip and off-chip ROM for the 8751. 

(c) EA= V,,. with both on-chip and off-chip ROM for the 8752. 


Solution: 

(a) When EA = 0, the EA pin is strapped to GND, and all program 
fetches are directed to external memory regardless of whether or not 
the 8751 has some on-chip ROM for program code. This external 
ROM can be as high as 64K bytes with address space of 0000 — 
FFFFH. In this case an 8751(89C51) is the same as the 8031 system. 

(b) With the 8751 (89C51) system where EA=V,,., it fetches the 
program code of address 0000 — OFFFH from on-chip ROM since it 
has 4K bytes of on-chip program ROM and any fetches from 
addresses 1000H — FFFFH are directed to external ROM. 

(c) With the 8752 (89C52) system where EA=V.,,, it fetches the 
program code of addresses 0000 — 1FFFH from on-chip ROM since 
it has 8K bytes of on-chip program ROM and any fetches from 
addresses 2000H — FFFFH are directed to external ROM 


og The 8051 has 128K bytes of address 
8051 DATA 


MEMORY anita 
SPACE > 64K bytes are set aside for program code 


=» Program space is accessed using the program 
counter (PC) to locate and fetch instructions 

=» In some example we placed data in the code 
Space and used the instruction 
MOVC A, @A+DPTR to get data, where C stands 
for code 


> The other 64K bytes are set aside for data 


=» The data memory space is accessed using the 
DPTR register and an instruction called MOVX, 
where X stands for external 
— The data memory space must be 
implemented externally 


Data Memory 
Space 


go We use RD to connect the 8031/51 to 


DATA - 
te external ROM containing data 


MEMORY 


SPACE > For the ROM containing the program code, 
PSEN is used to fetch the code 


External ROM 
for Data 


8051 Connection to External Data ROM 


O MOVX Is a widely used instruction 
8051 DATA allowing access to external data 
MEMORY memory space 


SPACE > To bring externally stored data into the 
CPU, we use the instruction 


MOVX MOVXX_ A, @DPTR 


| nstruction An external ROM uses the 8051 data space to store the look-up table 
(starting at 1OOOH) for DAC data. Write a program to read 30 Bytes 
of these data and send it to NV 
Although both MOVC 
Solution: A, @A+DPTR and 
MYXDATA EQU 1000H MOVX A, @DPTR look 


COUNT EQU- 30 very similar, one is 


used to get data in the 
code space and the 


MOV DPTR, #MYXDATA 
MOV R2,#COUNT 
MOVX A, ( DPTR other 1S used to get 


MOV P1,A data in the data space 
INC DPTR of the microcontroller 
DJNZ R2,AGAIN 


8051 DATA 
MEMORY 
SPACE 


MOVX 


Instruction 
(cont’) 


Show the design of an 8031-based system with 8K bytes of program 
ROM and 8K bytes of data ROM. 


Solution: 

Figure 14-14 shows the design. Notice the role of PSEN and RD in 
each ROM. For program ROM, PSEN is used to activate both OE and 
CE. For data ROM, we use RD to active OE, while CE is activated by a 
Simple decoder. 


OE Vpp 


SE 


412 
8Kx8 

Program 
ROM 


8031 Connection to External Data ROM and External Program ROM 


ee ye Oo To connect the 8051 to an external 
MEMORY SRAM, we must use both RD (P3.7) and 
SPACE WR (P3.6) 


External Data 
RAM 


8051 Connection to External Data RAM 


8051 DATA 
MEMORY 
SPACE 


External Data 
RAM 


(cont’) 


Q In writing data to external data RAM, 
we use the instruction 
MOVX @DPTR,A 

(a) Write a program to read 200 bytes of data from P1 and save the data 


in external RAM starting at RAM location SO00H. 
(b) What is the address space allocated to data RAM in Figure 14-15? 


Solution: 


a 
RAMDATA KQU 
COUNT KQU 


MOV 
MOV 


MOV 
MOVX 
ACALL 
TING 
DJNZ 
HERE SJMP 


(b) The data address space is 8000H to BFFFH. 


5Q00H 
200 


DPTR, #RAMDATA 
R3, #COUNT 
A,Pl 

@DPTR,A 

DELAY 

DPTR 

R3, AGAIN 

HERE 


o Assume that we have an 8031-based 


eee system connected to a single 64Kx8 
SPACE (27512) external ROM chip 
> The single external ROM chip is used for 
Single External both program code and data storage 
ROM for Code = For example, the space 0000 — 7FFFH is 
and Data allocated to program code, and address space 


SOOOH — FFFFH is set aside for data 


> In accessing the data, we use the MOVX 
instruction 


8051 DATA 
MEMORY 
SPACE 


Single External 
ROM for Code 
and Data 


(cont’) 


Q To allow a single ROM chip to provide 
both program code space and data 
Space, we use an AND gate to signal 
the OE pin of the ROM chip 


8Kx8 


ROM 
Program/ 
Data 


DO 


A Single ROM for BOTH Program and Data 


Assume that we need an 8031 system with 16KB of program space, 
16KB of data ROM starting at 0000, and 16K of NV-RAM starting at 
8051 DATA 8000H. Show the design using a 74LS138 for the address decoder. 


MEMORY Solution: 


SPACE The solution is diagrammed in Figure 14-17. Notice that there is no 
need for a decoder for program ROM, but we need a 74LS138 decoder 
For data ROM and RAM. Also notice that G1 = V.., G2A = GND, 
SiON SVS eel | G2B = GND, and the C input of the 74LS138 is also grounded since we 


VieaM2t@)\Weelatem | Use YO— Y3 only. 8031 Connection to External Program ROM| 
RAM 


Oo In some applications we need a large 
MEMORY amount of memory to store data 
SPACE > The 8051 can support only 64K bytes of 
external data memory since DPTR is 16-bit 
Taitarlelalerely « TO solve this problem, we connect AO - 
SESS =—A15 of the 8051 directly to the external 
rcclBs memory’s AO - A115 pins, and use some 
of the P1 pins to access the 64K bytes 
blocks inside the single 256Kx8& 
memory chip 


8051 DATA 


8051 DATA 
MEMORY 
SPACE 


Interfacing to 
Large External 
Memory 


(cont’) 


Figure 14-18. 8051 Accessing 256K*8 External NV-RAM 


8051 DATA 
MEMORY 
SPACE 


Interfacing to 
Large External 
Memory 


(cont’) 


In a certain application, we need 256K bytes of NV-RAM to store data 


collected by an 8051 microcontroller. (a) Show the connection of an 
8051 to a single 256Kx8 NV-RAM chip. (b) Show how various blocks 
of this single chip are accessed 


Solution: 
(a) The 256Kx8 NV-RAM has 18 address pins (AO — A17) and 8 data 


lines. As shown in Figure 14-18, AO — A15 go directly to the 
memory chip while Al6 and A17 are controlled by P1.0 and P1.1, 
respectively. Also notice that chip select of external RAM is 
connected to P1.2 of the 8051. 
(b) The 256K bytes of memory are divided into four blocks, and each 
block is accessed as follows : 
Chip select Al17 
P1.1 Block address space 
OOO00H - OFFFFH 
10000H - 1FFFFH 
20000H - 2FFFFH 
30000H - 3FFFFH 
External RAM disabled 


8051 DATA For example, to access the 20000H — 2FFFFH address space we need 
MEMORY the following : 


SPACE 
CLR Pa ge ;enable external RAM 
MOV DPTR,#0 ;start of 64K memory block 
Interfacing to CLR P1.0 ;A16 = 0 


SETB Pil ek s;AL?T = L for 200000 block 
Large External MOV A, SBUF ;get data from serial port 


Memory MOVX @DPTR,A 


(cont’) INC DPTR ;next location 


REAL-WORLD I NTERFACING | 
LCD, ADC, AND SENSORS 


Chung-Ping Young 
OoOd 


Pin Descriptions for L 


INTERFACING Sn Ave 


Descriptions 
Ground 


LCD TO 8051 


+5V power supply 


Power supply to control contrast 


LCD Pin 
Descriptions 


RS=0 to select command register, 
RS=1 to select data register 


R/W=0 for write, 
R/W=1 for read 


Enabl 
desis used by the 


The 8-bit data bus LCD to latch 


- Send disp 


The 8-bit data bus information 


information or 
ins tion 


The 8-bit data bus  BRSauCeRG 


command codes to 


The 8-bit data bus ts data bus 


the LCD 


The 8-bit data bus 


- Read the contents 


The 8-bit data bus 


of the LCD’s 


The 8-bit data bus 


internal 


The 8-bit data bus 


INTERFACI NG 
LCD TO 8051 


LCD Operation 


INTERFACI NG 
LCD TO 8051 


LCD Command 
Codes 


a LCD is finding widespread use replacing 
LEDs 
> The declining prices of LCD 
> The ability to display numbers, characters, 
and graphics 
> Incorporation of a refreshing controller into 


the LCD, thereby relieving the CPU of the 
task of refreshing the LCD 


> Ease of programming for characters and 
graphics 


LCD Command Codes 


Code (Hex) Command to LCD Instruction Register 


Clear display screen 


Return home 


Decrement cursor (shift cursor to left) 


Increment cursor (shift cursor to right) 


Shift display right 
Shift display left 
Display off, cursor off 


Display off, cursor on 


Display on, cursor off 


Display on, cursor blinking 


mim/O}]>P}a|N/ulolalnie 


Display on, cursor blinking 


R 
fo} 


Shift cursor position to left 


R 
B 


Shift cursor position to right 


a 
foo} 


Shift the entire display to the left 


R 
ie) 


Shift the entire display to the right 


fee} 
fo} 


Force cursor to beginning to 1st line 


Q 
°o 


Force cursor to beginning to 2nd line 


w 
o 


2 lines and 5x7 matrix 


INTERFACI NG 
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Sending Codes 
and Data to 
LCDs w/ Time 


INTERFACING 
LCD TO 8051 


Sending Codes 
and Data to 
LCDs w/ Busy 
Flag 


8051 


P1.0—DO 


To send any of the commands to the LCD, make pin RS=0. For data, 
make RS=1. Then send a high-to-low pulse to the E pin to enable the 
internal latch of the LCD. This is shown in the code below. 


;calls a 


aed 
7P2 
7P2 
72 


time delay before sending next data/command 


.0-P1.7 are connected to LCD data pins DO-D7 


.0 is connected to 

.1 is connected to 

-2 is connected to 
ORG 
MOV A, #38H 
ACALL COMNWRT 
ACALL DELAY 
MOV A, #0EH 
ACALL COMNWRT 
ACALL DELAY 
MOV A, #01 
ACALL COMNWRT 
ACALL DELAY 
MOV A, #06H 
ACALL COMNWRT 
ACALL DELAY 
MOV A, #84H 
ACALL COMNWRT 
ACALL DELAY 


RS pin of LCD 
R/W pin of LCD 
E pin of LCD 


;INIT. LCD 2 LINES, 5X7 MATRIX 
7call command subroutine 
7give LCD some time 
;display on, cursor on 
7call command subroutine 
7give LCD some time 
7clear LCD 

7call command subroutine 
7give LCD some time 
;shift cursor right 

7call command subroutine 
7give LCD some time 
;cursor at line 1, pos. 4 
7call command subroutine 
7give LCD some time 


;Check busy flag before sending data, command to LCD 
;pl=data pin 
7P2.0 connected to RS pin 
7P2.1 connected to R/W pin 
7;P2.2 connected to E pin 


ORG 
MOV A, #38H 
ACALL COMMAND 
MOV A, #0EH 
ACALL COMMAND 
Mov A,#01H 
ACALL COMMAND 
MoV A, #06H 
ACALL COMMAND 
MOV A, #86H 
ACALL COMMAND 
Mov A,#'N’ 


sinit. LCD 2 lines ,5x7 matrix 
;issue command 

;LCD on, cursor on 
;issue command 

7clear LCD command 
;issue command 

;shift cursor right 
;issue command 

;cursor: line 1, pos. 6 
;command subroutine 
;display letter N 


ACALL DATA_DISPLAY 


MOV A,#'0’ 


;display letter 0 


ACALL DATA_DISPLAY 
HERE:SJMP HERE 


;STAY HERE 


INTERFACI NG 
LCD TO 8051 


Sending Codes 
and Data to 
LCDs w/ Time 


Delay 


(cont’) 
8051 
Pl 0 DO 


RS RW E 


INTERFACING 
LCD TO 8051 


Sending Codes 
and Data to 
LCDs w/ Busy 


A,#'N’ 
DATAWRT 
DELAY 
A,#'O! 
DATAWRT 
AGAIN: AGAIN 
COMNWRT : 
P1,A 
P2.0 
P21 
P2.2 
P2.2 


DATAWRT: 
P1,A 
P2.0 
P21: 
P22. 
P2;2 


R3, #50 

R4, #255 
R4, HERE 
R3, HERE2 


;display letter N 
;call display subroutine 
7give LCD some time 
;display letter O 
;call display subroutine 
7stay here 
7send command to LCD 
;copy reg A to port 1 
7RS=0 for command 
;R/W=0 for write 
=1 for high pulse 
7E=0 for H-to-L pulse 


;write data to LCD 
;copy reg A to port 1 
7RS=0 for command 
7R/W=0 for write 

=1 for high pulse 
7E=0 for H-to-L pulse 


750 or higher for fast CPUs 
7R4 = 255 
;stay until R4 becomes 0 


COMMAND : 
ACALL READY 
MOV P1,A 
CLR P2.0 
CLR P2.1 
SETB P2.2 
CLR P2.2 
RET 
DISPLAY: 


READY: 
SETB 
CLR P2.0 
SETB P2.1 


;is LCD ready? 

;issue command code 
7RS=0 for command 
7R/W=0 to write to LCD 
7E=1 for H-to-L pulse 
7;E=0,latch in 


To read the command register, 
we make R/W=1, RS=0, and a 


7R/W =0 to write to LCD 
7E=1 for H-to-L pulse 
7E=0,latch in 


;make P1.7 input port 
;RS=0 access command reg 
;R/W=1 read command reg 


;read command reg and check busy flag 


BACK:SETB P2.2 
CLR P2.2 


JB P1. 7%, BACK 
RET sy 


END 


;E=1 for H-to-L pulse 
7E=0 H-to-L pulse 

;stay until busy flag=0 
If bit 7 (busy flag) is high, the 
LCD is busy and no information 
should be issued to it. 


INTERFACI NG 
LCD TO 8051 


LCD Data 
Sheet 


The upper address 
range can go as 
hig 0100111 
for the 4 
character-wide 
LCD, which 
corresponds to 
locations 0 to 39 


INTERFACI NG 
TO ADC AND 
SENSORS 


ADC Devices 


Q One can put data at any location in the 
LCD and the following shows address 
locations and how they are accessed 


RS R/W_ DB7 DB6 DB5 DB4 DB3 DB2 DB1 DBO 
Oo 860 i A A A A A A A 


>» AAAAAAA=000_0000 to 010_0111 for linel 
> AAAAAAA=100_0000 to 110_0111 for line2 


LCD Addressing forthe LCDs of 40x2 size 


Linel (min) 1 
Linel (max) 1 
Line2 (min) 1 


Line2 (max) 1 


a ADCs (analog-to-digital converters) are 
among the most widely used devices 
for data acquisition 

> A physical quantity, like temperature, 
pressure, humidity, and velocity, etc., is 
converted to electrical (voltage, current) 
signals using a device called a transducer, 
or sensor 

a We need an analog-to-digital converter 
to translate the analog signals to digital 
numbers, so microcontroller can read 
them 


INTERFACI NG 
LCD TO 8051 


LCD Data 


Sheet 
(cont’) 
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ADC804 Chip 


LCD Timing 


a hold time 


(minimum) 


tpwu = Enable pulse width 
= 450 ns (minimum) 


Set up time prior to E 
ng high) for both RS and 
140 ns (minimum) 


a ADC804 IC is an analog-to-digital 
converter 


> It works with +5 volts and has a resolution 
of 8 bits 


> Conversion time is another major factor in 
judging an ADC 

= Conversion time is defined as the time it takes 
the ADC to convert the analog input to a digital 
(binary) number 

= In ADC804 conversion time varies depending on 
the clocking signals applied to CLK R and CLK IN 
pins, but it cannot be faster than 110 ps 


INTERFACING 
TO ADC AND 
SENSORS 


ADC804 Chip 


(cont’) 


“output enable” 


to-low RD pulse is 


used to get the 8 
converted data out of 
ADC804 


INTERFACI NG 
TO ADC AND 
SENSORS 


ADC804 Chip 


(cont’) 


5V power supply 
erence 
voltage when 
Differential analog input is open 
puts where V;,, sonnected) 
in (+) — Vin C) 


to ground and Vi / 

(+) is used as the [ : To LEDs 
analog input to be 

converted 


s an active low 
sed to activate 5 normally 
open 
/ START 


“end of conversion” t conversion” 

When the cony R makes a low-to- 

finished, it goes low to signal i 

the CPU that the converted 

data is ready to be picked up input value of V;,, to an 8- 
bit digital number 


| Vrer/ 2 


> It is used for the reference voltage 


= If this pin is open (not connected), the analog 
input voltage is in the range of O to 5 volts (the 
same as the Vcc pin) 

= If the analog input range needs to be O to 4 
volts, Vref/2 is connected to 2 volts 


Relation to Vin Range 


Vret/ 2(v) Vin(V) Step Size ( mV) 
Not connected* Oto5 5/256=19.53 


2.0 Oto4 4/255=15.62 
1.5: Oto3 3/256=11.71 


1.28 O to 2.56 2.56/256=10 


1.0 Oto2 2/256=7.81 


0.5 Otol 1/256=3.90 


Step size is the smallest change can be discerned by an ADC 


a CLK IN and CLKR 
INTERFACI NG 


TO ADC AND > CLK IN is an input pin connected to an 
SENSORS external clock source 


> To use the internal clock generator 
ADC804 Chip (also called self-clocking), CLK IN and 
(cont’) CLK R pins are connected to a capacitor 
and a resistor, and the clock frequency 


is determined by 
1 


~ 1L.1RC 
= Typical values are R = 10K ohms and C = 
150 pF 


= We get f= 606 kHz and the conversion time 
is 110 us 


a DO-D7 
INTERFACING _ ; 
TO ADC AND > The digital data output pins 


SENSORS > These are tri-state buffered 


= The converted data is accessed only when CS = 
O and RD is forced low 


ADC804 Chip 
(cont’) > To calculate the output voltage, use the 


following formula 
V, 


in 


out A 
step size 


=" Dout = digital data output (in decimal), 
=" Vin = analog voltage, and 
= step size (resolution) is the smallest change 


a Analog ground and digital ground 
> Analog ground is connected to the ground 
of the analog Vin 
> Digital ground is connected to the ground 
of the Vcc pin 
a To isolate the analog V,,, signal from 
transient voltages caused by digital 
switching of the output DO - D7 
> This contributes to the accuracy of the 
digital data output 


INTERFACI NG 
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ADC804 Chip 


(cont’) 


—- 


= D.GND 


| 
1 


The binary outputs are 
monitored on the LED 


INTERFACI NG 5 of the digital trainer 
TO ADC AND 
SENSORS 


Testing 
ADC804 


normally 
open 
START 


The CS input is 
grounded and the 
WR input is 
connected to the 
INTR output 


a potentiometer used to 
ya 0-to-5 V analog 
e to input Vin (+) 

of the 804 ADC 
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ADC804 Chip 


(cont’) 


ADC804 


aN 


a The following steps must be followed 


for data conversion by the ADC804 chip 
> Make CS = O and send a low-to-high pulse 
to pin WR to start conversion 
> Keep monitoring the INTR pin 
= If INTR is low, the conversion is finished 
= If the INTR is high, keep polling until it goes low 
> After the INTR has become low, we make 
CS = 0 and send a high-to-low pulse to the 
RD pin to get the data out of the ADC804 


Data out 


End convergion 


t to low for both Read it 
pulses 


Examine the ADC804 connection to the 8051 in Figure 12-7. Write a program to 
monitor the INTR pin and bring an analog input into register A. Then call a 
hex-to ACSII conversion and data display subroutines. Do this continuously. 


7p2.6=WR (start conversion needs to L-to-H pulse) 
7p2.7 When low, end-of-conversion) 

7p2.5=RD (a H-to-L will read the data from ADC chip) 
7pl.0 - P1.7= DO - D7 of the ADC804 


MOV Pl, #OFFH ;make Pl = input 
BACK: CLR P2.6 ;WR = 0 
SETB P2.6 ;WR = 1 L-to-H to start conversion 
HERE: JB P2.7,HERE iwait for end of conversion 
CLR P2.5 ;conversion finished, enable RD 
MOV A,P1 7read the data 


ACALL CONVERSION ;hex-to-ASCII conversion 
ACALL DATA_DISPLAY;display the data 

SETB p2.5 ymake RD=1 for next round 
SJMP BACK 


INTERFACING §@ 8051 Connection to ADC804 with Self-Clocking 
TO ADC AND 
SENSORS 8051 ADC804 


Testing P2. WR a 
ADC804 PL. a E 
(cont’) 10 (+) 


Vin (-) 


a A thermistor responds to temperature 
change by changing resistance, but its 
response is not linear 


INTERFACING 
TO ADC AND 
SENSORS 

a The complexity associated with writing 
Interfacing software for such nonlinear devices has 
Temperature led many manufacturers to market the 
Sensor linear temperature sensor 


Temperature (C) Tf (K ohms) 
29.490 
10.000 
3.893 
1.700 
0.817 


From William Kleitz, digital Electronics 
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ADC804 Clock 
from 8051 
XTAL2 
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LM34 and LM35 
Temperature 
Sensors 


8051 Connection to ADC804 with Clock from XTAL2 of 8051 


a The sensors of the LM34/LM35 series 
are precision integrated-circuit 
temperature sensors whose output 
voltage is linearly proportional to the 
Fahrenheit/ Celsius temperature 

> The LM34/LM35 requires no external 
calibration since it is inherently calibrated 


> It outputs 10 mV for each degree of 
Fahrenheit/Celsius temperature 


INTERFACI NG 
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Signal 
Conditioning 
and 
Interfacing 
LM35 
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Signal 
Conditioning 
and 
Interfacing 
LM35 


(cont’) 


a Signal conaitioning is a widely used 
term in the world of data acquisition 


> It is the conversion of the signals (voltage, 
current, charge, capacitance, and 
resistance) produced by transducers to 
voltage, which is sent to the input of an A- 
to-D converter 


a Signal conditioning can be a current-to- 


voltage conversion or a signal 
amplification 
> The thermistor changes resistance with 
temperature, while the change of 
resistance must be translated into voltage 
in order to be of any use to an ADC 


Example: 


Look at the case of connecting an LM35 to an ADC804. Since the 
ADC804 has 8-bit resolution with a maximum of 256 steps and the 
LM35 (or LM34) produces 10 mV for every degree of temperature 
change, we can condition Vin of the ADC804 to produce a Vout of 
2560 mV full-scale output. Therefore, in order to produce the full- 
scale Vout of 2.56 V for the ADC804, We need to set Vref/2 = 1.28. 
This makes Vout of the ADC804 correspond directly to the 
temperature as monitored by the LM35. 


Temperature vs. Vout of the ADC804 


Temp. (C) Vin (mV) Vout (D7 — D0) 
0000 0000 
0000 0001 
0000 0010 
0000 0011 
0000 1010 
0001 1110 
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(cont’) 
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Signal 
Conditioning 
and 
Interfacing 
LM35 


(cont’) 


Getting Data From the Analog World 


Analog world (temperature, 
pressure, etc. ) 


v 


Transducer 


Signal conditioning 


8051 Connection to ADC804 and Temperature Sensor 
8051 ADC804 sv 


LM35 or 
LM34 


Notice that we use the LM336-2.5 zener diode to 
fix the voltage across the 10K pot at 2.5 volts. 
The use of the LM336-2.5 should overcome any 
fluctuations in the power supply 


INTERFACING 
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ADC808/809 
Chip 


INTERFACING 
TO ADC AND 
SENSORS 


Steps to 
Program 
ADC808/809 


a ADC808 has 8 analog inputs 


> It allows us to monitor up to 8 different 
transducers using only a single chip 


> The chip has 8-bit data output just like the 
ADC804 


> The 8 analog input channels are 
multiplexed and selected according to table 
below using three address pins, A, B, and C 
ADC808 Analog Channel Selection 


Selected Analog Channel 
INO 
INL 
IN2 
IN3 
IN4 
INS 
IN6 
IN7 


P/RP/O/O/FP|F/o/o|@ 
F/o|F/o/Fl/o/FlJo/ p> 


Select an analog channel by providing 
bits to A, B, and C addresses 
Activate the ALE pin 
> It needs an L-to-H pulse to latch in the 
address 
Activate SC (start conversion ) by an 
H-to-L pulse to initiate conversion 
Monitor EOC (end of conversion) to 
see whether conversion is finished 
Activate OE (output enable ) to read 
data out of the ADC chip 


> An H-to-L pulse to the OE pin will bring 
digital data out of the chip 


INTERFACI NG 
TO ADC AND 
SENSORS 


ADC808/ 809 
Chip 


(cont’) 


ADC808/809 


INO ——»+| 
—— 


GND Clock 


ADC808/809 


Vref(+) 


Vref(-) 
SCALE 


Vec 


OE 
A 


rT Tt 


i (LSB) 


LCD AND KEYBOARD 
INTERFACING 


The 8051 Microcontroller and Ernbedded 
Systems: Using Assembly and C 
Mazidi, Mazidi and McKinlay 


Chung-Ping Young 
wR 


LCD is finding widespread use 
replacing LEDs 
The declining prices of LCD 
The ability to display numbers, characters, 
and graphics 


Incorporation of a refreshing controller 
into the LCD, thereby relieving the CPU of 
the task of refreshing the LCD 


Ease of programming for characters and 
graphics 


- Send displayed 
information or 
instruction 
command codes to 


the LCD 


- Read the contents 
of the LCD’s 
internal registers 


Pin Descriptions for LCD 
Symbol 
VSS 
VCC 
VEE 


Pin 


BIiWIN] 


Ul 


I/O 


Descriptions 
Ground 


+5V power supply 


Power supply to control contrast 


RS=O to select command register, 
RS=1 to select data register 


R/W=0 for write, 
R/W=1 for read 


Enable 

The 8-bit data bus 
The 8-bit data bus 
The 8-bit data bus 
The 8-bit data bus 
The 8-bit data bus 
The 8-bit data bus 
The 8-bit data bus 
The 8-bit data bus 


used by the 
LCD to latch 


information 
presented to 
its data bus 


i’ dal ba Gane I alee ee 
LCD Command Codes 
BUN BVT . U7 BEE REE Cae Ge SACLAY 7 J 


Ww 


Code (Hex) Command to LCD Instruction Register 


Clear display screen 


LCD 
INTERFACING 


Return home 

Decrement cursor (shift cursor to left) 
Increment cursor (shift cursor to right) 
Shift display right 

Shift display left 


LCD Command 
Codes 


Display off, cursor off 
Display off, cursor on 
Display on, cursor off 


Display on, cursor blinking 


TIMIO!]PYPIOINIUIOIARIN I 


Display on, cursor blinking 


H 
oO 


Shift cursor position to left 


cl 
IN 


Shift cursor position to right 


00 


Shift the entire display to the left 


H 
O 


Shift the entire display to the right 


fe) 
jo) 


Force cursor to beginning to 1st line 


Q 
io) 


Force cursor to beginning to 2nd line 


168) 
00 


2 lines and 5x7 matrix 


To send any of the commands to the LCD, make pin RS=0. For data, 
make RS=1. Then send a high-to-low pulse to the E pin to enable the 
LCD internal latch of the LCD. This is shown in the code below. 


;calls a time delay before sending next data/command 
INTERFACING ;P1.0-Pl.7 are connected to LCD data pins DO-D7 
7P2:0. 18 -connmected Eo RS pin: or. LCD 


Sending Dye\ecyan | 72-1 is connected to R/W pin of LCD 
;P2.2 1S connected to E pin of LCD 


Commands to OH 

LCDs w/ Time A,#38H ;INIT. LCD 2 LINES, 5X7 MATRIX 
COMNWRT ;call command subroutine 
Delay Lu DELAY ;give LCD some time 
A,#0EH ;display on, cursor on 
COMNWRT ;call command subroutine 
DELAY ;give LCD some time 

A, #01 clear LCD 

COMNWRT ;call command subroutine 
DELAY ;give LCD some time 
A,#UGH g¢shitt cursor right 
COMNWRT ;call command subroutine 
DELAY ;give LCD some time 
A,#84H ;cursor at line 1, pos. 4 
COMNWRT ;call command subroutine 
DELAY ;give LCD some time 


LCD 
INTERFACING 


AGAIN: 
COMNWRT : 


Sending Data/ 

Commands to 

LCDs w/ Time 
Delay 


(cont’) sy 


DATAWRT : 
8051 


P1.0 a DO 


Vec 


10k 
Ver J 
. POT 


Age oN? 
DATAWRT 
DELAY 
A,#'0O! 
DATAWRT 
AGAIN 


P1,A 
P2.0 
P2214. 
P22 
DELAY 
Po .2 


P1,A 
P2.0 
P2.1 
P22 
DELAY 
(eee 


R3,#50 
R4,#255 
R4, HERE 


R3,HERE2 


;display letter N 

;call display subroutine 
;give LCD some time 
;display letter O 

;call display subroutine 
;stay here 

;send command to LCD 
;copy reg A to port 1 
;RS=O0 for command 

;R/W=0 for write 

;E=1 for high pulse 
;give LCD some time 

;E=0 for H-to-L pulse 


;write data to LCD 
;copy reg A to port 1 
;RS=1 for data 

*R/W=0 for write 

;E=1 for high pulse 
;give LCD some time 
;E=0 for H-to-L pulse 


750 or higher for fast CPUs 


eR4 = 255 
;stay until R4 becomes 0 


LCD 
INTERFACING 


Sending Data/ 

Commands to 

LCDs w/ Time 
Delay 


(cont’) sy 


8051 


P1.0 a DO 


Wee 


Ve 7 
LCD 


P1.7—D7 Vo 


RS R/W E = 


;Check busy flag before sending data, command to LCD 
;pl=data pin 
;P2.0 connected to RS pin 
;P2.1 connected to R/W pin 
;P2.2 connected to E pin 


ORG 
MOV 
ACALL 
MOV 
ACALL 
MOV 
ACALL 
MOV 
ACALL 
MOV 
ACALL 
MOV 
ACALL 
MOV 
ACALL 
> SUMP 


OH 

A, #38H 
COMMAND 
A, #0EH 
COMMAND 
A, #01H 
COMMAND 
A, #06H 
COMMAND 
A, #86H 
COMMAND 

A, tT NN 

DATA DISPLAY 
AO" 

DATA DISPLAY 
HERE 


Sanit. LCD 2 dines ,;5%/ Matrix 
-issue command 

SCD -Ony;y- Cursor on 
-issue command 

;Cclear LCD command 
-issue command 

(Shite. Cursor right 
-issue command 

jecursor: line 1, pOs= 6 
;command subroutine 
;display letter N 


;display letter O 


;oTAY HERE 


COMMAND: 
ACALL READY ;is LCD ready? 
MOV ;issue command code 
CLR é ;RS=O0 for command 
CLR ‘ ;R/W=0 to write to LCD 
SE TE 2 ;E=1 for H-to-L pulse 
CLR : ;E=0,latch in 
RET 
_DISPLAY: 
ACALL READY ;is LCD ready? 
MOV ;issue data 
SETB ; ;Ro=L for data 
CLR ; ;R/W =0 to write to LCD 
SETB : ;E=1 for H-to-L pulse 
CLR . e-T'—/()_ |] ~+ nA} 74H 
RET To read the command register, we make R/W=1, 


Saas tiie RS=0, ssid a H- to- L pulse for the E pin. 


CLR nae Ree 0 access command reg 
SETB: P2. ;R/W=1 read command reg 
;read command reg and check busy flag 
BACK?SEIB -P2. ;E=1 for H-to-L pulse 
CLR PZ ;E=0 H-to-L pulse 
JB P1.7,BACK ,;stay until busy flag=0 


RET If bit 7 (busy flag) is high, the LCD is busy 


BND 


and no information should be issued to it. 


LCD Timing for Read 


tp = Data output delay time 


DO -— D7 


tar = Hold time after E has 
come down for both RS and 
R/W = 10 ns (minimum) 


tag = Setup time prior to E 


(going high) for both RS and 
R/W = 140 ns (minimum) 


Note : Read requires an L-to-H pulse for the E pin 


LCD Timing for Write 


tpsw — Data set up time 
= 195 ns (minimum) 


tar = Hold time after E has 
come down for both RS and 
R/W = 10 ns (minimum) 


tpwy — Enable pulse width 
= 450 ns (minimum) 


tag = Setup time prior to E 
(going high) for both RS and 
R/W = 140 ns (mini 


The upper address 
range can go as 
high as 0100111 
for the 40- 


character-wide 
LCD, which 
corresponds to 
locations 0 to 39 


One can put data at any location in the 
LCD and the following shows address 
locations and how they are accessed 


RS R/W DB7 DBo DBS DB4 DB3 DB2 DB1 DBO 
O O 1 A A A A A A A 


AAAAAAA=000_OO000 to 010 0111 for linel 
AAAAAAA=100 0000 to 110 0111 for line2 


| LCD Addressing for the LCDs of 40x2 size 


DB7 DB6 DB5 DB4 DB3 DB2 ODB1 DBO 


Linel (min) 1 8 O 


Linel (max) 1 O il 
Line2 (min) 1 al O 
1 1 


eS |e |S |e 
eS |e |S |e 
FlolR|lo 
FlolRlio 
Flo|lRlo 


Line2 (max) 1 


;Call a time delay before sending next data/command 
LCD ; P1.0-P1.7=D0-D7, P2.0=RS, P2.1=R/W, P2.2=E 


INTERFACING 


DPTR, #MYCOM 
Sending : A 
; A, @A+DPTR 
Information to COMNWRT ;call command subroutine 


LCD Using neem ;give LCD some time 


MOVC SEND DAT 


a 
Instruction SEND DAT: 


MOV DPTR, #MYDATA 
Dus CLR A 
MOVC A,@A+DPTR 
ACALL DATAWRT ;call command subroutine 
ACALL DELAY ;give LCD some time 
INC DPTR 
JZ AGAIN 
SJMP D1 
SJMP AGAIN FolLay 


COMNWRT: ;send command to LCD 
P1,A ;copy reg A to Pl 
P2.0 ;RS=0 for command 
P2.1 ;R/W=0 for write 
Poee ;E=l for high pulse 
DELAY ;give LCD some time 
PZ ae ;E=0 for H-to-L pulse 


DATAWRT: ;write data to LCD 
P1,A rcopy reg A to port 1 
PZ 20 ;RS=1 for data 
P22 ;R/W=0 for write 
BAe 2 ;E=1 for high pulse 
DELAY ;give LCD some time 
Pad +E=0 for H-to-L pulse 


R3,#250 750 or higher for fast CPUs 
R4,#255 ;R4 = 255 

R4,HERE ;stay until R4 becomes 0 
R3,HERE2 


S008 
MYCOM: 30H, OEE; 01,06, 84H,0 2 commands and null 
MYDATA: SHE LLO” 70 


Example 12-2 


LCD Write an 8051 C program to send letters ‘M’, ‘D’, and ‘E’ to the LCD 


INURE NASI NER | using the busy flag method. 


Solution: 


Sending 
#include <reg51.h> 
Information to sfr ldata = 0x90; //P1=LCD data pins 
LCD Using ade oan 
sienke Pas 
MOVC sbit P22; 
Instruction [ieee Se 


ike] 
(cont’) ae 


Ledaemd (O01) 3 
edemad (0x06) 
/;filine 1, position 


LCD void lcdcmd(unsigned char value) { 
lcdready (); //check the LCD busy flag 
INTERFACING ldata = value; //put the value on the pins 
re = 03 
. rw = O; 
sending en ; //strobe the enable pin 
Information to MSDelay(1); 


: = 0; 
LCD Using oe 
MOVC } 


Instruction void lcddata(unsigned char value) { 
(cont’) ledready(); //check the LCD busy flag 

ldata = value; //put the value on the pins 
rs = 1; 
rw = 0; 
en ; //strobe the enable pin 
MSDelay (1); 
en 


LCD 
INTERFACING 


Sending 
Information to 
LCD Using 
MOVC 
|nstruction 


(cont’) 


//make the busy pin at input 


//wait here for busy flag 
//strobe the enable pin 
MSDelay(1); 
en = 1; 


} 


voi1d leddata(unsigned int. 1time) { 
unsigned int i, J; 
FOr (i =0 715 1. time? 1) 
FOr (j=07 741.2 / oe) 


Keyboards are organized in a matrix of 
rows and columns 
The CPU accesses both rows and columns 


through ports 


Therefore, with two 8-bit ports, an 8 x 8 matrix 
of keys can be connected to a microprocessor 


When a key is pressed, a row and a 
column make a contact 


Otherwise, there is no connection between 
rows and columns 


ln IBM PC keyboards, a single 
microcontroller takes care of hardware 
and software interfacing 


If all the rows are 
grounded and a key 
is pressed, one of 


the columns will 
have 0 since the key 
pressed provides the 
path to ground 


A 4x4 matrix connected to two ports 


The rows are connected to an output port 
and the columns are connected to an 
input port 


Matrix Keyboard Connection to ports 


If no key has 
been pressed, 
reading the 
input port will 


yield 1s for all 
columns since 
they are all 
connected to 
high (V,.) 


It is the function of the microcontroller 
to scan the keyboard continuously to 
detect and identify the key pressed 


To detect a pressed key, the 
microcontroller grounds all rows by 
providing O to the output latch, then it 
reads the columns 


If the data read from columns is D3 — DO = 
1111, no key has been pressed and the 
process continues till key press is detected 


If one of the column bits has a zero, this 
means that a key press has occurred 
For example, if D3 — DO = 1101, this means that 
a key in the D1 column has been pressed 
After detecting a key press, microcontroller will 
go through the process of identifying the key 


Starting with the top row, the 
microcontroller grounds it by providing 
a low to row DO only 
It reads the columns, if the data read is all 
1s, no key in that row is activated and the 
process is moved to the next row 
It grounds the next row, reads the 
columns, and checks for any zero 
This process continues until the row is 
identified 
After identification of the row in which 
the key has been pressed 


Find out which column the pressed key 
belongs to 


Example 12-3 

From Figure 12-6, identify the row and column of the pressed key for 
each of the following. 

(a) D3—D0=1110 for the row, D3 — DO = 1011 for the column 

(b) D3—D0=1101 for the row, D3 — DO = 0111 for the column 


Solution : 


From Figure 13-5 the row and column can be used to identify the key. 

(a) The row belongs to DO and the column belongs to D2; therefore, 
key number 2 was pressed. 

(b) The row belongs to D1 and the column belongs to D3; therefore, 


key number 7 was pressed. 


Program 12-4 for detection and 
identification of key activation goes 
through the following stages: 


To make sure that the preceding key has 
been released, Os are output to all rows 
at once, and the columns are read and 
checked repeatedly until all the columns 
are high 
When all columns are found to be high, the 
program waits for a short amount of time 


before it goes to the next stage of waiting for 
a key to be pressed 


To see if any key is pressed, the columns 
are scanned over and over in an infinite 
loop until one of them has a O on it 
Remember that the output latches connected 
to rows still have their initial zeros (provided 
In stage 1), making them grounded 
After the key press detection, it waits 20 ms 
for the bounce and then scans the columns 
again 
(a) it ensures that the first key press 
detection was not an erroneous one due a 
spike noise 
(b) the key press. If after the 20-ms delay the 
key is still pressed, it goes back into the 
loop to detect a real key press 


To detect which row key press belongs to, 
it grounds one row at a time, reading the 


columns each time 

If it finds that all columns are high, this means 

that the key press cannot belong to that row 

— Therefore, it grounds the next row and 
continues until it finds the row the key 
press belongs to 

Upon finding the row that the key press 

belongs to, it sets up the starting address for 

the look-up table holding the scan codes (or 

ASCII) for that row 


To identify the key press, it rotates the 

column bits, one bit at a time, into the 

carry flag and checks to see if it is low 
Upon finding the zero, it pulls out the ASCI! 
code for that key from the look-up table 
otherwise, it increments the pointer to point to 
the next element of the look-up table 


Flowchart for Program 12-4 


ed Read all columns 


Ground all rows 


Read all columns 
Wait for debounce 
Read all columns 


Find which key 
is pressed 


Get scan code 
from table 


Program 12-4: Keyboard Program 

;keyboard subroutine. This program sends the ASCII 
;code for pressed key to PO.1 

*P1l,.O0-Pl.3 connected to rows, P2.0=P2.3 to colunn 


MOV 
MOV 
MOV 


ANL 


CUNE 


P2,#0FFH ;make P2 an input port 
P1,#0 ;ground all rows at once 
A, P2 ;read all col 

; (ensure keys open) 
A,00001111B ;masked unused bits 
A,#00001111B,K1 ;till all keys release 


ACALL DELAY ;call 20 msec delay 


MOV 
ANL 


A,P2 ;see if any key is pressed 
A,00001111B ;mask unused bits 


CUNE A, #00001111B,OVER; key pressed, find row 
SJMP K2 ;check till key pressed 
ACALL DELAY ;wait 20 msec debounce time 


MOV 
ANL 


A,P2 ;check key closure 
A,00001111B ;mask unused bits 


CUNE A,#00001111B,OVERI1;key pressed, find row 
SUMP K2 ;if none, keep polling 


KEYBOARD MOV Pl, #11111110B . ;oround row 0 
INTERFACING MOY Ay PZ ;read all columns 
ANL A, #00001111B ;mask unused bits 
: CUNE A,#00001111B,ROW 0 ;key row 0, find col. 
Grounding MOV P1,#11111101B sground row 1 
Rows and MOV A, P2 ;read all columns 
Reading ANL A, #00001111B ;mask as bits 
CUNE A, #00001111B,ROW 1 ;key row 1, find col. 
Columns MOV P1,#11111011B ;ground row 2 
(cont’) MOV A, P2 ;read all columns 
ANL A, #00001111B ;mask unused bits 
CUNE A,#00001111B,ROW 2 ;key row 2, find col. 
MOV P1,#11110111B ‘ground. row 2 
MOV A, P2 read all columns 
ANL A, #00001111B ;mask unused bits 
CUNE A, #00001111B,ROW 3 ;key row 3, find col. 


LJMP K2 ;if none, false input, 
; repeat 


MOV DPTR, #KCODEO ;set DPTR=start of row 
SJMP ;find col. Key belongs 
MOV ;set DPTR=start of row 
SJMP ;find col. Key belongs 
MOV T ;set DPTR=start of row 
SUMP ;find col. Key belongs 
MOV DPTR, #KCODE3 ;set DPTR=start of row 
RRC A ;see if any CY bit low 
JNC MATCH ;1if zero, get ASCII code 
INC DPTR ;point to next col. addr 
SUMP FIND ;keep searching 
CLR A ;set A=0 (match is found) 
MOVC A, @A+DPTR ;get ASCII from table 
MOV PO,A ;display pressed key 
LJMP Kl 

;ASCII LOOK-UP TABLE FOR EACH ROW 
ORG 300H 

KCODEO: DB TOT go Ag ao ys oe - PROM. OU 

KCODE1: DB 47 ,75°,76,'77" ;ROW 1 

KCODE2: DB ‘8’,'9', 7A’, 'B! sROW 2 

KCODE 3: DB MG 9 ig” ig ee SIROW: 3 


8031/51 INTERFACING 
WITH THE 8255 


The 8051 Microcontrol/er and Ernbedded 
Systems: Using Assembly and C 
Mazidi, Mazidi and McKinlay 


Chung-Ping Young 
aie 


PROGRAMMING 
THE 8255 


8255 Features 


8255 is a 40- 
pin DIP chip 


PUI UIN © 


40 
39 
38 
3/ 
36 
35 
34 
33 
32 
31 
30 
29 
28 
27 
26 
25 
24 
23 
22 
21 


PA4 
PAS 
PAG 
PA7 
WR 
RESET 
DO 

D2 

D2 

D3 

D4 

D5 

D6 

D7 
VCC 
PB7 
PB6 
PB5 
PB4 
PB3 


PROGRAMMING 


THE 8255 


8255 Features 
(cont’) 


It has three separately accessible 8- 
bit ports, A, B, and C 
They can be programmed to 
input or output and can be 
changed dynamically 


They have handshaking 
capability 


Q PAO - PAZ (8-bit port A) 
> Can be programmed as all input or output, 
or all bits as bidirectional input/output 
8955 Features oO PBO - PB/ (8-bit port B) 
> Can be programmed as all input or output, 
but cannot be used as a bidirectional port 
g PCO— PC7 (8-bit port C) 
> Can be all input or output 
> Can also be split into two parts: 


= CU (upper bits PC4 - PC7) 
=" CL (lower bits PCO — PC3) 


each can be used for input or output 


> Any of bits PCO to PC7 can be 
programmed individually 


PROGRAMMING 
THE 8255 


HANEL 


a RD and WR 
> These two active-low control signals are 
inputs to the 8255 
> The RD and WR signals from the 8031/51 
are connected to these inputs 


o DO- D/ 
> are connected to the data pins of the 
microcontroller 
> allowing it to send data back and forth 
between the controller and the 8255 chip 
Oo RESET 
> An active-high signal input 
> Used to clear the control register 


=" When RESET is activated, all ports are initialized 
as input ports 


PROGRAMMING 
THE 8255 


8255 Features 
(cont’) 


HANEL 


4 AO, Al, and CS (chip select) 
> CS is active-low 


PROGRAMMING 


THE 8255 > While CS selects the entire chip, it is AO 
and Al that select specific ports 
8255 Features > These 3 pins are used to access port A, B, 
(cont’) C, or the control register 

CS Al AO Selection 

O O O Port A 

O O 1 Port B 

O 1 O Port C 

O 1 1 Control register 

1 X X 8255 is not selected 


Q While ports A, B and C are used to 


PROGRAMMING 


THE 8255 input or output data, the control 
register must be programmed to 
Mode Selection select operation mode of three ports 


iat Q The ports of the 8255 can be 


programmed in any of the following 
modes: 


1. Mode O, simple I/O 
=» Any of the ports A, B, CL, and CU can be 
programmed as input out output 
# All bits are out or all are in 


=» There is no signal-bit control as in PO-P3 of 
8051 


2. Mode 1 


PROGRAMMING # Port A and B can be used as input or output 


THE 8255 ports with handshaking capabilities 
=" Handshaking signals are provided by the bits 
Mode Selection of port C 
of 8255 3. Mode 2 


(cont’) 


=» Port A can be used as a bidirectional I/O port 
with handshaking capabilities provided by port 
C 

= Port B can be used either in mode O or mode 
al 


4. BSR (bit set/reset) mode 


# Only the individual bits of port C can be 
programmed 


Department of Computer Science and Information Engineering 
National Cheng Kung University, TAIWAN 


PROGRAMMING 
THE 8255 


Mode Selection 


of 8255 
(cont’) 


HANEL 


8255 Control Word Format (I/O Mode) 


«———— Group A——W_——*>— Group B—_* 


1 = 1/O MODE 
O = BSR Mode 


Mode Selection 


00 = MODE O 
O1 = MODE 1 
1x = Mode 2 


p7 | v6 | ps | D4 | 03 | D2 | D1 | Do 


Mode Selection 
O = MODE O 
1 = MODE 1 


Port C 
(Upper 
Pc7 - PCA) 
1 = Input 
O = Output 


PROGRAMMING 


THE 8255 


Simple |/O 
Programming 


a The more commonly used term is 1/O 


4 Mode O 
> Intel calls it the basic input/output mode 
> In this mode, any ports of A, B, or C can be 
programmed as input or output 


=" A given port cannot be both input and output at 
the same time 


Example 15-1 

Find the control word of the 8255 for the following configurations: 
(a) All the ports of A, B and C are output ports (mode 0) 

(b) PA = in, PB = out, PCL = out, and PCH = out 


Solution: 


From Figure 15-3 we have: 
(a) 1000 0000 = 80H (b)1001 0000 = 90H 


PROGRAMMING 
THE 8255 


Connecting 
8031/51 to 
8255 


Q The 8255 chip is programmed in any 
of the 4 modes 
> mentioned earlier by sending a byte (Intel 
calls it a control word) to the control 
register of 8255 
QO We must first find the port address 
assigned to each of ports A, B ,C and 
the control register 
> called mapping the I/O port 


8051 Connection to the 8255 


PROGRAMMING 
THE 8255 


Connecting 
8031/51 to 


8255 
(cont’) 


Notice the use of RD and WR signals 
This method of connecting an I/O 
chip to a CPU is called memory 
mapped I/O, since it is mapped into 
memory space 
use memory space to access I/O 
use instructions such as MOVX to 
access 8255 


HANEL 


8255 is connected to 
an 8031/51 asifitisa 


Example 15-2 


male aVAUMIMIENGs | For Figure 15-4. 

THE 8255 (a) Find the I/O port addresses assigned to ports A, B, C, and the 
control register. 
(b) Program the 8255 for ports A, B, and C to be output ports. 


Connectin 
g (c) Write a program to send 55H and AAH to all ports continuously. 


8031/51 to 


8255 Solution 
(cont’) 


(a) The base address for the 8255 is as follows: 


x [a |x |x [x |x |x |x [x [x |x |x [x |x [0 [0 
x [a |x fx |x |x |x |x [x [x |x |x [x [x Jo [a 
x [a |x fx | x |x |x |x [x [x |x |x [|x] fo 


(b) The control byte (word) for all ports as output is 80H as seen in 
Example 15-1. 


HANEL 


Example 15-2 (cont’) 


PROGRAMMING i@) 
THE 8255 A, #80H pcontrol word 
7; (POLLS OCULEDUT) 


DPTR,#4003H load control reg 


Connecting sport address 


8031/51 to 


8255 
(cont’) 


Q@DPTR,A ;1ssue control word 
A, #55H ;A = 55H 
DPTR,#4000H ;PA address 

@DPTR,A ;toggle PA bits 
DPTR ;PB address 

EDPTRyA ; toggle PB bits 
DPTR ;PC address 

@DPTR,A toggle PC bits 


A ;toggle bit in reg A 
DELAY pwait 
AGAIN ;continue 


HANEL 


PROGRAMMING 
THE 8255 


Connecting 
8031/51 to 


8255 
(cont’) 


8051 Connection to the 8255 


DO 


Example 15-3 


ma pVOLe VAN IMIB Gs | For Figure 15-5. 

THE 8255 (a) Find the I/O port addresses assigned to ports A, B, C, and the 
control register. 
(b) Find the control byte for PA = in, PB = out, PC = out. 


Connectin 
g (c) Write a program to get data from PA and send it to both B and C. 


8031/51 to 


8255 Solution: 
(cont’) 


(a) Assuming all the unused bits are Os, the base port address for 
8255 is 1000H. Therefore we have: 


1O00H PA 


LOOLH. PB 
LOOZH. PC 
1003H Control register 


(b) The control word is 10010000, or 90H. 


Example 15-3 (cont’) 


PROGRAMMING i@) 
THE 8255 A, #90H ; (PA=IN, PB=OUT, PC=OUT) 
DPTR,;#1003H -load control register 


; ;port address 
Connecting . 


8031/51 to 


8255 
(cont’) 


QDPTR,A -issue control word 
DPTR,#1000H ;PA address 
A, @DPTR ,get data from PA 


DPTR ,;PB address 

Q@DPTR, A rsend. The daca to: FB 
DPTR ;PC address 

Q@DPTR, A ssend 1t also to PC 


ve HANEL 


PROGRAMMING 
THE 8255 


Connecting 
8031/51 to 


8255 
(cont’) 


ve HANEL 


o For the program in Example 15-3 


> it is recommended that you use the EQU 
directive for port address as shown next 


APORT FOU LOO OH 

BPORT FOU 1001H 

CPORT FOU LOOZH 

CNTPORT FOU LOOSH 

MOV A,#90H ; (PA=IN, PB=OUT, PC=OUT) 
MOV DPTR,#CNTPORT ;load cntr reg port addr 
MOVX @DPTR,A ;issue control word 

MOV DPTR, #APORT ;PA address 

MOVX A,@DPTR ;get data from PA 

ING. DPR ;PB address 

MOVX @DPTR,A ;send the data to PB 
INC: _DPTR ;PC address 

MOVX @DPTR,A ;send it also to PC 


> or, see the following, also using EQU: 

Oe SVNMIMIENiG@s: CONTRBYT EQU 90H ; (PA=IN, PB=OUT, PC=OUT) 
THE 8255 BAS8255P EQU 1000H ;base address for 8255 

MOV A,#CONTRBYT 

MOV DPTR;#BAS8Z55P1+3 ;load c¢c port- addr 

Connecting MOVX @DPTR,A ;issue control word 

8031/51 to MOV DPTR, #BAS8255P+3 ;PA address 


8255 oes 
(cont’) og Example 15-2 and 15-3 


> use the DPTR register since the base 
address assigned to 8255 was 16-bit 


> if it was 8-bit, we can use 
“MOVX A,@RO” and “MOVX @RO,A” 
Oo Example 15-4 
> use a logic gate to do address decoding 
Oo Example 15-5 
> use a /4LS138 for multiple 8255s 


Oo Examples 15-4 and 15-5 
PROGRAMMING > decode the AO - A7 address bit 


THE 8255 
Oo Examples 15-3 and 15-2 
> decode a portion of upper address A& - 
A15 
> this partial address decoding leads to what 
is called address aliases 
> could have changed all x’s to various 
combinations of 1s and Os 
= to come up with different address 
=" they would all refer to the same physical port 
a Make sure that all address aliases are 
documented, so that the users know 
what address are available if they want 


to expanded the system 


Address Aliases 


PROGRAMMING 
THE 8255 


Address Aliases 
(cont’) 


DO 


Figure 15-6. 8051 Connection to the 8255 for Example 15-4 


HANEL 


PROGRAMMING 
THE 8255 


Address Aliases 
(cont’) 


HANEL 


Example 15-4 


For Figure 15-6. 


(a) Find the I/O port addresses assigned to ports A, B, C, and the 
control register. 

(b) Find the control byte for PA = out, PB = out, PCO — PC3 = in, and 
PC4 — PC7 =out 

(c) Write a program to get data from PB and send it to PA. In addition, 
data from PCL is sent out to PCU. 


Solution: 


(a) The port addresses are as follows: 
CS Al AO Address Port 
VOLO 00 0 ZUH Port A 
0010 OO 1 2 Port. .B 
OOO: 8Org 0 22H Port. ¢ 
0010 OO il 23H Control Reg 


(a) The control word is 10000011, or 83H. 


PROGRAMMING 
THE 8255 


Address Aliases 
(cont’) 


Example 15-4 (cont’) 


(c) 

CONTRBT EQU 

APORT EQU 

BPORLT EQU 

GPORT FOU 

CNTPORT EOU 
MOV 
MOV 
MOVX 
MOV 
MOVX 
DEC 
MOVX 
MOV 
MOVX 
ANL 
SWAP 
MOVX 


83H ;PA=OUT, 


20H 
21H 
Zou 
23H 


A, #CONTRBYT 
RO, #CNTPORT 
@RO,A 

RO, #BPORT 
A, @RO 

RO 

@RO,A 

RO, #CPORT 
A, @RO 

A, #0FH 

A 

@RO,A 


PB=IN, PCL=IN, PCU=OUT 


; PA=OUT, PB=IN, PCL=IN, PCU=OUT 


; LOAD 


CONTROL REG ADDRESS 


,; ISSUE CONTROL WORD 


7; LOAD 
; READ 


PB ADDRESS 
PB 


; POINT TO PA(2Z0H) 


7; SEND 
; LOAD 
7; READ 
;MASK 
; SWAP 
7; SEND 


IT TO PA 

PC ADDRESS 

PCI 

UPPER NIBBLE 

LOW AND HIGH NIBBLE 
LO: PCU 


Example 15-5 


Find the base address for the 8255 in Figure 15-7. 


PROGRAMMING 
THE 8755 Solution: 
G1 G2B G2ZA C B A 
A7 Ao AS A4 A3B A2 


al 0 0 0 1 0 


Address Aliases 
(cont’) 


74LS138 


Figure 15-7. 8255 Decoding Using 74LS138 


HANEL 


Address 


O In 8031-based system 
PROGRAMMING 
THE 8255 > external program ROM is an absolute must 
> the use of 8255 is most welcome 
8031 System > this is due to the fact that 3031 to 
With 8255 external program ROM, we lose the two 
ports PO and P2, leaving only P1 
a Therefore, connecting an 8255 is the 
best way to gain some extra ports. 
> Shown in Figure 15-8 


PROGRAMMING 
THE 8255 


CE OE 

Al12 

ag 2864 
(2764) 
8Kx8 

A7 program 


8031 System 
With 8255 (cont’) 


Figure 15-8. 8031 Connection to External Program ROM and the 8255 


HANEL 


Q Ch 13 detailed the interface of a 
stepper motor to the 8051 


o Here show stepper motor connection 
Stepper Motor to the 8255 and programming in Fig 
Connection To 15-9 


8255 
INTERFACING 


The 8255 MOV A, #80H ;control word for PA=out 
MOV Rijp#FCRPORT ~ Control req port 
address 
MOVX @RI1,A configure PA=out 


MOV R1,#APORT ;load PA address 
MOV A,#66H ;A=66H, stepper motor 


sequence 
AGAIN MOVX @RI1,A ;issue motor sequence to 
PA 
RR A ,rotate sequence for 
clockwise 
ACALL DELAY pwait 


SJMP AGAIN 


8255 
I NTERFACI NG oa Ue = 
Stepper Motor 
Connection To 
The 8255 (cont’) 


Decoding 
Circuitry 


ULN2003 Connection for Stepper Motor COM 
Pin 8 = GND 
Pin 9 = +5V +5V 


Use a separate power supply for the motor 


Figure 15-9. 8255 Connection to Stepper Motor 


HANEL 


8255 
INTERFACING 


LCD 
Connection To 
The 8255 


Q Program 15-1 


> Shows how to issue Commands and data 
to an LCD. See Figure 15-10 


> must put a long delay before issue any 
information to the LCD 


a Program 15-2 


> A repeat of Program 15-1 with the 
checking of the busy flag 


> Notice that no DELAY is used in the main 
program 


8255 
INTERFACING 


LCD 
Connection To 
The 8255 (cont’) 


LCD 


RESET 


Figure 15-10. LCD Connection 


8255 
INTERFACING 


LCD 
Connection To 
The 8255 (cont’) 


;Writing commands and data to LCD without checking busy flag 
;Assume PA of 8255 connected to DO-D7 of LCD and 
;PBO=RS, PB1=R/W, PB2=E for LCD’s control pins connection 


MOV A, #80H 


MOV RO, #CNTPORT 


MOVX @RO,A 
MOV A,#38H 
ACALL CMDWRT 
ACALL DELAY 
MOV A,#0EH 
ACALL CMDWRT 
ACALL DELAY 
MOV A,#01H 
ACALL CMDWRT 
ACALL DELAY 
MOV A,#06H 
ACALL CMDWRT 
ACALL DELAY 


MOV A,#’'N’ 
ACALL DATAWRT 
ACALL DELAY 
MOV A,#’O! 
ACALL DATAWRT 
ACALL DELAY 


Program 15-1. 


fall C255. POrLsS -as cucoUuL 
;load control reg address 
;issue control word 
eLCD:Zlanes, 5xX/- Matrix 
;write command to LCD 
;wait before next issue(2 ms) 
,;LCD command for cursor on 
;write command to LCD 
;wait before next issue 
;clear LCD 

;write command to LCD 
;wait before next issue 
#shitt cursor right. command 
;write command to LCD 
;wait before next issue 
;etc. for all LCD commands 
;display data (letter N) 
;send data to LCD display 
;wait before next issue 
;display data (letter O) 
;send data to LCD display 
;wait before next issue 


;etc. for other data 


8255 
INTERFACING 


LCD 
Connection To 
The 8255 (cont’) 


-Command write subroutine, writes instruction commands to LCD 


CMDWRT: 


MOV RO, #APORT ;load port A address 

MOVX @RO,A ;issue 21nto:- to LCD data: panes 
MOV RO, #BPORT ; load port B address 

MOV A,#00000100B ;RS=0,R/W=0,E=1 for H-TO-L 
MOVX @RO,A ;activate LCD pins RS,R/W,E 
NOP ;make E pin pulse wide enough 
NOP 

MOV A,#00000000B ;RS=0,R/W=0,E=0 for H-To-L 
MOVX @RO,A ylatch in data pin info 

RET 


;Data write subroutine, write data to be display 
DATAWRY:MOV RO, #APORT ;load port A address 


MOVX @RO,A ;issue info to LCD data pins 
MOV RO, #BPORT ;load port B address 

MOV A,#00000101B ;RS=1,R/W=0,E=1 for H-TO-L 
MOVX @RO,A ;activate LCD pins RS,R/W,E 
NOP ;make E pin pulse wide enough 
NOP 

MOV A,#00000001B ;RS=1,R/W=0,E=0 for H-To-L 
MOVX @RO,A Platch in LCD's data pin into 
RET 


Program 15-1. (cont’) 


;Writing commands to the LCD without checking busy flag 

;PA of 8255 connected to DO-D7 of LCD and 

;PBO=RS, PB1=R/W, PB2=E for 8255 to LCD’s control pins connection 
MOV A, #80H gall. 8255: POPES 2S Out puL 
MOV RO, #CNTPORT ;load control reg address 
MOVX @RO,A 271ssue control word 
MOV A, #38H ,LCDe2 LINES; 3X7 Matrax 
ACALL NCMDWRT ;write command to LCD 
MOV A, #0OEH ;LCD command for cursor on 
ACALL NCMDWRT ;write command to LCD 
MOV A, #O01H ;clear LCD 
ACALL NCMDWRT ;write command to LCD 
MOV A, #06H PSHLEL, Cursor right. command 
ACALL NCMDWRT ;write command to LCD 


8255 
INTERFACING 


LCD 
Connection To 
The 8255 (cont’) 


& s- e-e ;etc. for all LCD commands 

MOV A,#’N’ ;display data (letter N) 

ACALL NDATAWRT ;send data to LCD display 

MOV A,#'0O’ ;display data (letter O) 

CALL NDATAWRT ;send data to LCD display 
retc. for other data 


Program 15-2. 


NCMDWRT : MOV 
MOV 
MOV 


8255 MOVX 
INTERFACING oo 


MOV 
MOVX 
MOV 
LCD READY: MOVX 


Connection To a 


The 8255 (cont’) MOV 
MOV 
MOVX 
MOV 
MOV 
MOVX 
MOV 
MOV 
MOVX 
NOP 
NOP 
MOV 
MOVX 
RET 


;New command write subroutine with checking busy flag 


R2,A ;save a value 

A, #90H ;PA=IN to read LCD status 
RO, #CNTPORT ;load control reg address 
@RO,A ;configure PA=IN, PB=OUT 
A,#00000110B ;RS=0,R/W=1,E=1 read command 
RO, #BPORT ;load port B address 

@RO,A ;RS=0,R/W=1 for RD and RS pins 
RO, #APORT ;load port A address 

A, @RO ;read command reg 

A ;move D7 (busy flag) into carry 
READY ;wait until LCD is ready 

A, #80H ;make PA and PB output again 
RO, #CNTPORT ;load control port address 
@RO,A Fissue control word to 38255 
A,R2 rget back value to LCD 

RO, #APORT ;load port A address 

@RO,A issue into to LCD’ s data pins 
RO, #BPORT ;load port B address 
A,#00000100B ;RS=0,R/W=0,E=1 for H-To-L 
@RO,A ;activate RS,R/W,E pins of LCD 


;make E pin pulse wide enough 


A, #00000000B ;RS=0,R/W=0,E=0 for H-To-L 
@RO,A Flaten an LCD’ s data. pin ano 


Program 15-2. (cont’) 


MOV 
MOV 


8255 MOVX 
INTERFACING oo 


MOV 
MOVX 
MOV 
LCD READY: MOVX 


Connection To a 


The 8255 (cont’) MOV 
MOV 
MOVX 
MOV 
MOV 
MOVX 
MOV 
MOV 
MOVX 
NOP 
NOP 
MOV 
MOVX 
RET 


;New data write subroutine with checking busy flag 
NDATAWRT:MOV R2,#A ;save a value 


A, #90H ;PA=IN to read LCD status, PB=out 
RO,#CNTPORT ;load control port address 


@RO,A ;configure PA=IN, PB=OUT 

A, #00000110B ;RS=0,R/W=1,E=1 read command 
RO, #BPORT ;load port B address 

@RO,A ;RS=0,R/W=1 for RD and RS pins 
RO, #APORT ;load port A address 

A, @RO ;read command reg 

A ;move D7 (busy flag) into carry 
READY ;wait until LCD is ready 

A, #80H ;make PA and PB output again 
RO,#CNTPORT ;load control port address 
@RO,A issue control word to 38255 
A,R2 ;get back value to LCD 

RO, #APORT ;load port A address 

@RO,A issue into to LCD’ s data pins 
RO, #BPORT ;load port B address 
A,#00000101B ;RS=1,R/W=0,E=1 for H-To-L 
@RO,A ;activate RS,R/W,E pins of LCD 


;make E pin pulse wide enough 


A,#00000001B ;RS=1,R/W=0,E=0 for H-To-L 
@RO,A platen an LCD's data. pin ano 


Program 15-2. (cont’) 


8255 
INTERFACING 


ADC 
Connection To 
The 8255 


a the following is a program for the ADC 
connected to 8255 as show in fig 15- 


11 


MOV 

PC=IN 
MOV 
MOVX 

PC=IN 
BACK: MOV 


MOVX 
ready 


ANL 
,end 
MOV 
MOVX 


A, #80H ;ctrl word for PA=OUT 

Rl, #CRPORT ,Ccrl. req port. address 
@R1,A ;contigure PA=OUT 

Rl, #CRORT ,load port -C address 


A,@R1 ;read PC to see if ADC is 


A,#00000001B ;mask all except PCO 
of conversation, now get ADC data 
R1, #APORT ;load PA address 

A, @R1 ;A=analog data input 


8255 
INTERFACING 


ADC 
Connection To 
The 8255 (cont’) 


HANEL 


ADC804 


Decoding 
Circuitry 


Figure 15-11. 8255 Connection to ADC804 


o A unique feature of port C 
OTHER MODES . 
OF THE 8255 >» The bits can be controlled individually 


Oo BSR mode allows one to set to high or 
BSR low any of the PCO to PC7, see figure 
(Bit Set/Reset) 15-12. 
Mode 


Bit Select 


Not Used ‘| 000 = BitO 100 =Bit 4}! 
GenerallySet=0 |! 001=Bit1 101=Bit5/! 
'010=Bit2 110=Bit6! 

011 =Bit3 111 =Bit 7! 


Figure 15-12. BSR Control Word 


Example 15-6 


Program PC4 of the 8255 to generate a pulse of 50 ms with 50% duty 
cycle. 


OTHER MODES 
Solution: 
OF THE 8255 To program the 8255 in BSR mode, bit D7 of the control word must be 
low. For PC4 to be high, we need a control word of “Oxxx1001”’. 
Likewise, for low we would need “‘0xxx1000” as the control word. The 
x’s are for “don’t care” and generally are set to zero. 

MOV a,#00001001B ;control byte for PC4=1 

MOV R1, #CNTPORT , load. control, req port 

MOVX @R1,A ;make PC4=1 

ACALL DELAY ;time delay for high pulse 

MOV A, QQ0001000B ;control byte for PC4=0 

MOVX @R1,A ;make PC4=0 

ACALL DELAY 


BSR 
(Bit Set/Reset) 
Mode (cont’) 


A2 AO 
Decoding +e 
mG Circuitry 


Configuration for Examples 15-6, 15-7 


HANEL 


Example 15-7 


Program the 8255 in Figure 15-13 for the following. 
OTHER MODES (a) Set PC2 to high. 


OF THE 8255 (b) Use PC6 to generate a square 


Solution: 
BSR (a) 
(Bit Set/ Reset) RO, #CNTPORT 


Mode (cont’) A, #0XXX0101 ;control byte 
@RO,A 


A, #00001101B ;PC6=1 

RO,#CNTPROT ;load control port add 
@RO,A ;make PCo6=1 

DELAY 

DELAY 

A, FOUOOLIOOB ¢ PCo=U 

DELAY ;time delay for low pulse 
AGAIN 


HANEL 


0 One of the most powerful features of 8255 Is 
to handle handshaking signals 


OTHER MODES 
OF THE 8255 


ag Handshaking refers to the process of two 
intelligent devices communicating back and 
forth 


> Example--printer 


8255 in Mode 1: 
1/O With 
Handshaking 

Capability a Mode 1: outputting data with handshaking 
Signals 
> As show in Figure 15-14 


> A and Bcan be used to send data to device with 
handshaking signals 


> Handshaking signals are provided by port C 
> Figure 15-15 provides a timing diagram 


Control Word — Mode 1 Output 


OTHER MODES 9] 07 os os os 03 oe o_o 
|______________® OBFA 3 .O 
OF THE 8255 me 2) [2] ols] o | vol 2 | o | «| 
ES oe vo ww vw oF tv ws 
oe) wo 2 -@ e@°  -e “8. 2 
Seo 2 > > > % : = 
: ‘ mr] 2 £ £9 TF 9Q 
8255 in Mode 1: re eg RE 3 5 A 5 
1/O With —_—" = 7 
lI 
© 
Handshaking OFF § 
a AB Oe AS 
Capability (cont’) ea 
ral Status Word — Mode | Output 
| 
as D7 D6 D5 D4 D3 D2 D1 DO 
INTRB S O 5 = = 5 5 O 5 
eg ° ° 5 5 8 5 
ee ec & * & 


INTEA is controlled by PC6 in BSR mode. 
INTEB is controlled by PC2 in BSR mode. 


8255 Mode 1 Output Diagram 


OTHER MODES 
OF THE 8255 


8255 in Mode 1: 
1/O With 
Handshaking 
Capability (cont’) 


Output 


Figure 15-15. Timing Diagram for Mode 1 Output 


OTHER MODES 
OF THE 8255 


8255 in Mode 1: 
1/O With 
Handshaking 
Capability (cont’) 


Q The following paragraphs provide the 
explanation of and reasoning behind 
handshaking signals only for port A, 
but in concept they re exactly the 
Same as for port B 


> OBFa (output buffer full for port A) 
= an active-low signal going out of PC7 
= indicate CPU has written a byte of data in port 
~ 
= OBFa must be connected to STROBE of the 
receiving equipment (Such as printer) to inform 


it that it can now read a byte of data from the 
Port A latch 


OTHER MODES 
OF THE 8255 


8255 in Mode 1: 
1/O With 
Handshaking 
Capability (cont’) 


HANEL 


> ACKa (acknowledge for port A) 


active-low input signal received at PC6 of 8255 
Through ACK, 8255 knows that the data at port 
A has been picked up by the receiving device 
When the receiving device picks up the data at 
port A, it must inform the 8255 through ACK 
8255 in turn makes OBFa high, to indicate that 
the data at the port is now old data 


OBFa will not go low until the CPU writes a new 
byte pf data to portA 


> INTRa (interrupt request for port A) 


Active-high signal coming out of PC3 
The ACK signal is a signal of limited duration 


OTHER MODES 
OF THE 8255 


8255 in Mode 1: 
1/O With 
Handshaking 
Capability (cont’) 


HANEL 


When it goes active it makes OBFa inactive, 
stays low for a small amount of time and then 
goes backtohigh ——_- 

it is a rising edge of ACK that activates INTRa 
by making it high 

This high signal on INTRa can be used to get 
the attention of the CPU 

The CPU is informed through I NTRa that the 
printer has received the last byte and is ready 
to receive another one 

INTRa interrupts the CPU in whatever it is 
doing and forces it to write the next byte to 
port A to be printed 

It is important to note that INTRa is set to 1 
only if INTEa, OBF, and ACKa are all high 

It is reset to zero when the CPU writes a byte 
to port A 


OTHER MODES 
OF THE 8255 


8255 in Mode 1: 
1/O With 
Handshaking 
Capability (cont’) 


HANEL 


> INTEa (interrupt enable for port A) 


=" The 8255 can disable INTRa to prevent it if 
from interrupting the CPU 


# It is internal flip-plop designed to mask INTRa 


= |t can be set or reset through port C in BSR 
mode since the I NTEa flip-flop is controlled 
through PC6 


=" |INTEb is controlled by PC2 in BSR mode 


> Status word 

=" 8255 enables monitoring of the status of 
signals INTR, OBF, and INTE for both ports A 
and B 

=" This is done by reading port C into accumulator 
and testing the bits 

= This feature allows the implementation of 
polling instead of a hardware interrupt 


g To understand handshaking with the 
8255, we give an overview of printer 
operation, handshaking signals 


Q The following enumerates the steps of 
communicating with a printer 
> 1. A byte of data is presented to the data 
bus of the printer 


> 2. The printer is informed of the presence 
of a byte of data to be printed by activating 
its Strobe input signal 

> 3. whenever the printer receives the data it 
informs the sender by activating an output 
signal called ACK (acknowledge) 

> 4. signal ACK initiates the process of 
providing another byte of data to printer 


Q Table 15-2 provides a list of signals for 
Centronics printers 


OTHER MODES 
OF THE 8255 


Printer Signal 


Table 15-2. DB-25 Printer Pins 


Pin Description 
OTHER MODES 1 Srtobe 
OF THE 8255 2 Data bit 0 
| Data bit 1 
; F 4 Data bit 2 
Printer Signal : es 
(cont’) 6 Data bit 4 
7 Data bit 5 
8 Data bit 6 
9 Data bit 7 
10 ACK (acknowledge) 
11 Busy 
12 Out of paper 
13 Select 
14 Auto feed 
15 Error 
16 Initialize printer 
17 “Select input: 


18 - 25 Ground 


oO As we can see from the steps above, 
‘ei=:aVepsasa merely presenting a byte of data to the 
OF THE 8255 printer is not enough 


> The printer must be informed of the 


Printer Signal presence of the data 
(cont’ ) 


> At the time the data is sent, the printer 
might be busy or out of paper 


=" So the printer must inform the sender whenever 
it finally pick up the data from its data bus 


QO Fig 15-16 and 15-17 show DB-25 and 
Centronics sides of the printer cable 
Q Connection of the 8031/51 with the 


printer and programming are left to the 
reader to explore 


OTHER MODES 
OF THE 8255 


Printer Signal 
(cont ) 


Figure 15-16. DB-25 Connector 


18 


36 


Figure 15-17. 36-Pin Centronics Connector 


13 


19 


Table 15-3. Centronics Printer Specification 
Serial Return Signal Direction Description 


1 19 STROBE IN STROBE pulse to read data in. Pulse width must be 
OTH ER MODES more than 0.5 js at receiving terminal. The signal 
level is normally “high”; read-in of data is 


OF THE 8255 performed at the “low” level of this signal. 


2 20 DATA 1 IN These signals represent information of the 1st to 
8th bits of parallel data, respectively. Each signal is 
at “high” level when data is logical “1”, and “low” 


Printer Signal when logical “0” 


(cont ) 3 21 DATA 2 IN cs 66 


4 22 DATA 3 IN na 


5 23 DATA 4 IN a 


6 24 DATA 5 IN oo 


7 25 DATA 6 IN os 


8 26 DATA 7 IN eae 


9 27 DATA 8 IN a 


10 28 ACKNLG OUT Approximately 0.5 «2s pulse; “low” indicates data 
has been received and printer is ready for data. 


11 29 BUSY OUT A “high” signal indicates that the printer cannot 
receive data. The signal becomes “high” in the 
following case: (1)during data entry, (2) during 
printing operation, (3)in “off-line” status, (4)during 
printer error status. 


12 30 PE OUT A “high” signal indicates that printer is out of paper 


13 -- SLCT OUT Indicates that the printer is in the state selected. 


Table 15-3. Centronics Printer Specification (cont’) 


Serial Return Signal Directi Description 
on 
OTH ER MODES 14 -- AUTOFEEDXT IN When the signal is at low” level, the paper is fed 
automatically one line after printing. (The signal 
OF THE 8255 level can be fixed to “low” with DIP SW pin 2-3 

provided on the control circuit board. ) 

15 -- NC -- Not used 

Printer Signal m ov a Logic GND level 
(cont’ ) 17 -- CHAS!I SGND -- Printer chassis GND. In the printer, chassis GND 

and the logical GND are isolated from each other. 

18 -- NC -- Not used 

19-30 -- GND -- “Twisted-pair return” signal; GND level 

31 -- INIT IN When this signal becomes “low” the printer con- 
troller is reset to its initial state and the print buffer 
is cleared. Normally at “high” level; its pulse width 
must be more than 50 ws at receiving terminal 

32 -- ERROR OUT The level of this signal becomes “low” when 
printer is in “paper end”, “off-line”, and error state 

33 -- GND -- Same as with pin numbers 19 tO 30 

34 -- NC -- Not used 

35 -- -- Pulled up to +5V dc through 4.7 K ohms resistance. 

36 -- SLCTIN IN Data entry to the printer is possible only when the 


level of this signal is “low” .(Internal fixing can be 
carried out with DIP SW 1-8. The condition at the 
time of shipment is set “low” for this signal.) 


